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“You have to give ideas 
a chance to materialise.”
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W LOAD BREAK SWITCHES – DESIGN OVERVIEW

W SWITCHING PROGRAMS W ORDER NUMBER KEY

Ein-Ausschalter 3-polig •• •••• A3
Ein-Ausschalter 4-polig •• •••• A4
Ein-Ausschalter 6-polig •• •••• A6
Ein-Ausschalter 8-polig •• •••• A8
Umschalter mit 0-Stellung 3-polig •• •••• U3
Umschalter mit 0-Stellung 4-polig •• •••• U4

IN 8• • • • •

Nennwerte Hauptschalter-Not-Aus
Einbau

Schutzart von vorne IP66
im eingebauten Zustand

Nennbetriebsstrom Motor Schild
Therm. AC3 AC23 Lasttrenn-
I
th 

 offen AC21 bei U
e

3~400V 3~400V schalter
Typ A A V kW A kW mm

LTS20 20 20 690 5,5 12 7,5 48 LTS20 EHN4 ..

LTS25 25 25 690 7,5 16 10 48 LTS25 EHN4 ..

LTS32 32 32 690 11 23 12,5 48 LTS32 EHN4 ..

LTS40 40 40 690 15 30 16 48 LTS40 EHN4 ..

LTS63 63 63 690 18,5 45 22 48 LTS63 EHN4 ..

LTS80 80 80 690 18,5 45 22 48 LTS80 EHN4 ..

LTS85 85 85 690 22 60 30 64 LTS85 EHN4 ..

LTS100 100 100 690 30 72 37 64 LTS100 EHN4 ..

LTS125 125 125 690 37 85 45 64 LTS125 EHN4 ..

Verteilereinbau
mit Türkupplung
Einbautiefe einstellbar
IP66

LTS20 VHN4 ..

LTS25 VHN4 ..

LTS32 VHN4 ..

LTS40 VHN4 ..

LTS63 VHN4 ..

LTS80 VHN4 ..

LTS85 VHN4 ..

LTS100 VHN4 ..

LTS125 VHN4 ..

Installation E 2 20 A
Central fastening Z 3 25 A
Floor mounting V A 4 32 A
Floor mounting VZ B 5 40 A
Floor mounting VZV C 7 63 A
Modular mounting R 8 80 A
Insulated enclosure P 9 85 A

A 100 A
B 125 A

0 without options
On/Off switch 0 2 with SV1
Main switch 1 3 with SV4
Emergency stop switch 2 4 with SV34
Changeover switch 3
Changeover switch with locking device 5 Number of poles

Degree of protection
from the front in 
installed condition

Label load-
break
switch

On-Off switch, 3-pole
On-Off switch, 4-pole
On-Off switch, 6-pole
On-Off switch, 8-pole
Changeover switch with zero position, 3-pole
Changeover switch with zero position, 4-pole

Therm.
Ith open AC21 at  Ue

Installation

Nominal operating
current

Distributor mounting 
with door coupling 
Installation depth adjustable

Emergency stop main switchRatings

64

64

64

64

64

64



Page

853

Hauptschalter-Not-Aus Hauptschalter
Reiheneinbau Preßstoff- Einbau

gekapselt
IP40 IP65 IP66

LTS20 SMAHN1 .. LTS20 PFHN4 .. LTS20 EH4 ..

LTS25 SMAHN1 .. LTS25 PFHN4 .. LTS25 EH4 ..

LTS32 SMAHN1 .. LTS32 PFHN4 .. LTS32 EH4 ..

LTS40 SMAHN1 .. LTS40 PFHN4 .. LTS40 EH4 ..

LTS63 SMAHN1 .. LTS63 PFHN4 .. LTS63 EH4 ..

LTS80 SMAHN1 .. LTS80 PFHN4 .. LTS80 EH4 ..

LTS85 SMAHN1 .. LTS85 EH4 ..

LTS100 SMAHN1 .. LTS100 EH4 ..

LTS125 SMAHN1 .. LTS125 EH4 ..

Lasttrennschalter
Reiheneinbau

IP40

LTS20 SMA ..

LTS25 SMA ..

LTS32 SMA ..

LTS40 SMA ..

LTS63 SMA ..

LTS80 SMA ..

LTS85 SMA ..

LTS100 SMA ..

LTS125 SMA ..

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Modular mounting Modular mountingInstallationInsulated
enclosure
IP66

Emergency stop main switch Main switch Load-break switch
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W LOAD-BREAK SWITCHES LT(S).. 20-125 A – GENERAL INFORMATION

W SCHRACK INFO
Load-break switches can be used anywhere where compact ON-OFF switches with large contact gaps (isola-
tors) and a high contact pressure, and where a greater short circuit protection is required. 

Therefore, they are available as:
Main switches according to IEC/EN 60204 and VDE 0113 with locking device, terminal cover and forced-
switching contactors. 
Disconnectors according to IEC/EN 60947-3 and VDE 0660 Part 107 with disconnecting distance for 690 V. 
Motor switches, 3-pole or 4-pole. According to IEC/EN 60947-3 and VDE 0660 Part 107, the LT(S) series
switches have a high AC3 and AC23 A switching capacity.

W MAIN SWITCHES AND MAIN SWITCHES WITH EMERGENCY STOP 
FUNCTION – GENERAL INFORMATION

LTS20VH4

W SCHRACK INFO
In accordance with the standards IEC/EN 60204/ VDE0113, all production machines and machine tools must
be equipped with a main switch, which disconnects all electrical equipment from all active mains connections
during cleaning, maintenance and repair work, and during longer downtimes. 
Where 2 or more main switches are required, suitable protective interlocking devices must be used. However,
we recommend the use of a multi-pole main switch (cam switch). 

The main switch must be one of the following types: 
a) Load-break switch which meets IEC/EN 60947-3 and VDE 0660 part 107 for application category 

AC23-B or DC-23B.
b) Disconnector with auxiliary contact (for example: switching program A3-10), which ensures at all times

that the switch devices can break the load before the main contacts of the disconnector are opened.
c) The breaking capacity must be sufficient to shut off the power to the largest motor in stalled 

state together with the sum of the operating currents of all other motors and/or loads.

Requirements:

Disconnecting the electrical equipment from mains, where only one On and one Off position are available,

clearly marked with O and I. It must be lockable in the Off position.

To protect against accidental touching, the line terminals of a main switch must meet at least the degree of

protection IP2X. Colour of handle black or grey.

The main switch with emergency stop function must also be equipped with a red switch handle, and the

face plate behind the switch handle must be yellow, so that the handle clearly stands out.

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES
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W EMERGENCY STOP SWITCH FOR PANEL MOUNTING, 
LOCKABLE, IP66

IN8E2333 3-pole 4-pole

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

3-POLE, LOCKING DEVICE SV4

Emergency stop main switch, 3-pole/20 A/7.5 kW LTS20 EHN4 A3 9004840276602 IN8E2332

Emergency stop main switch, 3-pole/25 A/10 kW LTS25 EHN4 A3 9004840279399 IN8E2333

Emergency stop main switch, 3-pole/32 A/12.5 kW LTS32 EHN4 A3 9004840276640 IN8E2334

Emergency stop main switch, 3-pole/40 A/16 kW LTS40 EHN4 A3 9004840276695 IN8E2335

Emergency stop main switch, 3-pole/63 A/22 kW LTS63 EHN4 A3 9004840279351 IN8E2337

Emergency stop main switch, 3-pole/80 A/22 kW LTS80 EHN4 A3 9004840279368 IN8E2338

Emergency stop main switch, 3-pole/85 A/30 kW LTS85 EHN4 A3 9004840625424 IN8E2339

Emergency stop main switch, 3-pole/100 A/37 kW LTS100 EHN4 A3 9004840625462 IN8E233A

Emergency stop main switch, 3-pole/125 A/45 kW LTS120 EHN4 A3 9004840625479 IN8E233B

4-POLE, LOCKING DEVICE SV4

Emergency stop main switch, 4-pole/20 A/5.5 kW LTS20 EHN4 A4 9004840459630 IN8E2432

Emergency stop main switch, 4-pole/25 A/7.5 kW LTS25 EHN4 A4 9004840459647 IN8E2433

Emergency stop main switch, 4-pole/32 A/11 kW LTS32 EHN4 A4 9004840459654 IN8E2434

Emergency stop main switch, 4-pole/40 A/15 kW LTS40 EHN4 A4 9004840459661 IN8E2435

Emergency stop main switch, 4-pole/63 A/22 kW LTS63 EHN4 A4 9004840459678 IN8E2437

Emergency stop main switch, 4-pole/80 A/22 kW LTS80 EHN4 A4 9004840459685 IN8E2438

W SCHRACK INFO
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection, front: IP66
• Degree of protection, switch: IP40
• For max. 3 padlocks
• For dimensions, see page 856.

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W SCHRACK INFO
• Installation depth adjustable later 
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection, front: IP66
• Degree of protection, switch: IP40
• For max. 3 padlocks
• For dimensions, see page 857.

W EMERGENCY STOP SWITCH FOR FLOOR MOUNTING WITH 4-HOLE PATTERN,
DOOR COUPLING AND LOCKING DEVICE, IP66

LTS20VH4 4-pole

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

4-POLE, LOCKING DEVICE SV4

Emergency stop main switch, 4-pole/20 A/7.5 kW LTS20 VHN4 A4 9004840460445 IN8A2432

Emergency stop main switch, 4-pole/25 A/10 kW LTS25 VHN4 A4 9004840460452 IN8A2433

Emergency stop main switch, 4-pole/32 A/12.5 kW LTS32 VHN4 A4 9004840460469 IN8A2434

Emergency stop main switch, 4-pole/40 A/16 kW LTS40 VHN4 A4 9004840375862 IN8A2435

Emergency stop main switch, 4-pole/63 A/22 kW LTS63 VHN4 A4 9004840375909 IN8A2437

Emergency stop main switch, 4-pole/80 A/22 kW LTS80 VHN4 A4 9004840460476 IN8A2438

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             



Page

857

W EMERGENCY STOP MAIN SWITCH FOR DIN-RAIL MOUNTING, LOCKABLE, IP40

LTS20SMA 3-pole 4-pole

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

3-POLE, LOCKING DEVICE SV1

Emergency stop main switch, modular/20 A/7.5 kW LTS20 SM AHN1 A3 9004840276626 IN8R2322

Emergency stop main switch, modular/25 A/10 kW LTS25 SM AHN1 A3 9004840375848 IN8R2323

Emergency stop main switch, modular/32 A/12.5 kW LTS32 SM AHN1 A3 9004840276671 IN8R2324

Emergency stop main switch, modular/40 A/16 kW LTS40 SM AHN1 A3 9004840276718 IN8R2325

Emergency stop main switch, modular/63 A/22 kW LTS63 SM AHN1 A3 9004840375893 IN8R2327

Emergency stop main switch, modular/80 A/22 kW LTS80 SM AHN1 A3 9004840375930 IN8R2328

Emergency stop main switch, modular/85 A/30 kW LTS85 SM AHN1 A3 9004840617092 IN8R2329

Emergency stop main switch, modular/100/37 kW LTS100 SM AHN1 A3 9004840625516 IN8R232A

Emergency stop main switch, modular/125 A/45 kW LTS125 SM AHN1 A3 9004840625523 IN8R232B

4-POLE, LOCKING DEVICE SV1

Emergency stop main switch, modular/20 A/7.5 kW LTS20 SM AHN1 A4 9004840460384 IN8R2422

Emergency stop main switch, modular/25 A/10 kW LTS25 SM AHN1 A4 9004840460391 IN8R2423

Emergency stop main switch, modular/32 A/12.5 kW LTS32 SM AHN1 A4 9004840460407 IN8R2424

Emergency stop main switch, modular/40 A/16 kW LTS40 SM AHN1 A4 9004840460414 IN8R2425

Emergency stop main switch, modular/63 A/22 kW LTS63 SM AHN1 A4 9004840460421 IN8R2427

Emergency stop main switch, modular/80 A/22 kW LTS80 SM AHN1 A4 9004840460438 IN8R2428

W SCHRACK INFO
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection: IP40
• For max. 2 padlocks
• For dimensions, see page 858.

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service



Page

858

W CHANGEOVER SWITCH WITH LOCKING DEVICE FOR DIN-RAIL MOUNTING,
LOCKABLE, IP40

3-pole
4-pole

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

3-POLE, LOCKING DEVICE SV164

Changeover switch, modular, lockable/20 A/ 7.5 kW LTS20 SM AHN1 U3 9004840555646 IN8R5322

Changeover switch, modular, lockable/25 A/ 10 kW LTS25 SM AHN1 U3 9004840555653 IN8R5323

Changeover switch, modular, lockable/32 A/ 12.5 kW LTS32 SM AHN1 U3 9004840555660 IN8R5324

Changeover switch, modular, lockable/40 A/ 16 kW LTS40 SM AHN1 U3 9004840555677 IN8R5325

Changeover switch, modular, lockable/63 A/ 22 kW LTS63 SM AHN1 U3 9004840555684 IN8R5327

Changeover switch, modular, lockable/80 A 22 kW LTS80 SM AHN1 U3 9004840555691 IN8R5328

4-POLE, LOCKING DEVICE SV164

Changeover switch, modular, lockable/20 A/ 7.5 kW LTS20 SM AHN1 U4 9004840555707 IN8R5422

Changeover switch, modular, lockable/25 A/ 10 kW LTS25 SM AHN1 U4 9004840555714 IN8R5423

Changeover switch, modular, lockable/32 A/ 12.5 kW LTS32 SM AHN1 U4 9004840555721 IN8R5424

Changeover switch, modular, lockable/40 A/ 16 kW LTS40 SM AHN1 U4 9004840555738 IN8R5425

Changeover switch, modular, lockable/63 A/ 22 kW LTS63 SM AHN1 U4 9004840555745 IN8R5427

Changeover switch, modular, lockable/80 A 22 kW LTS80 SM AHN1 U4 9004840555752 IN8R5428

W MAINTANANCE AND SAFETY SWITCH, PLASTIC ENCLOSED, LOCKABLE, IP65

LTS20PF

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

3-POLE, LOCKING DEVICE SV4

Emergency stop main switch, 3-pole/20 A/7.5 kW LTS20 PFHN4 A3 9004840276619 IN8P2332

Emergency stop main switch, 3-pole/25 A/10 kW LTS25 PFHN4 A3 9004840279382 IN8P2333

Emergency stop main switch, 3-pole/32 A/12.5 kW LTS32 PFHN4 A3 9004840276657 IN8P2334

Emergency stop main switch, 3-pole/40 A/16 kW LTS40 PFHN4 A3 9004840459753 IN8P2335

Emergency stop main switch, 3-pole/63 A/22 kW LTS63 PFHN4 A3 9004840459760 IN8P2337

Emergency stop main switch, 3-pole/80 A/22 kW LTS80 PFHN4 A3 9004840279375 IN8P2338

4-POLE, LOCKING DEVICE SV4

Emergency stop main switch, 4-pole/20 A/7.5 kW LTS20 PFHN4 A4 9004840459777 IN8P2432

Emergency stop main switch, 4-pole/25 A/10 kW LTS25 PFHN4 A4 9004840459784 IN8P2433

Emergency stop main switch, 4-pole/32 A/12.5 kW LTS32 PFHN4 A4 9004840276664 IN8P2434

Emergency stop main switch, 4-pole/40 A/16 kW LTS40 PFHN4 A4 9004840459791 IN8P2435

Emergency stop main switch, 4-pole/63 A/18.5 kW LTS63 PFHN4 A4 9004840459807 IN8P2437

Emergency stop main switch, 4-pole/80 A/22 kW LTS80 PFHN4 A4 9004840459814 IN8P2438

3-pole 4-pole

W SCHRACK INFO
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection: IP40
• For max. 2 padlocks
• For dimensions, see page 858.

W SCHRACK INFO
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection: IP66
• For max. 3 padlocks
• For dimensions, see page 858.

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W MAIN SWITCH FOR PANEL MOUNTING, LOCKABLE, IP66

LTS20EH4 3-pole

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

3-POLE, LOCKING DEVICE SV4

Main switch, 3-pole/20 A/7.5 kW LTS20 EH4 A3 9004840276596 IN8E1332

Main switch, 3-pole/25 A/10 kW LTS25 EH4 A3 9004840375824 IN8E1333

Main switch, 3-pole/32 A/12.5 kW LTS32 EH4 A3 9004840276633 IN8E1334

Main switch, 3-pole/40 A/16 kW LTS40 EH4 A3 9004840276688 IN8E1335

Main switch, 3-pole/63 A/22 kW LTS63 EH4 A3 9004840375879 IN8E1337

Main switch, 3-pole/80 A/22 kW LTS80 EH4 A3 9004840375916 IN8E1338

Main switch, 3-pole/85 A/30 kW LTS85 EH4 A3 9004840625431 IN8E1339

Main switch, 3-pole/100 A/37 kW LTS100 EH4 A3 9004840625448 IN8E133A

Main switch, 3-pole/125 A/45 kW LTS125 EH4 A3 9004840625455 IN8E133B

W MAIN SWITCH FOR DIN-RAIL MOUNTING, LOCKABLE, IP40

LTS20SMAH1 3-pole 4-pole

NOMINAL CURRENT/SWITCHING CAPACITY TYPE EAN CODE AVAILABLE ORDER NO.

3-POLE, LOCKING DEVICE SV1

Main switch, 3-pole/20 A/7.5 kW LTS20 SM AH1 A3 9004840375817 IN8R1322

Main switch, 3-pole/25 A/10 kW LTS25 SM AH1 A3 9004840375831 IN8R1323

Main switch, 3-pole/32 A/12.5 kW LTS32 SM AH1 A3 9004840375855 IN8R1324

Main switch, 3-pole/40 A/16 kW LTS40 SM AH1 A3 9004840276701 IN8R1325

Main switch, 3-pole/63 A/22 kW LTS63 SM AH1 A3 9004840375886 IN8R1327

Main switch, 3-pole/80 A/22 kW LTS80 SM AH1 A3 9004840375923 IN8R1328

Main switch, 3-pole/85 A/30 kW LTS85 SM AH1 A3 9004840625486 IN8R1329

Main switch, 3-pole/100 A/37 kW LTS100 SM AH1 A3 9004840625493 IN8R132A

Main switch, 3-pole/125 A/45 kW LTS125 SM AH1 A3 9004840625509 IN8R132B

4-POLE, LOCKING DEVICE SV1

Main switch, 4-pole/20 A/7.5 kW LTS20 SM AH1 A4 9004840459692 IN8R1422

Main switch, 4-pole/25 A/10 kW LTS25 SM AH1 A4 9004840459708 IN8R1423

Main switch, 4-pole/32 A/12.5 kW LTS32 SM AH1 A4 9004840459715 IN8R1424

Main switch, 4-pole/40 A/16 kW LTS40 SM AH1 A4 9004840459722 IN8R1425

Main switch, 4-pole/63 A/22 kW LTS63 SM AH1 A4 9004840459739 IN8R1427

Main switch, 4-pole/80 A/22 kW LTS80 SM AH1 A4 9004840459746 IN8R1428

W SCHRACK INFO
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection, front: IP66
• Degree of protection, switch: IP40
• For max. 3 padlocks
• For dimensions, see page 856.

W SCHRACK INFO
• Rated therm. current: AC21 / 690 V
• Motor: AC23 / 3x400 V
• Degree of protection: IP40
• For max. 2 padlocks
• For dimensions, see page 858.

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W ADD-ON MODULES FOR MAIN SWITCHES AND SWITCH DISCONNECTORS

IN809003 IN809001 IN809012 IN809015

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

4TH POLE FOR 3-POLE SWITCHES

LTS20 to LTS40, panel mounting 9004840508833 IN809002

LTS63 to LTS80, panel mounting 9004840509113 IN809003

LTS20 to LTS40, modular mounting, floor mounting 9004840509106 IN809004

LTS63 to LTS80, modular mounting, floor mounting 9004840509120 IN809005

AUXILIARY CONTACT BLOCK 1 NO + 1 NC

LTS20 to LTS125, panel mounting, modular mounting, floor mounting 9004840508857 IN809001

TERMINAL COVER, 3-POLE

LTS20 to LTS40, modular mounting, floor mounting 9004840665369 IN809012

LTS20 to LTS40, panel mounting 9004840665376 IN809013

LTS63 to LTS80, panel mounting, modular mounting, floor mounting 9004840665376 IN809013

LTS85 to LTS125, panel mounting, modular mounting, floor mounting 9004840665383 IN809014

TERMINAL COVER FOR 4TH POLE

Mains side LTS63/LTS80, panel mounting, modular mounting, floor mounting 9004840665390 IN809015

Load side LTS63/LTS80, panel mounting, modular mounting, floor mounting 9004840665406 IN809016

TERMINAL COVER, 4-POLE

LTS20 to LTS40, modular mounting, floor mounting 9004840665369 IN809012

LTS85 to LTS125, panel mounting, modular mounting, floor mounting 9004840665383 IN809014

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily
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W MAIN SWITCHES, LOAD-BREAK SWITCHES LT(S).. – TECHNICAL DATA  

Daten nach IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1

Typ LTS20 LTS25 LTS32 LTS40 LTS63 LTS80 LTS85 LTS100 LTS125

Hauptkontakte
Thermischer Bemessungsbetriebsstrom Ith offen A 20 25 32 40 63 80 85 100 125
Therm. Bemessungsbetriebsstrom Ithe   gekapselt A 20 25 32 40 63 80 85 100 110

Bemessungsisolationsspannung Ui
1) V 690 690 690 690 690 690 1000 5) 1000 5) 10005)

Bemessungsbetriebsstrom Ie  AC21A A 20 25 32 40 63 80 85 100 125

Einschaltvermögen Ieff 3x380-440V A 160 190 220 300 370 440 600 725 850

Ausschaltvermögen 3x220-240V A 160 180 200 250 330 380 480 580 680
3x380-440V A 160 180 200 250 330 380 480 580 680
3x660-690V A 80 110 140 170 190 220 250 330 420

Trennerbedingungen erfüllt bis V 690 690 690 690 690 690 1000 1000 1000

Motorschalter AC3 3x400V A 12 16 23 30 37 37 45 60 72

Motorschalter AC3 3x220-240V kW 3 4 5,5 7,5 11 11 15 18,5 22
für betriebsmäßiges Schalten 3x380-440V kW 5,5 7,5 11 15 18,5 18,5 22 30 37

3x660-690V kW 5,5 7,5 11 15 18,5 18,5 18,5 22 30

Hauptschalter AC23 3x400V A 16 20 25 32 45 45 60 72 85

Motorschalter, AC23A, 3x220-240V kW 4 5,5 7,5 9 15 15 18,5 22 30
Hauptschalter, AC23B 3x380-440V kW 7,5 10 12,5 16 22 22 30 37 45
Reparaturschalter 3x660-690V kW 5,5 7,5 11 15 18,5 18,5 22 30 37

Bedingter Bemessungskurzschlußstrom kAeff 10 10 10 10 10 10 10 10 10
Maximale Vorsicherung gL  (gG) A 25 35 40 50 63 80 100 100 125

Mechanische Lebensdauer x103 200 200 200 200 100 100 100 100 100

Bemessungskurzzeitstromfestigkeit (1s-Strom) A 250 300 400 500 600 850 1000 1200 1500

Maximale Anschlußquerschnitte
ein- oder mehrdrähtig mm2 10 10 10 10 25 25 50 50 50

AWG 8 8 8 8 4 4 0 0 0

feindrähtig (+ Aderendhülse) mm2 6 6 6 6 16 16 35 35 35
AWG 10 10 10 10 6 6 2 2 2

Klemmschraube M3,5 M3,5 M3,5 M3,5 M5 M5 M6 M6 M6
Anzugsdrehmoment Nm 0,8-1,7 0,8-1,7 0,8-1,7 0,8-1,7 2-4 2-4 3,5-4,5 3,5-4,5 3,5-4,5

lb.inch 7-15 7-15 7-15 7-15 18-35 18-35 31-40 31-40 31-40

Hilfskontakte
Bemessungsisolationsspannung Ui

1) V 690 690 690 690 690 690 690 690 690

Thermischer Bemessungsbetriebsstrom Ith , Ithe A 10 10 10 10 10 10 10 10 10
Schaltvermögen AC15 220-240V A 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5

AC15 380-440V A 1,5 1,5 1,5 1,5 1,5 1,5 1,5 1,5 1,5

Bedingter Bemessungskurzschlußstrom kAeff 3 3 3 3 3 3 3 3 3
Maximale Vorsicherung gL  (gG) A 10 10 10 10 10 10 10 10 10

Maximale Anschlußquerschnitte
ein- oder mehrdrähtig mm2 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5

AWG 12 12 12 12 12 12 12 12 12

feindrähtig  (+ Aderendhülse) mm2 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5 2,5
AWG 14 14 14 14 14 14 14 14 14

Daten nach UL und cUL

Typ LTS20 LTS25 LTS32 LTS40 LTS63 LTS80 LTS85 LTS100 LTS125

Bemessungsbetriebsspannung V 600 600 600 600 600 600 600 600 600
Ampere-Rating  "General use" A 20 25 32 40 63 80 85 100 125

DOL-Rating 3-phase 110-120V HP 1 1,5 2 2 3 5 7,5 10 15
220-240V HP 3 5 5 5 10 10 20 25 30
440-480V HP 7,5 10 10 10 20 20 40 50 60
550-600V HP 10 10 15 15 25 25 50 60 60

DOL-Rating 1-phase 110-120V HP 1 1 1 1 2 2 3 5 7,5
200-208V HP 1 2 2 2 3 3 7,5 10 10
220-240V HP 2 2 3 3 5 5 10 15 15

Fuse size  (RK5) Manual Motor Controller A 40 50 50 70 90 110 200 250 300
5kA / 600V Motor Disconnect A 40 50 50 50 70 70 - - -

1) gilt für: Netze mit geerdetem Sternpunkt, Überspannungskategorie I bis III, Verschmutzungsgrad 3 (Norm-Industrie): Uimp = 6kV.
    Werte für andere Bedingungen auf Anfrage
2) der kleinere Wert gilt für 6-polige Schalter 4) Fuse RK1 / 10kA / 600V
5) Uimp = 8kV

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Data meet IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1

Type

Main contacts

Maximum terminal capacity

Auxiliary contacts

Data in accordance with UL and cUL

Type

Maximum terminal capacity

Thermal rated operating current Ith open
Thermal rated operating current Ithe sealed  

Rated insulation voltage Ui
1):

Rated operating current Ie AC21A

Making capacity IefF

Breaking capacity

Motor switches

Motor switches
for operational switching

Main switch,

Main switch,
Comutator principal,

Breaker conditions up to

Repair switch

Conditional rated short-circuit current
Maximum back-up fuse

Mechanical endurance

solid or stranded

finely stranded (+ ferrule)

Terminal screw

lb.inch
Tightening torque

Rated insulation voltage Ui
1):

Breaking capacity

Conditional rated short-circuit current
Maximum back-up fuse

solid or stranded

finely stranded (+ ferrule)

DOL rating, 3-phase

DOL rating, 1-phase

Fuse size (RK5) Manual Motor Controller
Motor Disconnect

1) Applies to: Mains with earthed Y point, overvoltage category I to III, pollution degree 3 (Industrial standard): Uimp = 6 kV.
Values for other conditions on request

2) The smaller value is for 6-pole switches
5) Uimp = 8 kV

Rated operating voltage
Ampere-Rating "General use"

Thermal rated operating current Ith , Ithe

Rated short-time current protection (1-second power)
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W MAIN SWITCHES, LOAD-BREAK SWITCHES LT(S).. – DIMENSIONS

Einbau LT.. E(HN)..
Ein-Aus-Schalter 3-polig, 4-polig BohrplanUmschalter 3-polig, 4-polig

Zentralbefestigung LTS.. Z(HN).. Montage der Zusatzmodule LTS20 - LTS80
Ein-Aus-Schalter 3-polig, 4-polig Bohrplan Einbau, Zentralbefestigung

Umschalter
Ausschalter 3-polig 4-polig 3-polig 4-polig Hilfs- 4.Pol 3-polig 3-polig

Schild oder kontakte PE 4-polig 4-polig
Typ Sperrvorrichtung A B B B B B1 B2 C1 D1 D2 E F G H H

LTS20-80.. 48 , SV1 48 48 62,5 - - 10 14,5 1-5 10 5 36 - 64 54 -
LTS20-80.. 64 , SV4, SV164 64 48 62,5 97 126 10 14,5 1-5 10 5 48 - 64 54 74

LTS85-125.. 64 , SV4 64 78 78 - - 10 - 1-5 10 5 48 - 85 60 -

LT160 88 , SV34 88 112 150 224 - - - 1-4 13-17 6 68 49,3 108 96 98

Schild Sperrvorrichtungen
48 64 SV1 SV164

Sperrvorrichtungen
SV4 SV488 SV34

Hilfskontakt LH..

4. Pol

PE-, N-Klemme

Hilfskontakt LH..

W PANEL MOUNTING

3-polig 4-polig

4-polig3-
4-polig3-

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Installation LT.. E(HN)..
On-Off switch, 3-pole, 4-pole

Central mounting  LTS.. Z(HN)..
On-Off switch, 3-pole, 4-pole

Label
Locking devices SV1

Locking devices SV4

Mounting of optional modules LTS20 - LTS80 
Installation, central mounting

Changeover switch, 3-pole, 4-pole

Drilling plan

Auxiliary contact LH..

PE, N terminal

4-pole

Type

Changeover switch
Off switch Auxiliary

contacts

3-pole    4-pole
3-pole     4-pole   3-pole    4-pole 4-pole 3-4-pole

3-4-poleLabel
or locking device

Auxiliary contact LH..

Drilling plan

.

.

.

.
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W MAIN SWITCHES, LOAD-BREAK SWITCHES LT(S).. – DIMENSIONS

Bodenmontage LT(S).. V(HN)..
Ein-Aus-Schalter 3-polig, 4-polig

L = T - 60±3 gilt nur für Schalter LTS...

Montage der Zusatzmodule LTS20 - LTS80
LTS85-125 Bodenmontage, Reiheneinbau
3-polig, 4-polig

Hilfskontakt LH..

4. PolPE-, N-Klemme

Hilfskontakt LH..

Bodenmontage
Ein-Aus-Schalter LTS20 - LTS80
3-polig, 4-polig

1)  Ø 22-25 nur für  LT80(100) VH(N)34 ..
2)  Ø 26-30 nur für  LT125(160) VH(N)34 ..

Bohrplan

W FLOOR MOUNTING

Typ T min T max L

LTS20-80 VH.. 111 - 190 T - 60±3
LTS85-125 VH.. 115 - 190 T - 64±3

Umschalter
Ausschalter

Typ Sperrvorrichtung

LTS20 - 40 SV1, SV164
LTS63, 80 SV1, SV164

LTS85-125.. SV164

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Floor mounting LT(S).. V(HN)..
On-Off switch, 3-pole, 4-pole

Type

Floor mounting
On-Off switches LTS20 - LTS80
3-pole, 4-pole

Mounting of optional modules LTS20 - LTS80
Floor mounting, modular mounting

3-pole, 4-pole

L = T - 60±3 applies only to switches LTS...

Drilling plan

Type

LTS20 - 40
LTS63, 80

LTS85 - 125

Changeover switch
Off switch Aux.

contact

PE
4th
pole

Locking device

64⟡, SV4, SV164
64⟡, SV4, SV164

48 48 97 10 14.5 1-5 10 5 M4 48 64 25 70
48 48 97 10 14.5 1-5 10 5 M4 48 64 25 70

78 78 – 10 – 1-5 9 5 M4 48 85 38 90

B B B B1 B2 C1 D1 D2 D3 E G K J

1)  dia. 22-25 only for LT80(100) VH(N)34 ..
2)  dia. 26-30 only for LT125(160) VH(N)34 ..

3-pole 4-pole
3,4-pole

D2

Auxiliary contact LH..

PE, N terminal
4-pole

Auxiliary contact LH..

64⟡, SV4
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W MAIN SWITCHES, LOAD-BREAK SWITCHES LT(S).. – DIMENSIONS

Reiheneinbau LT(S).. SMA(HN)..
Ein-Aus-Schalter 3-polig, 4-polig Umschalter 3-polig, 4-polig

3,4-polig
3-polig
4-polig

M M N

60 74 52
74 74 52

- - 78

3,4-polig
Hilfs- 4.Pol 3-polig

kontakte PE 4-polig
B B1 B2 G M

96 10 14,5 64 60
125 10 14,5 64 60

- 10 - 85 60

Umschalter
Ausschalter 3-polig 4-polig

Typ Sperrvorrichtung B B

LTS20 - 40 SV1, SV164 48 48
LTS63, 80 SV1, SV164 48 62,5

LTS85-125.. SV164 78 78

1)  inklusive der abbrechbaren Laschen 126mm

Reparaturschalter isolierstoffgekapselt LT(S)..PF..

Typ Pole A B D1 D2 E F H

LTS20 PFH.. A., LTS40 PFH.. A 3, 4 130 98 2x25,5/20,5 - 75 100 77

LTS63 PFH.. - LTS80 PFH.. A. 3, 4 200 120 40,5/32,5 +16,5 - 95 165 86

3,4-polig

N

971)

126

-

3,4-polig

W MODULAR

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Modular mounting LT(S).. SMA(HN)..
On-Off switch, 3-pole, 4-pole

Repair switch with insulated enclosure LT(S)..PF..

Changeover switch, 3-pole, 4-pole

Type

Type

Changeover switch
Off switch Auxiliary

contacts

4th
pole
PE

Locking device

3-pole

Poles

3-pole4-pole
4-pole

3,4-pole 3,4-pole 3,4-pole

1)  including break-off taps 126 mm

3,4-polig

.

.

.

. . .

. . ..

3-pole
4-pole
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W CAM SWITCHES – DESIGN OVERVIEW

W TYPE KEY

Schaltertyp ••
Bauform     ••

Schaltprogramm •
Anzahl der Stufen •
Anzahl der Pole ♦
Zubehör           +••

Ein-Ausschalter •• •• A♦
M10H  E  A3+GFP Umschalter mit 0-Stellung •• •• U♦

Umschalter ohne 0-Stellung •• •• W♦
20A Einbau Umschalter mit Rückzug nach der 0-Stellung •• •• UR♦
Ein-Ausschalter 3-polig Wendeumschalter •• •• WU♦
+ große Frontplatte Sterndreieckschalter •• •• SD.

Polumschalter •• •• P..
Start Taster •• •• SE♦
Stop Taster •• •• SA♦
Voltmeterumschalter •• •• V.
Amperemeterumschalter •• •• M..
Gruppenschalter •• •• GR..
Stufenschalter ohne 0-Stellung •• •• ST•♦
Stufenschalter mit 0-Stellung •• •• ST0•♦

Nennwerte Bauformen
Einbau Zentralbefestigung

Schutzart von vorne M10H, M20 IP65 mit Schild
im eingebauten Zustand IP40 IP65

Nennbetriebsstrom Motor Schild
Therm. AC3 AC23
I
th 

 offen AC21 bei U
e

3~400V 3~400V
Typ A A V kW A kW mm

M4H 10 10 440 2,2 6 3 30 M4H E •♦ M4H Z •♦ M4

M10H 20 20 690 5,5 16 7,5 48 M10H E •♦ M10H Z •♦ M1
M10 20 20 440 5,5 16 7,5 48 - - -
M20 32 32 690 11 30 15 48 M20 Z •♦ M2

Schienen- Reiheneinbau Preßstoffgekapselt
befestigung IP40 ..P..   IP40
IP40 ..PF..   IP65

- - - -

M10H SM •♦ M10H SMA •♦ - -
- - M10 P(F) •♦ -

M20 SMA •♦ - -

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Ratings

Nominal operating
current Motor

Types

Degree of protection
from the front in instal-
led condition

Label
Therm.
Ith  open AC21 at Ue

Panel mounting
M10H, M20 IP65
IP 40

Centre mounting
with label
IP 65

Rail
mounting
IP 40

Modular
mounting
IP 40

Insulated enclosure
..P.. IP 40
..PF.. IP 65

Type

Switch type

20A installation
On-Off switch, 3-pole
+ large front panel

Switching program
Number of steps
Number of poles

Accessories

Design

On-Off switch
Changeover switch with zero position
Changeover switch without zero position
Changeover switch with spring-return after the zero position
Reversing switch
Wye-delta switch
Pole changeover switch
Start button
Stop button
Voltmeter switch
Ammeter switch
Group switch
Step switch without zero position
Step switch with zero position

.

.

.

.

.
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W SURFACE MOUNTING

W CAM SWITCHES 10-32 A – GENERAL INFORMATION

W SCHRACK INFO
Cam switches are suitable for virtually any desired application and can be used, e.g., as motor switches, main switches, 
control switches and instrument switches. 

4-Lochbefestigung
Zentralbefestigung Ø 22,5 mm
Verteilereinbau
Schienenmontage

Schildrahmen

Griff

Rastwerk bestimmt die
Schaltstellungen (30°,45°,60°,90°)

Bis zu 25
Schaltzellen- mit je 2 doppel-
unterbrechenden Kontakten

Schalterachse
aus Aluminium

Schild

. . . . E . .

. . . . Z . .

. . . . V. .

. . . . SM . .

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Latching mechanism determines the
switch positions (30°,45°,60°,90°)

Label frame

Switch shaft 
made of aluminium

4-hole mounting

Distributor installation
Rail mounting

Centre mounting dia. 22.5 mm

Label

Handle

Up to 25 switch cells each with
2 double-breaking contacts



Page

867

W SCHRACK INFO
• For 4-hole pattern

• Front mounting

• Switching capacity: AC 3 up to 15 kW

• Nominal current: 20 A to 50 A

• Type E

• Degree of protection: IP 65

W CAM SWITCHES FOR PANEL MOUNTING 

IN005120

W CAM SWITCHES WITH CENTRAL FASTENING

IN025120

W SCHRACK INFO
• 22 mm diameter

• Degree of protection: IP 65

W CAM SWITCHES FOR DIN-RAIL MOUNTING

IN085220

W SCHRACK INFO
• Switching capacity: up to 11 kW

• Nominal current: up to 32 A

• Type: SMA

• Degree of protection: IP 40

W SCHRACK INFO
• Switching capacity: AC 3 up to 15 kW

• Nominal current: up to 32 A

• Type P (insulated enclosure) and G (cast enclosure)

• Degree of protection: IP 40

W CAM SWITCHES PLASTIC ENCLOSED

IN036120

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES
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W CAM SWITCHES, ON-OFF SWITCHES  FOR PANEL MOUNTING, IP65 (IP40)

IN005120 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H E A1 9004840040630 IN005120

2-pole/20 A M10H E A2 9004840040647 IN005220

3-pole/20 A/5.5 kW M10H E A3 9004840040654 IN005320

1-pole/20 A/ON-OFF M10H E A1+003S 9004840110159 IN005121

W CAM SWITCHES, ON-OFF KEY SWITCHES FOR PANEL MOUNTING, IP65 (IP40)

IN005122 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Key switch, 1-pole/20 A/ON-OFF M10H E A1+S A+002S+8100 9004840122619 IN005122

W CAM SWITCHES, CHANGEOVER SWITCHES WITH ZERO POSITION 
FOR PANEL MOUNTING, IP65 (IP40)

IN006320 IN006122 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H E U1 9004840040661 IN006120

2-pole/20 A M10H E U2 9004840040678 IN006220

3-pole/20 A/5.5 kW M10H E U3 9004840040685 IN006320

1-pole/20 A/MAN-OFF- AUTO M10H E U1+088S 9004840110128 IN006121

1-pole/20 A/HAND-0- AUTO M10H E U1+009S 9004840533217 IN006122

2-pole/20 A/MAN-OFF- AUTO M10H E U2+088S 9004840110135 IN006221

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W CAM SWITCHES, CHANGEOVER SWITCHES WITHOUT ZERO POSITION 
FOR PANEL MOUNTING, IP65 (IP40)

IN007122 IN007121 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H E W1 9004840122640 IN007122

1-pole/20 A/HAND- AUTO M10H E W1+082S 9004840110142 IN007121

W CAM SWITCHES, WYE-DELTA SWITCHES FOR PANEL MOUNTING, IP65 (IP40)

IN108900 CONNECTION DIAGRAMS

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Wye-delta switch, 32 A/15 kW N20 E SD 9004840067828 IN108900

W CAM SWITCHES, CHANGEOVER SWITCHES WITH SPRING RETURN 
FOR PANEL MOUNTING, IP65 (IP40)

IN004120 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Changeover switch with spring return, 20 A M10H E UR1 9004840122589 IN004120

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             

↗ ↗
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W CAM SWITCHES, ROTARY SWITCH FOR PANEL MOUNTING, IP65 

IN008120 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Rotary switch “Start”, 1-pole, 20 A M10H E SE 9004840122558 IN008120

W CAM SWITCHES, VOLTMETER SWITCH FOR PANEL MOUNTING, IP65 

IN009V00 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

3 line to line and 3 phase to neutral voltages, 1-pole/20 A M10H E V1+503 9004840110111 IN009V00

W SCHRACK INFO
• 3 line to line and 3 phase to neutral voltages

L1
R

L2
S

L3
T

N
0

V
J1

J2

W CAM SWITCHES, AMMETER SWITCH FOR PANEL MOUNTING, IP65 

IN009A00 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Ammeter switch for 3 current transformer circuits, 

1-pole/20 A M10H E M31+504 9004840110104 IN009A00

K1 L1

A
J1

J2

K2 L2 K3 L3

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W CAM SWITCHES, STEP SWITCHES 1- AND 2-POLE WITHOUT ZERO POSITION 
FOR PANEL MOUNTING, IP65 

IN003121 IN003122 CONNECTION DIAGRAM, 1-pole CONNECTION DIAGRAM, 2-pole

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-POLE

3-step switch/20 A M10H E ST31 9004840110166 IN003121

4-step switch/20 A M10H E ST41 9004840110173 IN003122

2-POLE

3-step switch/20 A M10H E ST32 9004840122565 IN003123

4-step switch/20 A M10H E ST42 9004840122572 IN003124

3-POLE

4-step switch/20 A M10H E ST43 9004840653427 IN003125

4-POLE

4-step switch/20 A M10H E ST44 9004840653434 IN003126

W CAM SWITCHES, ON-OFF SWITCHES 
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN025120 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H Z A1 9004840041071 IN025120

2-pole/20 A M10H Z A2 9004840041088 IN025220

3-pole/20 A/5.5 kW M10H Z A3 9004840041095 IN025320

3-pole/32 A/11 kW M20 Z A3 9004840041699 IN125325

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             



Page

872

W CAM SWITCHES, CHANGEOVER SWITCHES WITHOUT ZERO POSITION
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN027220 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H Z W1 9004840041019 IN027120

2-pole/20 A M10H Z W2 9004840040777 IN027220

3-pole/20 A/5.5 kW M10H Z W3 9004840041101 IN027320

W CAM SWITCHES, GROUP SWITCHES 1-POLE, 2 GROUPS
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN020901 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Group switch, 1-pole/20 A M10H Z GR11 9004840040692 IN020901

W CAM SWITCHES, CHANGEOVER SWITCHES WITH ZERO POSITION
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN026220 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H Z U1 9004840040975 IN026120

2-pole/20 A M10H Z U2 9004840040814 IN026220

3-pole/20 A/5.5 kW M10H Z U3 9004840040890 IN026320

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             



Page

873

W CAM SWITCHES, ROTARY SWITCH 
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN0ZC102 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Rotary switch “Start”, 1-pole, 20 A M10H Z SE 9004840383881 IN0ZC102

W CAM SWITCHES, VOLTMETER SWITCH 
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN009V02 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

3 line to line and 3 phase to neutral voltages, 1-pole/20 A M10H E V1 9004840223187 IN009V02

L1
R

L2
S

L3
T

N
0

V
J1

J2

W SCHRACK INFO
• 3 line to line and 3 phase to neutral voltages

W CAM SWITCHES, CHANGEOVER SWITCH, 1-POLE WITHOUT ZERO POSITION
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN023901 IN023902 CONNECTION DIAGRAM, 1-pole

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

3 stages/20 A M10H Z ST31 9004840041040 IN023901

4 stages/20 A M10H Z ST41 9004840041057 IN023902

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W CAM SWITCHES, ON-OFF SWITCHES FOR DIN-RAIL MOUNTING, IP40

IN085220 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H SMA A1 9004840041439 IN085120

2-pole/20 A M10H SMA A2 9004840041446 IN085220

3-pole/20 A/5.5 kW M10H SMA A3 9004840041453 IN085320

W ACCESSORIES FOR CAM SWITCHES WITH CENTRAL FASTENING

IN16001 IN16000

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

T-handle black for switches M10, M10H, M20 A1535 9004840106930 IN16001

T-handle blue for switches M10, M10H, M20 A1549 9004840106923 IN16000

W CAM SWITCHES, STEP SWITCH, 1-POLE WITH ZERO POSITION
WITH CENTRAL FASTENING, DIA. 22 mm, IP65 

IN023903 CONNECTION DIAGRAMS 

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

2 stages/ 20 A                                             M10H Z ST021                     9004840655049 IN023904

3 stages/20 A M10H Z ST031 9004840041064 IN023903

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W CAM SWITCHES, ON-OFF KEY SWITCHES FOR DIN-RAIL MOUNTING, IP40

IN085121 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Key switch, 1-pole/20 A M10H SMA A1+S A 9004840378931 IN085121

W CAM SWITCHES, CHANGEOVER SWITCHES WITH ZERO POSITION 
FOR DIN-RAIL MOUNTING, IP40

IN086220 IN086121 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H SMA U1 9004840041460 IN086120

2-pole/20 A M10H SMA U2 9004840041477 IN086220

3-pole/20 A M10H SMA U3 9004840041484 IN086320

1-pole/20 A/HAND-0- AUTO M10H SMA U1+009S 9004840094268 IN086121

1-pole/20 A/MAN-0- AUTO M10H SMA U1+081S 9004840094275 IN086122

1-pole/20 A/TAG-0-NACHT M10H SMA U1+143S 9004840094282 IN086123

W CAM SWITCHES, CHANGEOVER SWITCHES WITHOUT ZERO POSITION 
FOR DIN-RAIL MOUNTING, IP40

IN087220 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10H SMA W1 9004840041491 IN087120

2-pole/20 A M10H SMA W2 9004840041507 IN087220

3-pole/20 A M10H SMA W3 9004840041514 IN087320

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W CAM SWITCHES, AMMETER SWITCHES FOR DIN-RAIL MOUNTING, IP40

IN009A01 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Ammeter switch for 3 current transformer circuits, 

1-pole/20 A M10H SMA M31 9004840164497 IN009A01

K1 L1

A
J1

J2

K2 L2 K3 L3

W CAM SWITCHES, STEP SWITCHES 1- AND 2-POLE WITHOUT ZERO POSITION 
FOR DIN-RAIL MOUNTING, IP40

IN083121 IN083220 CONNECTION DIAGRAM, 1-pole CONNECTION DIAGRAM, 2-pole

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-POLE

3-step switch/20 A M10H SMA ST31 9004840122602 IN083120

4-step switch/20 A M10H SMA ST41 9004840122626 IN083220

2-POLE

3-step switch/20 A M10H SMA ST32 9004840122596 IN083121

4-step switch/20 A M10H SMA ST42 9004840122633 IN083221

W CAM SWITCHES, VOLTMETER SWITCHES FOR DIN-RAIL MOUNTING, IP40

IN009V01 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

3 line to line and 3 phase to neutral voltages, 1-pole/20 A M10H SMA V1 9004840164503 IN009V01

L1
R

L2
S

L3
T

N
0

V
J1

J2

W SCHRACK INFO
• 3 line to line and 3 phase to neutral voltages

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W CAM SWITCHES, ON-OFF SWITCH, PLASTIC ENCLOSED, IP40

IN035220 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10 P A1+K6 9004840041217 IN035120

2-pole/20 A M10 P A2+K6 9004840040852 IN035220

3-pole/20 A/5.5 kW M10 P A3+K6 9004840041224 IN035320

3-pole/32 A/11 kW N20 P A3+K6 9004840041705 IN135325

W CAM SWITCHES, HEATING EMERGENCY SWITCHES, 2-POLE,
PLASTIC ENCLOSED, IP40

IN032009 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Heating emergency stop switch 2-pole/20 A M10 P A2+90446S 9004840041200 IN032009

W SCHRACK INFO
• Insulated enclosure

W SCHRACK INFO
• Insulated enclosure

W SCHRACK INFO
• Insulated enclosure

W CAM SWITCHES, CHANGEOVER SWITCHES WITH ZERO POSITION,
PLASTIC ENCLOSED, IP40

IN036320 CONNECTION DIAGRAM

DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

1-pole/20 A M10 P U1 9004840041231 IN036120

2-pole/20 A M10 P U2 9004840041248 IN036220

3-pole/20 A/5.5 kW M10 P U3 9004840041255 IN036320

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!                             
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W CAM SWITCHES – TECHNICAL DATA  

Typ M10 M10H M20

Therm. Nennstrom Ith offen A 20 20 32
Therm. Nennstr. Ithe gekapseltA 20 20 32

Nennbetriebsspannung Ue V 440 690 1) 690 1)

Trennerbedingungen 2)

nach VDE, IEC erfüllt bis V 440 440 440

Ausschaltvermögen Ieff

3 x 220-440V A 160 160 220
3 x 500V A - 100 160

3 x 660-690V A - 80 120 120

Gebrauchskat. AC21A, AC21B
Schalten von ohmscher Last
einschließlich geringer Überlast
Nennbetriebsstrom Ie A 20 20 32

Gebrauchskat. AC23A, AC23B
Schalten von Motoren und
anderer hochinduktiver Last
Nennbetriebsstrom Ie 400V A 16 16 30

Nennleistung 220-240V kW 4 4 7,5
3phasig 3polig 380-440V kW 7,5 7,5 15

500V kW - 7,5 15
660-690V kW - 7,5 15

Sterndreieckschalter
für Kurzschlußläufermotore
Nennleistung
3phasig 3polig 220-240V kW 3,7 3,7 7,5

380-415V kW 7,5 7,5 15

Gebrauchskategorie AC3
Schalten von Drehstrommotoren
Nennbetriebsstrom Ie 400V A 12 12 22

Nennleistung 220-240V kW 3 3 5,5
3phasig 3polig 380-440V kW 5,5 5,5 11

500V kW - 5,5 11
660-690V kW - 5,5 11

Gebrauchskategorie AC4
Käfigläufermotore, Tippbetrieb
Nennleistung 220-240V kW 0,55 0,55 2,2
3phasig 3polig 380-440V kW 1,5 1,5 4

500V kW - 1,5 4
660-690V kW - 1,5 4

Gebrauchskategorie AC15
Schalten von magn. Antrieben,
Schützen, Ventilen, Zugmagneten
Nennbetriebsstrom Ie

 bis 240V A 6 6 12
                   380 -440V A 4 4 6

2-polige Abschaltung 500V A - 5 8

Gebrauchskat. DC21A, DC21B
Schalten von ohmscher Last
Zeitkonstante L/R≤1ms
Nennbetriebsstrom Ie
1polig 30V A 20 20 32

60V A 4 4 6
110V A 0,6 0,6 3

220V A 0,3 0,3 0,8
440V A - - 0,4

Gebrauchskategorie DC3 - DC5
Schalten von Nebenschluß-
und Reihenschlußmotoren
Zeitkonstante L/R≤15ms
Nennbetriebsstrom Ie
1polig 30V A 8 8 13

60V A 1 1 2,4
110V A 0,3 0,3 0,5

Schutzart von hinten IP00 IP20 IP00

1) gilt für: Netze mit geerdetem Sternpunkt, Überspannungskategorie I bis III, Verschmutzungsgrad 3: Uimp = 6kV. Werte für andere Bedingungen auf Anfrage.
2) die Trennerbedingungen nach IEC 947-1 und VDE 0660 gelten für: Netze mit geerdetem Sternpunkt, Überspannungskategorie III und inhomogenem Feld.

Daten nach IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1, SEV, CEE24

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Data meet IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1, SEV, CEE24

Type

Therm. nom. current  Ith open A
Therm. nom. current Ithe sealed A

Breaking capacity Ieff

Utilisation cat. AC21A, AC21B
Switching of resistive load including 
slight overload
Nominal operating current Ie A

Utilisation cat. AC23A, AC23B
Switching of motors and other highly 
inductive loads
Nominal operating current Ie 400 V A

Nominal operating current Ie 400 V A

Nominal operating current Ie

Nominal power

Utilisation category AC3

Nominal power

Wye-delta switch 
for cage motors 

3-phase, 3-pole

3-phase, 3-pole

Nominal power

Utilisation category AC4

Utilisation category AC15

3-phase, 3-pole

Nominal power
3-phase, 3-pole

up to 

1-pole

2-pole breaking

Switching of 3-phase AC motors

Cage motors, jog operation

Nominal operating voltage  Ue A

Breaker conditions 2)

in acc. with VDE, IEC up to

Switching of magn. drives, contactors, 
valves, pulling magnets

Nominal operating current Ie

Utilisation cat. DC21A, DC21B
Switching of resistive load, time 
constant L/R"1 ms

1-pole

Degree of protection from rear

1) Applies to: Mains with earthed Y point, overvoltage category I to III, pollution degree 3: Uimp = 6 kV. Values for other conditions on request.
2) The breaker condition in acc. with IEC 947-1 and VDE 0660 apply to: systems with earthed Y point, overvoltage category III and inhomogeneous field.

Nominal operating current Ie

Utilisation category DC3 - DC5

Switching of shunt and series motors, 
time constant L/R"15 ms

. .
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W CAM SWITCHES – TECHNICAL DATA  

Typ M10 P M10H M20

Anschlußquerschnitte
ein- bzw. mehrdrähtig mm2     1-2,5 1-2,5 1) 1,5-6
feindrähtig mm2 0,75-2,5 0,75-2,51) 1-4
feindrähtig m. Aderendhülse mm2 0,75-2,5 0,75-1,5  1-4
Klemmbaren Leiter pro Klemme 2 2 2

Klemmschraube M3 M3,5 M4

Anzugsdrehmoment Nm 0,6-1,2 0,8-1,4 1,2-1,8
lb.inch 5-11 7-12 11-16

Kurzschlußschutz
Max. Sicherung, gL (gG) A 20 20 35
Bemessungskurzzeitstrom-
festigkeit  (1-Sekundenstrom) A 250 250 400
Bedingter
Bemessungskurzschlußstrom kAeff 10 10 10

Kurzzeitbelastbarkeit
Belastungsdauer 3s A 100 100 200

10s A 60 60 130
Werte gelten nur für bereits30s A 35 35 85
geschlossene Kontakte 60s A 25 25 65

Verlustleistung bei AC21A A 20 20 32
pro Pol W 0,6 0,5 0,9

Schalten von kapazitiver Last
Maximales Einschaltvermögen
bis 500V A 140 140 300

Daten nach IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1

Daten nach cULus

Typ M10 P M10H M20

Bemessungsbetriebsspannung V~ 300 600 600

Bemessungsbetriebsstrom "General Use" A 20 20 35
with jumper A 15 - 25

DOL-Rating 3-phase 110-120V hp 1½ 1½ 5
200-208V hp 2 2 5
220-240V hp 3 3 5

440-480V hp - 5 10
550-600V hp - 7½ 15

DOL-Rating 1-phase 110-120V hp ½ ½ 1½
200-208V hp 1 1 3
220-240V hp 1½ 1½ 5

Fuse size (RK5) Manual Motor Controller A 40 2) 40 80
5kA / 600V and  Motor Disconnect

Heavy pilot duty AC A300 A600 A600

Anschlußquerschnitte
eindrähtig AWG 12 - 20 12 - 20 10 - 18
feindrähtig AWG 14 - 20 14 - 20 8 - 18

Anzugsdrehmoment Nm 1.7 1-1.7 1.7-2.8
lb.inch 15 9-15 15-25

1) Maximaler Anschlußquerschnitt mit vorbereitetem Leiter
2) 5kA / 300V

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Data meet IEC 947-3, IEC 947-5-1, VDE 0660, EN 60947-3, EN 60947-5-1

Terminal capacity

Short-circuit protection

solid or stranded
finely stranded
finely stranded with end sleeve
Clampable conductor per terminal

Terminal screw

Tightening torque

Conditional
rated short-circuit current kAeff

Load duration

Maximum making capacity 
up to 500 V

per pole

Rated operating voltage

Rated operating current

DOL rating, 3-phase

DOL rating, 1-phase

Fuse size 
(RK5)

Terminal capacity

Heavy pilot duty

solid
finely stranded

Tightening torque

1)  Maximum terminal capacity with prepared conductor
2)  5KA / 300V

Manual motor controller
and motor disconnect

"General Use"
with jumper

Values apply only to contacts
that are already closed

Max. fuse, gL (gG)
Rated short-time current 
protection (1-second power)

Type

Short-term load capacity

Power loss at AC21A

Data acc. to cULus

Type

Switching of capacitive load
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W CAM SWITCHES – DIMENSIONS

Nockenschalter für Einbau
M10H E..

Nockenschalter für Zentralbefestigung
M10H Z.., M20 Z.. M4H Z..

Maß L bei Schaltprogrammen

Schalt- A1, A2, U1, W1, UR1, A3, U2, W2 U3, W3 ST42
programme SE, SA, GR11, ST021 ST31, ST41, ST031 V1, M31, ST32

1 Schaltzelle 2 Schaltzellen 3 Schaltzellen 4 Schaltzellen

M4H 51 62,5 74,5 86,5
M10H 36,5 46 55,5 65
M20 38,5 51 63,5 76

Nockenschalter für Reiheneinbau Schlüsselschalter für Reiheneinbau

M10H SMA.. 1-3 Schaltzellen
M20 SMA.. 1,2 Schaltzellen

Maß X  bei Schaltzellen Maß Y bei Schaltzellen
Type 1 2 3 4 1 2 3

M10H 44 75 75 91 60 90 90
M20 59 75 75 91 75 90 90

W FOR PANEL MOUNTING

W FOR DIN-RAIL MOUNTING

W FOR CENTRE MOUNTING

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Cam switch for panel mounting

Cam switch for central fixing

Dimension L for switching programs

Cam switch for DIN-rail mounting Key switch for DIN-rail mounting

Type
Dimension X for switch cells Dimension Y for switch cells

1 switch cell 2 switch cells                      3 switch cells                               4 switch cells

1-3 switch cells
1,2 switch cells

Switching
programs

.

.

. .

.

.

.
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W CAM SWITCHES – DIMENSIONS

Isolierstoffgekapselte Schalter
M10 P..

Maß L bei ... Schaltzellen
Typ A B C D E F G P 1 2 3 4

M10 66 64 50 36 5 15,5 26 M20 43 52 62 71

W INSULATED ENCLOSURE

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Switch with insulated enclosure

Type
Dimension L for ... switch cells

.
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

M20x1,5

1910

1-6

Ø
29

,7

Ø
29

,5

29,7

Betätigungs- und Signalisierungselemente

W SCHRACK INFO
• Full LED technology

• 100,000 h service life

• 3 LEDs for 5 colours

• Spring terminals for contact and LED elements

• Degree of protection

IP 67/69 K for pushbuttons, illuminated pushbuttons

and signal lamps; emergency stop buttons, 

mushroom pushbuttons

IP 66 for double pushbuttons, selector and key 

switches

• Abrasion-proof laser labelling

• Database (1000 symbols)

• Custom symbols will be scaled to size

• Individual text possible

• 3 mm font height, 3 lines possible

1.     8 characters

2.   10 characters

3.     8 characters

• 5 mm font height, one line with 5 characters

• Programmable stay-put and spring-return function

• 22.5 mm diameter

W COMMAND AND SIGNALLING DEVICES SERIES MM – GENERAL INFORMATION

SERIES MM

Actuating and signalling elements
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1

2

4

5

6

4

4

3

3

13

12

15
14

14

10

11

9

16

8

4

4

7

Systemübersicht
RMQ Titan

1 Not-Aus-Tasten
2 Schildträger
3 Befestigungsadapter
4 Kontaktelemente
5 Kapselung
6 Teleskop-Clip
7 Zentrieradapter
8 Hutschienenadapter

9 Leuchtmelder
10 Schlüsseltasten
11 Wahltasten
12 Tastenplatten/Tastenlinsen
13 Drucktasten
14 Akustikmelder
15 Summer
16 Potentiometer

*)

*)

*) Befestigungsring  für Bohrung 22,3 mm
bei Betätigungselement bereits inkludiert 

W SYSTEM OVERVIEW SERIES MM

2
2

17    Joystick

17

*) Mounting ring for hole 22.3 mm for
actuator already included

1 Emergency stop buttons
2 Label holder
3 Mounting adapter
4 Contact elements
5 Encapsulation
6 Telescopic clip
7 Centring adapter
8 DIN rail adapter

9 Indicator light
10 Key buttons
11 Selector switch
12 Button plates / buttons lenses
13 Pushbuttons
14 Acoustic indicator
15 Buzzers
16 Potentiometers
17 Joystick
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W SERIES MM – SETS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

ILLUMINATED PUSHBUTTON, GREEN, 230 V consisting of: Illuminated pushbutton, flat, 

spring-return, green, mounting adapter, front, LED 85-264 V AC, green, front, NO contact front 9004840614442 MM900001

ILLUMINATED PUSHBUTTON, RED, 230V consisting of: Illuminated pushbutton, flat,  

spring-return, red,mounting adapter front, LED 85-264 V AC red, front, NC contact front 9004840614459 MM900002

ILLUMINATED PUSHBUTTON, GREEN, 24V consisting of: Illuminated pushbutton, flat, 

spring-return, green, mounting adapter front, LED 12-30 V AC/DC, green, front, NO contact front 9004840614466 MM900003

ILLUMINATED PUSHBUTTON, RED, 24V consisting of: Illuminated pushbutton, flat,  

spring-return, red, mounting adapter front, LED 12-30 V AC/DC red, front, NC contact front 9004840614473 MM900004

INDICATOR LIGHT, FLAT, GREEN, 230 V consisting of: Signal lamp flat, green, 

mounting adapter front, LED 85-264 V AC, green, front 9004840614480 MM900005

INDICATOR LIGHT, FLAT, RED, 230 V consisting of: Signal lamp, flat, red, 

mounting adapter front, LED 85-264 V AC red, front 9004840614497 MM900006

INDICATOR LIGHT, FLAT, GREEN, 24V consisting of: Signal lamp flat, green, 

mounting adapter front, LED 12-30 V AC/DC, green, front 9004840614503 MM900007

INDICATOR LIGHT, FLAT, RED, 24V consisting of: Signal lamp, flat, red, 

mounting adapter front, LED 12-30 V AC/DC red, front 9004840614510 MM900008

PUSHBUTTON, GREEN, consisting of: Pushbutton, flat, spring-return, green, 

mounting adapter front, NO contact front 9004840614527 MM900009

PUSHBUTTON, RED, consisting of: Pushbutton, flat, spring-return, red, 

mounting adapter front, NO contact front 9004840614534 MM900010

EMERGENCY STOP consisting of: Emergency stop button, 

mounting adapter front, NC contact front 9004840614541 MM900011

SELECTOR SWITCH, 2 POSITIONS STAY-PUT, dia. 60 consisting of: T-handle switch, 2 positions r., 

dia. 60, mounting adapter front, NO contact front, NC contact front 9004840614558 MM900012

SELECTOR SWITCH, 3 POSITIONS STAY-PUT, dia. 60 consisting of: T-handle switch, 3 positions r., 

dia. 60, mounting adapter front, NO contact front, NC contact front 9004840614565 MM900013

DOUBLE PUSHBUTTON, GREEN/RED, 230 Vconsisting of: Double pushbutton, illuminated, spring-return,  

green/red, “I-0”, mounting adapter front, LED 85-264 V AC ws front, NO contact front, 

NC contact front 9004840614572 MM900014

DOUBLE PUSHBUTTON, GREEN/RED, 24 V consisting of: Double pushbutton, illuminated,  

spring-return, green/red, “I-0”, mounting adapter front, LED 12-30 V AC/DC ws front, NO contact front, 

NC contact front 9004840614589 MM900015

KEY OPERATED BUTTON, 2 POSITIONS STAY-PUT, dia. 40 consisting of: Key switch, 2 positions r., 

dia. 40, mounting adapter front, NO contact front, NC contact front 9004840614596 MM900016

MM900002

W SCHRACK INFO
• Pre-configured sets consisting of:

- Command or signalling device

- Mounting adapter

- Light sources

- Auxiliary contacts

Order no. blue: on stock, usually ready for delivery on the day of order!               



Page

885

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Flat, spring-return, black dia. 29.7x10 9004840175332 MM216590

Flat, spring-return, white dia. 29.7x10 9004840175349 MM216592

Flat, spring-return, red dia. 29.7x10 9004840175356 MM216594

Flat, spring-return, green dia. 29.7x10 9004840175363 MM216596

Flat, spring-return, yellow dia. 29.7x10 9004840175370 MM216598

Flat, spring-return, blue dia. 29.7x10 9004840175387 MM216600

Flat, spring-return, red “0” dia. 29.7x10 9004840175400 MM216605

Flat, spring-return, black “0” dia. 29.7x10 9004840175424 MM216609

Flat, spring-return, green “1” dia. 29.7x10 9004840175417 MM216607

Flat, spring-return, white “1” dia. 29.7x10 9004840175431 MM216611

Flat, spring-return, without button plate dia. 29.7x10 9004840175394 MM216602

STAY-PUT

Flat, stay-put, black dia. 29.7x10 9004840175448 MM216613

Flat, stay-put, red dia. 29.7x10 9004840175462 MM216617

Flat, stay-put, green dia. 29.7x10 9004840175479 MM216619

Flat, stay-put, white dia. 29.7x10 9004840175455 MM216615

Flat, stay-put, blue dia. 29.7x10 9004840175493 MM216623

Flat, stay-put, without button plate dia. 29.7x10 9004840175509 MM216625

BUTTON PLATES, FLAT WITH INSCRIPTION

Button plate, flat, black “Arrow” dia. 22.5 9004840223873 MM218173

Button plate, flat, green “1” dia. 22.5 9004840215359 MM218165

Button plate, flat, red “Stop” dia. 22.5 9004840251616 MM218194

Button plate, flat, red “0” dia. 22.5 9004840215335 MM218153

Button plate, flat, black “Up” dia. 22.5 9004840224573 MM218185

Button plate, flat, black “Down” dia. 22.5 9004840224580 MM218186

Button plate, flat, black “0” dia. 22.5 9004840215342 MM218154

Button plate, flat, black “+” dia. 22.5 9004840223859 MM218170

Button plate, flat, black “-” dia. 22.5 9004840223866 MM218171

10

W SERIES MM – PUSHBUTTONS, FLAT

MM216605

W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

W TIPS & TRICKS
To obtain a pushbutton with custom label, use the pus-

hbutton without button plate and insert a button plate

with your desired text.
DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

High, spring-return, black dia. 29.7x16.4 9004840207200 MM216636

High, spring-return, red dia. 29.7x16.4 9004840207224 MM216641

High, spring-return, green dia. 29.7x16.4 9004840207231 MM216643

High, spring-return, blue dia. 29.7x16.4 9004840207255 MM216649

High, spring-return, red, “0” dia. 29.7x16.4 9004840177381 MM216655

W SERIES MM – PUSHBUTTONS, HIGH

MM216641

W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

Spring-return, illuminated, green/red dia. 29.7x54.7x13.2   9004840175554 MM216698

Spring-return, illuminated, green/red, “1/0” dia. 29.7x54.7x13.2   9004840175561 MM216700

Spring-return, illuminated, green/red, “Start/Stop” dia. 29.7x54.7x13.2   9004840175578 MM216702

Spring-return, illuminated, white/black dia. 29.7x54.7x13.2   9004840175585 MM216704

Spring-return, illuminated, white/black, “1/0” dia. 29.7x54.7x13.2   9004840175592 MM216706

Spring-return, illuminated, white/black, “Start/Stop” dia. 29.7x54.7x13.2   9004840175608 MM216708

Spring-return, illuminated, black/black, arrows dia. 29.7x54.7x13.2   9004840175615 MM216710

Spring-return, illuminated, black/black, “+/–“ dia. 29.7x54.7x13.2   9004840175622 MM218145

13,2

54
,7

W SERIES MM – DOUBLE PUSHBUTTONS

MM216700

W SCHRACK INFO
• With signal lamp centre indicator lens, white

• LED can be retrofitted

• IP 66

• 22.5 mm diameter

DIMENSIONS

DIMENSIONS

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Spring-return, black dia. 36.5x23.6 9004840175639 MM216712

Spring-return, red dia. 36.5x23.6 9004840175646 MM216714

Spring-return, green dia. 36.5x23.6 9004840175653 MM216716

Spring-return, yellow dia. 36.5x23.6 9004840175660 MM216718

Spring-return, red, “0” dia. 36.5x23.6 9004840175677 MM216720

STAY-PUT

Stay-put, black dia. 36.5x23.6 9004840207408 MM216743

Stay-put, red dia. 36.5x23.6 9004840207415 MM216745

W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

23,6
Ø

 3
6,

5

W SERIES MM – MUSHROOM BUTTONS

MM216714

W SCHRACK INFO
MM216440: To order a mushroom button

with a custom label, use the button  plate

“MM216440-* - *” with order code and sub-

stitute the colour for the first asterisk and your

desired text for the second asterisk.

W SERIES MM – BUTTON PLATES FOR MUSHROOM BUTTONS

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

Button plate, mushroom buttons, red dia. 22.5 9004840176827 MM216437

Button plate, mushroom buttons for custom labels dia. 22.5 9004840176858 MM216440

MM216440

W SCHRACK INFO
• IP 67, IP 69K

• Overload protection in accordance with EN 418

• Return by pulling

• 22.5 mm diameter

W ORDER SAMPLE
MM216440-G-POWER
(green button plate with 5 mm font, one line)

MM216440-Y-OIL PRESSURE WARNING 
(yellow button plate with 3 mm font, two

lines)

Colour: -R...red, -G...green, -B...blue, W...white,
-Y...yellow, -S...black
Text is possible in: 3 mm font height: 1st and
3rd line max. 8 characters,  2nd line 10 characters;
5 mm text height: 1 line max. 5 characters 

W SERIES MM – EMERGENCY STOP BUTTONS

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

Emergency stop button, non-illuminated dia. 35x47.9 9004840175790 MM216876

Emergency stop button, illuminated dia. 35x47.9 9004840175806 MM216878

Emergency stop button, non-illuminated, released by rotating dia. 35x47.9 9004840622874 MM263467

Emergency stop key switch dia. 35x47.9 9004840175813 MM216879

MM216878

DIMENSIONS

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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W SCHRACK INFO
• IP 66

• Locking system, 4 levels

• The following can be modified for MM 216406:

spring-return/stay-put, key removable/not removable 

• 22.5 mm diameter

W SERIES MM – KEY OPERATED BUTTONS

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

2 positions, spring-return, 40° dia. 29.7x20.6 9004840175820 MM216881

2 positions, stay-put, 60° dia. 29.7x20.6 9004840175837 MM216887

3 positions, spring-return, 40° dia. 29.7x20.6 9004840175844 MM216894

3 positions, stay-put, 60° dia. 29.7x20.6 9004840175851 MM216900

Key MS1 Standard dia. 29.7x20.6 9004840204117 MM216416

MM216900

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

2 positions, spring-return, “I / 0” dia. 29.7x23.7 9004840207835 MM216853

3 positions, spring-return “I / 0 / 0” dia. 29.7x23.7 9004840207866 MM216861

W SERIES MM – ROTARY KNOB

MM216853

W SCHRACK INFO
• IP 67

• 22.5 mm diameter

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

2 positions, spring-return dia. 30x75 9004840665079 MM289196

2 positions, stay-put dia. 30x75 9004840665093 MM289240

4 positions, spring-return dia. 30x75 9004840626582 MM279417

ACCESSORIES

Label holder + label for custom text 50x50 9004840665086 MM279436

W SERIES MM – JOYSTICK

MM289196 MM279436

DIMENSIONS

DIMENSIONS

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               



Page

889

11,5

W SERIES MM – INDICATOR LIGHT, FLAT

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

Flat, white dia. 29.7x11.5 9004840177398 MM216771

Flat, red dia. 29.7x11.5 9004840177404 MM216772

Flat, green dia. 29.7x11.5 9004840177411 MM216773

Flat, yellow dia. 29.7x11.5 9004840177428 MM216774

Flat, blue dia. 29.7x11.5 9004840177435 MM216775

Flat, empty dia. 29.7x11.5 9004840177442 MM216776

MM216771

W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

• LED technology

W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

• LED technology

W SCHRACK INFO
• Volume: 83 dB

• IP 40

• 22.5 mm diameter

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

High, white dia. 29.7x18 9004840175868 MM216778

High, red dia. 29.7x18 9004840175875 MM216779

High, green dia. 29.7x18 9004840175882 MM216780

High, yellow dia. 29.7x18 9004840175899 MM216781

18

W SERIES MM – INDICATOR LIGHT, CONICAL

MM216779

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

Acoustic indicator, empty dia. 29.7x11.5 9004840207903 MM229015

Buzzer, continuous tone, 18-30 V AC/DC dia. 29.7x11.5 9004840207781 MM229025

Buzzer, pulse tone 24 V DC dia. 29.7x11.5 9004840207798 MM229028

11.5

41

22

W SERIES MM – ACOUSTIC INDICATOR 

MM229015 WITH BUZZERMM229015

DIMENSIONS

DIMENSIONS

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

• Custom label is also possible on the button lens

W SERIES MM – ILLUMINATED PUSHBUTTONS, FLAT

MM216938

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Flat, spring-return, white dia. 29.7x10 9004840175929 MM216922

Flat, spring-return, red dia. 29.7x10 9004840175936 MM216925

Flat, spring-return, green dia. 29.7x10 9004840175943 MM216927

Flat, spring-return, yellow dia. 29.7x10 9004840175950 MM216929

Flat, spring-return, blue dia. 29.7x10 9004840175967 MM216931

Flat, spring-return, red “0” dia. 29.7x10 9004840175981 MM216936

Flat, spring-return, green “1” dia. 29.7x10 9004840175998 MM216938

Flat, spring-return, white “0” dia. 29.7x10 9004840176001 MM216940

Flat, spring-return, white “1” dia. 29.7x10 9004840176018 MM216942

Flat, spring-return, without button plate dia. 29.7x10 9004840175974 MM216933

STAY-PUT

Flat, stay-put, white dia. 29.7x10 9004840176025 MM216944

Flat, stay-put, red dia. 29.7x10 9004840176032 MM216946

Flat, stay-put, green dia. 29.7x10 9004840176049 MM216948

Flat, stay-put, yellow dia. 29.7x10 9004840176056 MM216950

Flat, stay-put, blue dia. 29.7x10 9004840176063 MM216952

Flat, stay-put, red “0” dia. 29.7x10 9004840176087 MM216957

Flat, stay-put, green “1” dia. 29.7x10 9004840176094 MM216959

Flat, stay-put, without button plate dia. 29.7x10 9004840176070 MM216954

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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16,4

W SCHRACK INFO
• IP 67, 69K

• 22.5 mm diameter

W SERIES MM – ILLUMINATED PUSHBUTTON, HIGH

MM216975

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

High, spring-return, white dia. 29.7x16.4 9004840207521 MM216965

High, spring-return, red dia. 29.7x16.4 9004840207538 MM216967

High, spring-return, green dia. 29.7x16.4 9004840207545 MM216969

High, spring-return, yellow dia. 29.7x16.4 9004840207552 MM216971

High, spring-return, blue dia. 29.7x16.4 9004840207569 MM216973

High, spring-return, red “0” dia. 29.7x16.4 9004840177459 MM216975

LENSES FOR ILLUMINATED PUSHBUTTONS

Button lens, illuminated buttons for red dia. 22.5 9004840176872 MM216442

Button lens, illuminated buttons for green dia. 22.5 9004840176889 MM216443

Button lens, illuminated buttons for yellow dia. 22.5 9004840176896 MM216444

Button lens, illuminated buttons for blue dia. 22.5 9004840176902 MM216445

Button lens, illuminated buttons for individual dia. 22.5 9004840176919 MM216446

W SERIES MM – SELECTOR SWITCHES

23,7 26,9

MM216865

W TIPS & TRICKS
The coding parts MM 216407 can be used for conversion from stay-put to spring-return function!

W SCHRACK INFO
• IP 66

• 22.5 mm diameter

• Stay-put: 60°

• Spring-return: 40°

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

2 POSITIONS

2 positions, spring-return, 40°, thumb grip dia. 29.7x26.9 9004840175752 MM216865

2 positions, stay-put, 60°, thumb grip dia. 29.7x26.9 9004840175769 MM216867

2 positions, V-position, stay-put, thumb grip dia. 29.7x26.9 9004840207897 MM216874

2 positions, stay-put, black, I-0, thumb grip dia. 29.7x23.7 9004840196535 MM216855

3 POSITIONS

3 positions, spring-return, 40°, thumb grip dia. 29.7x26.9 9004840175776 MM216870

3 positions, stay-put, 60°, thumb grip dia. 29.7x26.9 9004840175783 MM216872

3 positions, stay-put, black, I-0-II, rotary switch dia. 29.7x23.7 9004840207873 MM216863

DIMENSIONS

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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W SERIES MM – ILLUMINATED SELECTOR SWITCHES, 3 POSITIONS

W SCHRACK INFO
• IP 66

• 22.5 mm diameter

26,9

W SERIES MM – ILLUMINATED SELECTOR SWITCHES, 2 POSITIONS

MM216845

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

2 positions, spring-return, white dia. 29.7x26.9 9004840176124 MM216812

2 positions, spring-return, red dia. 29.7x26.9 9004840176131 MM216814

2 positions, spring-return, green dia. 29.7x26.9 9004840176148 MM216816

2 positions, spring-return,  yellow dia. 29.7x26.9 9004840191486 MM216818

STAY-PUT 

2 positions, stay-put, white dia. 29.7x26.9 9004840176155 MM216823

2 positions, stay-put, red dia. 29.7x26.9 9004840176162 MM216825

2 positions, stay-put, green dia. 29.7x26.9 9004840176179 MM216827

2 positions, stay-put, yellow dia. 29.7x26.9 9004840191509 MM216829

2 positions, stay-put, blue dia. 29.7x26.9 9004840191516 MM216831

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

3 positions, spring-return, white dia. 29.7x26.9 9004840176186 MM216833

3 positions, spring-return, red dia. 29.7x26.9 9004840176193 MM216835

3 positions, spring-return, green dia. 29.7x26.9 9004840176209 MM216837

STAY-PUT 

3 positions, stay-put, white dia. 29.7x26.9 9004840176216 MM216843

3 positions, stay-put, red dia. 29.7x26.9 9004840176223 MM216845

3 positions, stay-put, green dia. 29.7x26.9 9004840176230 MM216847

3 positions, stay-put, yellow dia. 29.7x26.9 9004840191547 MM216849

3 positions, stay-put, blue dia. 29.7x26.9 9004840191554 MM216851

MM216833

DIMENSIONS

W SCHRACK INFO
• IP 66

• 22.5 mm diameter

26,9
DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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DESCRIPTION WxH (mm) EAN CODE AVAILABLE ORDER NO.

Mounting adapter (front) 30x31.8 9004840176247 MM216374

Mounting adapter (front), 4 mounting locations 44x45 9004840467741 MM279437
12

,5
19

,3

30

W SCHRACK INFO
• For front mounting of switch and LED elements

W SERIES MM – ADAPTERS

MM216374

W SERIES MM – SWITCHING ELEMENTS

W SCHRACK INFO
• Spring-tension (CC=spring terminals) 

or screw terminals

• Breaking capacity: AC15, 230 V 6 A

DC13, 24 V 3 A

MM216378

W TIPS & TRICKS
The mounting adapter is required for any command and signal device  that consists of individual components. Up to

6 contacts or one LED plus up to 4 contacts can be mounted.

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SWITCHING ELEMENT FOR FRONT MOUNTING 

NO contact front 9004840176254 MM216376

NC contact front 9004840176261 MM216378

NO contact CC front 9004840176292 MM216384

NC contact CC front 9004840176308 MM216385

SWITCHING ELEMENT FOR FLOOR MOUNTING

NO contact, floor 9004840176278 MM216380

NC contact, floor 9004840176285 MM216382

NO contact CC, floor 9004840176315 MM216386

NC contact CC, floor 9004840176322 MM216387

SWITCHING ELEMENT WITH DOUBLE CONTACTS

NC double contact CC front 9004840547054 MM107899

NO double contact CC front 9004840625783 MM107940

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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37

45
MM216557

W SCHRACK INFO
2 supply voltages: 12-30 V AC/DC

85-264 V AC

Rated current: 12-30 V AC/DC: 8-15 mA

85-264 V AC: 5-15 mA 

(Pmax = 0.33 W)

Diameter: 22.5 mm

W SERIES MM – LIGHT EMITTING DIODES

W TIPS & TRICKS
Use for enclosures and telescopic clip floor. Spring terminals (CC).

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

LED FOR FRONT MOUNTING

LED 12-30 V AC/DC white front 9004840176339 MM216557

LED 12-30 V AC/DC red front 9004840176346 MM216558

LED 12-30 V AC/DC green front 9004840176353 MM216559

LED 12-30 V AC/DC, blue front 9004840184549 MM218057

LED 12-30 V AC/DC white CC front 9004840176452 MM216569

LED 12-30 V AC/DC red CC front 9004840176469 MM216570

LED 12-30 V AC/DC green CC front 9004840176476 MM216571

LED 12-30 V AC/DC, blue CC front 9004840184525 MM218061

LED 85-264 V AC white front 9004840176391 MM216563

LED 85-264 V AC red front 9004840176407 MM216564

LED 85-264 V AC green front 9004840176414 MM216565

LED 85-264 V AC, blue front 9004840184556 MM218059

LED 85-264 V AC white CC front 9004840176513 MM216575

LED 85-264 V AC red CC front 9004840176520 MM216576

LED 85-264 V AC green CC front 9004840176537 MM216577

LED 85-264 V AC, blue CC front 9004840184501 MM218063

LED FOR FLOOR MOUNTING

LED 12-30 V AC/DC white, floor 9004840176360 MM216560

LED 12-30 V AC/DC red, floor 9004840176377 MM216561

LED 12-30 V AC/DC green, floor 9004840176384 MM216562

LED 12-30 V AC/DC, blue, floor 9004840184563 MM218058

LED 12-30 V AC/DC white, floor CC 9004840176483 MM216572

LED 12-30 V AC/DC green, floor CC 9004840176506 MM216574

LED 12-30 V AC/DC red, floor CC 9004840176490 MM216573

LED 85-264 V AC white, floor 9004840176421 MM216566

LED 85-264 V AC red, floor 9004840176438 MM216567

LED 85-264 V AC green, floor 9004840176445 MM216568

LED 85-264 V AC blue, floor 9004840184570 MM218060

LED 85-264 V AC red, floor CC 9004840176551 MM216579

LED 85-264 V AC white, floor CC 9004840176544 MM216578

LED ACCESSORIES 

LED test module 12-30 V AC/DC 9004840246865 MM231079

LED test module 85-264 V AC/DC 9004840242317 MM231080

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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DESCRIPTION EAN CODE AVAILABLE ORDER NO.

All-in-one surface buttons, 2x “0”, “1” 9004840177251 MM216529

All-in-one surface buttons, 3x “1”, “0”, “2” 9004840177268 MM216532

All-in-one surface buttons, key switch, 1NO 1NC,

Spring-return/stay-put function 9004840177244 MM216526

All-in-one surface buttons, emergency stop mushroom button 1NO 1NC 9004840177237 MM216525

All-in-one surface buttons, emergency stop mushroom button 2NC 9004840177220 MM216524

All-in-one surface buttons, emergency stop mushroom button 1NO 1NC 9004840177213 MM216523

All-in-one surface buttons, green “1” 9004840177206 MM216522

All-in-one surface buttons, red “0” 9004840177190 MM216521

All-in-one emergency stop button 1 NC for panel mounting 9004840195781 MM216515

All-in-one emergency stop button 1NO 1NC 9004840215311 MM216516

All-in-one emergency stop button 1NO 1NC, spring-return/stay-put function 9004840372144 MM216514

W SCHRACK INFO
• 22.5 mm diameter

• Surface mounting: Insulated enclosure IP 67

• Surface and panel mounting units delivered pre-assembled.

W SERIES MM – COMPLETE UNITS

MM216529 MM216525

DESCRIPTION WxHxD (mm) EAN CODE AVAILABLE ORDER NO.

Potentiometer 1 kΩ dia. 29.5x29.2 9004840207699 MM229489

Potentiometer 4.7 kΩ dia. 29.5x29.2 9004840207705 MM229490

Potentiometer 10 kΩ dia. 29.5x29.2 9004840207712 MM229491

Potentiometer 100 kΩ dia. 29.5x29.2 9004840207736 MM229493

Potentiometer 470 kΩ dia. 29.5x29.2 9004840207743 MM229494

W SCHRACK INFO
• Complete with potentiometer

• From 1 kΩ to 470 kΩ

• 3 terminals lead out separately

• Degree of protection IP 65

• Fully insulated

• Pmax = 0.5 W

W SERIES MM – POTENTIOMETERS

MM229491 DIMENSIONS

21 22

CIRCUIT DIAGRAM

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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Einbau-    a      b       e    Leitungseinführungen
stellen

1   172       42,6        58,5 2 x M16 3 x M20 2 x M25
2   120       85,6      106,5 2 x M20 3 x M20 2 x M25
3   153     118,6      139,5 2 x M20 2 x M25 4 x M20
4   186     151,6      172,5 2 x M20 2 x M25 4 x M40
6   252     217,6      238,5 2 x M20 2 x M25 4 x M20

W SCHRACK INFO
• 22.5 mm diameter

12 72 160.0 193.0 2 x M20 2 x M32 4 x M32

W SERIES MM – SURFACE ENCLOSURE

MM216538 MM222688MM216536

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Surface enclosure 1 black/light grey 9004840176575 MM216535

Surface enclosure 1 black/yellow 9004840176582 MM216536

Surface enclosure 2 black/light grey 9004840176599 MM216537

Surface enclosure 3 black/light grey 9004840176605 MM216538

Surface enclosure 4 black/light grey 9004840176612 MM216539

Surface enclosure 6 black/light grey 9004840176629 MM216540

Surface enclosure 12 black/light grey 9004840196528 MM222688

17
.8

56

M20M20 48

M20/M25

44

80 66
.5

33

a

b

M20M20

M4e

W DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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W LABELS FOR SERIES MM 

MM216494

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Emergency stop label, dia.=60, 4 languages 9004840226768 MM216483

Emergency stop label 50x50 9004840215328 MM216484

Label holder, empty 30x50mm 9004840176643 MM216392

Label holder for double pushbutton, empty 30x75 9004840176650 MM216394

Emergency stop label, dia.=90, empty 9004840176940 MM216464

Emergency stop label, dia.=90, 4 languages 9004840176957 MM216465

Label, 18x27 mm, alu, plain 9004840176971 MM216480

Label, 18x27 mm, custom 9004840176988 MM216482

Label+holder 30x50  0 I 9004840177008 MM216485

Label+holder 30x50  I 0 II 9004840177022 MM216486

Label+holder 30x50 On 9004840177046 MM216487

Label+holder 30x50 Operation 9004840177053 MM216488

Label+holder 30x50 Alarm 9004840177060 MM216489

Label+holder 30x50 Off On 9004840177077 MM216490

Label+holder, Manual Auto 9004840177084 MM216492

Label+holder, Manual 0 Auto 9004840177091 MM216493

Label+holder 30x50 Stop 9004840177107 MM216494

Label+holder 30x50 Start 9004840177114 MM216495

Label+holder 30x50 ON 9004840177138 MM216496

Label+holder 30x50 OFF ON 9004840177169 MM216499

Label+holder, MAN. 0 AUTO 9004840177183 MM216501

Label+holder 30x50 Off 9004840177039 MM218299

Label+holder 30x50 OFF 9004840177121 MM218300

Emergency stop label 33x50 9004840190168 MM216472

Emergency stop label 33x50 9004840195767 MM216471

MM216465

30

15
35

DIMENSIONS

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W OTHER ACCESSORIES FOR SERIES MM 

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Telescopic clip 9004840177473 MM216398

DIN rail adapter 9004840176698 MM216400

Button protective membrane for pushbuttons 9004840176667 MM216395

Button protective membrane for double pushbuttons 9004840176674 MM216396

Sealing cover for emergency stop 9004840176681 MM216397

Protective collar for emergency stop, yellow 9004840276725 MM231273

Protective collar for emergency stop, grey 9004840456288 MM271610

Coding part pull-off 9004840176711 MM216406

Coding part stay-put/spring-return 9004840176728 MM216407

Bridge for centre contact 9004840207934 MM216405

Threaded ring M22x1.5 mm 9004840177466 MM216401

Mounting key 9004840176704 MM216402

Reducer kit from 30 to 22.3 mm drill hole 9004840190151 MM216408

Blind cap, black, round 9004840176636 MM216390

Blind cap, grey 9004840207910 MM216388

56,7

3,1 35,2

54
,5

64
,5

22
4

22
,4

Hutschienenadapter

Taster, Leuchttaster, Leuchtmelder mit Teleskop-Clip

Hutschiene nach EN 50 022

4,5

10 39 1060 - 10045

20
20

1

MM216398 MM216400 MM231273

W DIMENSIONS

Protective collars for emergency stop

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

Pushbuttons, illuminated pushbuttons, signal lamps with telescopic clip

1 DIN rail according to EN 50 022

DIN rail adapter
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DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Palm switch, black, 1 NO/1 NC, momentary 9004840226324 MM229749

Palm switch, red, 1 NO/1 NC, momentary 9004840226355 MM229746

Emergency stop switch, 1 NC, maintained 9004840226331 MM229747

Emergency stop switch, 1 NO/1 NC, maintained 9004840226348 MM229748

W TIPS & TRICKS
The auxiliary contacts are identical to those of the titanium range

MM229746MM229749MM229747/MM229748

W SERIES MM – PALM SWITCHES

W DIMENSIONS

W SCHRACK INFO
• IP 67/ IP 69K

• NC with safety function

through positive opening ope-

ration meeting IEC 947-5-1

• Large robust impact surface

• Emergency stop provides over-

load-proof operation in accor-

dance with ISO 13 850/EN 418

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

3 X M20 (Pg 13.5) side
1 X M16 in bottom
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W TECHNICAL DATA
• Degree of protection IP 54 (acoustic indicator IP 20)
• Modular design without wire
• Individual modules can be programmed separately
• Easy mounting through bayonet clock
• Up to 5 modules can be controlled
• For 110 - 130 V and 230 V AC or 24 V DC
• Continuous and blinking light, with 5 W incandescent

lamp, BA 15d
• Flashing light, with 15 cd light intensity, 

Flashing frequency approx. 60/min
• Acoustic indicator with 90 dB
• Terminal capacity 6 x 1.5 mm2

• Five dome colours: red, yellow, green, blue, white
• Meets the standards and specifications: 

IEC/EN 60 947, VDE 0660
• Degree of protection: IP54

• Climatic proofing:
Damp heat, constant: IEC 60 068-2-3

cyclic: IEC 60 068-2-30
• Ambient temperature

closed, min./max.: -25/+50 °C
• Installation in any position
• Shock resistance (shock duration 11 ms) 

in accordance with IEC 60 068-2-27: 15 g
• Terminal capacity

solid: 2x1.5; 1x2.5 mm2

stranded: 2x0.5; 1x1.5 mm2

Current paths
• Rated surge voltage protection Uimp: 4000 V
• Rated insulation voltage Ui: 250 V
• Overvoltage category/pollution degree: III/3

W SERIES MM – SIGNAL LAMPS – GENERAL INFORMATION

SIGNAL LAMPS RMQ TITANIUM

W SCHRACK INFO
The signal lamps are ideal, for example, to indicate different operating states of machinery.

W TIPS & TRICKS
The free programmability of each module allows you set up different alert levels – both visual
and audible indicators. Programming  simply by jumpers.

1

2

3
8

8

8

8

8

5

6

7

4

4

7

7

W SERIES MM – SIGNAL LAMPS – SYSTEM OVERVIEW 

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

1 Permanent light
2 Flashing light
3 Strobe like
4 Domes
5 Audible alarms
6 Base module
7 Optional equipment (mounting)
8 Gaskets
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

W SERIES MM – SIGNAL LAMPS – DIMENSIONS

Ba15d< 7 W

1

2

3

4

05

0 5 4 3 2 1

5
5 =

44 =

3
3 =

2
2 =

11 =

N

1...5:Ue = 24 – 230 V/

F = 10 AgL
BE 5 - 10 

∅ 60

∅ 6062

18

∅ 20

68

20

b
12

 5
.5

19

R 27

400 402

b
100 85

a

Anzahl der Module a

1
2
3
4
5

227
289
351
413
475

x 68

68

x 58

50
3 5

35

Complete units

Mounting bracket MM205347 Foot MM205345 / MM215275

with tube

Number of modules
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DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Signal lamps, basic module with screw terminals 9004840204032 MM205311

W SCHRACK INFO
Terminal base plus end cover

The foot must be ordered separately!

W SERIES MM – SIGNAL LAMPS – BASIC MODULE

MM205311

W SERIES MM – SIGNAL LAMPS – INDIVIDUAL MODULES

MM205315

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Signal lamp, continuous light, white 9004840204049 MM205312

Signal lamp, continuous light, red 9004840204056 MM205313

Signal lamp, continuous light, green 9004840204148 MM205314

Signal lamp, continuous light, yellow 9004840204155 MM205315

Signal lamp, continuous light, blue 9004840204162 MM205316

Signal lamp, blinking light, red, 24 V DC 9004840204186 MM205318

Signal lamp, blinking light, red, 230 V AC 9004840204285 MM205328

Signal lamp, blinking light, green, 24 V DC 9004840204193 MM205319

Signal lamp, blinking light, green, 230 V AC 9004840204292 MM205329

Signal lamp, blinking light, yellow, 24 V DC 9004840204209 MM205320

Signal lamp, blinking light, yellow, 230 V AC 9004840204308 MM205330

Signal lamp, blinking light, blue, 230 V AC 9004840204315 MM205331

Signal lamp, flashing light, white, 24 V DC 9004840204322 MM205332

Signal lamp, flashing light, white, 230 V AC 9004840204384 MM205338

Signal lamp, flashing light, red, 24 V DC 9004840204339 MM205333

Signal lamp, flashing light, red, 230 V AC 9004840204391 MM205339

Signal lamp, flashing light, yellow, 24 V DC 9004840204346 MM205334

Signal lamp, flashing light, yellow, 230 V AC 9004840204407 MM205340

Acoustic module with continuous tone, 12-36 V AC/DC 9004840204414 MM205341

Acoustic modulewith continuous tone, 110-230 V AC/DC 9004840204421 MM205342

Acoustic module with pulse tone, 12-36 V AC/DC 9004840204438 MM205343

Acoustic modulewith pulse-tone, 110-230 V AC/DC 9004840204445 MM205344

MM205314MM205313

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Standfoot with tube 100 mm, plastic 9004840204452 MM205345

Standfootwith tube 400 mm, metal 9004840204674 MM215275

Mounting bracket 9004840204476 MM205347

Sealing kit to IP 65 9004840204698 MM215277

W SERIES MM – SIGNAL LAMPS – MOUNTING MATERIAL

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

LED white 18-30 V AC/DC 9004840204704 MM215278

LED red 18-30 V AC/DC 9004840204711 MM215279

LED green 18-30 V AC/DC 9004840204728 MM215280

LED yellow 18-30 V AC/DC 9004840204735 MM215281

LED blue 18-30 V AC/DC 9004840204742 MM215282

Incandescent lamp 24 V 9004840204483 MM205348

Incandescent lamp 110-130 V 9004840204490 MM205349

Incandescent lamp 220-260 V 9004840204506 MM205350

W SERIES MM – SIGNAL LAMPS – ACCESSORIES

MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

W SYSTEM OVERVIEW SERIES MS

1 Emergency stop buttons
2 Signal lamp
3 Push buttons
4 Knob for selector switches
5 Key buttons
6 Double push buttons
7 Joysticks
8 Potentiometer knob
9 Buzzers complete

10 Cover for buzzer
11 Label holder
12 Carrier for 3 contact blocks
13 Carrier for 2 contact blocks + lamp
14 Contact block
15 LED
16 Lamp holder
17 Lamp
18 Buzzer insert

1

2

3

4

5

6

7

8

9

10

14

14

15

16

16

17

18

12

13

11

11

11

11

11

11
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Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – SETS

MSL14103C MSM12003C

MST14100C MSG13400RD

m_MSMKPL m_MSTKPL m_MSN12260RD

MSN12260RD

W SCHRACK INFO
• Pre-configured sets consisting of:

- Command or signalling device

- Holder and carrier

- LED

- Auxiliary contacts

W DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SET push-button, red, 1 NC, spring-type terminals 9004840671568 MST12200C

SET push-button, green, 1 NO, spring-type terminals 9004840671605 MST14100C

SET push-button illum., green, 230V, 1 NO, spring-type terminals 9004840671278 MSL14103C

SET push-button illum., red, 230V, 1 NC, spring-type terminals 9004840671216 MSL12203C

SET push-button illum., green, 24V, 1 NO, spring-type terminals 9004840671285 MSL14105C

SET push-button illum., red, 24V, 1NC, spring-type terminals 9004840671223 MSL12205C

SET signal lamp, green, 230V, spring-type terminals 9004840671377 MSM14003C

SET signal lamp, red, 230V, spring-type terminals 9004840671339 MSM12003C

SET signal lamp, green, 24V, spring-type terminals 9004840671384 MSM14005C

SET signal lamp, red, 24V, spring-type terminals 9004840671346 MSM12005C

SET Emerg.-Stop push-button red,"NOT-HALT",1 NC, rot. release 9004840671438 MSN12260RD

SET Emerg.-Stop m/head PB, 2NC, box yellow, rot. rel., w/o collar 9004840670776 MSG13400RD

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily
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W SERIES MS – PUSHBUTTONS

MST14000

W SCHRACK INFO
• IP 66

• Diameter 29.5 mm 

• Button plates with inscription for transparent push-

buttons see page 881

DIMENSIONS

Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – TWIN-PUSHBUTTON

MST29020

W SCHRACK INFO
• IP 65

• Holder included

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Push-button, black 9004840671537 MST11000

Push-button, black, "0" 9004840671544 MST11040

Push-button, red 9004840671551 MST12000

Push-button, red, "0" 9004840672602 MST12040

Push-button, yellow 9004840671575 MST13000

Push-button, green 9004840671582 MST14000

Push-button, green, "I" 9004840671599 MST14010

Push-button, blue 9004840671612 MST15000

Push-button, white 9004840671629 MST16000

Push-button, white, "I" 9004840671636 MST16010

Push-button, transparent 9004840672701 MST17000

LATCHING

Push-button , black, latching 9004840672619 MST11000R

Push-button, red, latching 9004840672626 MST12000R

Push-button, yellow, latching 9004840672633 MST13000R

Push-button, green, latching 9004840672640 MST14000R

Push-button, blue, latching 9004840672657 MST15000R

Push-button, white, latching 9004840672664 MST16000R

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Twin push button illum., green/red, "I/0" 9004840671643 MST29020
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – MUSHROOM PUSHBUTTONS

MSP14000

W SCHRACK INFO
• IP 66

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Mushroom push-button, black 9004840671452 MSP11000

Mushroom push-button, red 9004840671469 MSP12000

Mushroom push-button, green 9004840671483 MSP14000

LATCHING

Mushroom push-button, red, latching, pull release 9004840671476 MSP12000RZ

W SERIES MS – EMERGENCY STOP PUSHBUTTONS

MSN12000RZ MSN12000RD MSNV2000RS

W SCHRACK INFO
• IP 66

• Tamperproof

DIMENSIONS DIMENSIONS DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Emergency-Stop push-button, red, pull release, w. mech. pos.-indication 9004840671414 MSN12000RD

Emergency-Stop push-button, red, 40mm dia, pull release 9004840671421 MSN12000RZ

Emergency-Stop push-button red, 40mm dia, key release, Ronis 9004840671445 MSNV2000RS
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – JOYSTICKS

MSJ11320RH MSJ11740R DIMENSIONS

W SERIES MS – KEY OPERATED SWITCHES

MSS11020RS

W SCHRACK INFO
• IP 66

• 2 keys Ronis SB30 included

• Diameter 28.5 mm

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Key switch button, 2pos., 50°, Ronis SB30 9004840671506 MSS11020T

Key switch button, 2pos., 50°, latching, Ronis SB30 9004840671490 MSS11020RS

Key switch button, 3pos., 2x50°, latching 9004840671513 MSS11030RS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Joystick 2pos., horizontal, 2 NO 9004840670844 MSJ11320TH

Joystick 2pos., vertical, 2 NO 9004840670851 MSJ11320TV

Joystick 2pos., latching horizontal, 2 NO 9004840670820 MSJ11320RH

Joystick 2pos., latching vertical, 2 NO 9004840670837 MSJ11320RV

Joystick 4pos., 4 NO 9004840670875 MSJ11740T

Joystick 4pos., latching, 4 NO 9004840670868 MSJ11740R

W SERIES MS – SIGNAL LAMPS

MSM14000

W SCHRACK INFO
• IP 66

• Diameter 28 mm

• LED or lampholder + lamps can be snapped on

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Signal lamp, red 9004840671322 MSM12000

Signal lamp, yellow 9004840671353 MSM13000

Signal lamp, green 9004840671360 MSM14000

Signal lamp, blue 9004840671391 MSM15000

Signal lamp, white 9004840671407 MSM16000

Signal lamp, transparent 9004840672718 MSM17000
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – ACOUSTIC INDICATORS, BUZZER AND SOCKET

MSA1000 MSA00000 MSA00005 MSZF0000

W SCHRACK INFO
• 80 dB continous tone

• 24 V AC/DC, 230 V AC/DC

• Diameter 28 mm

• 100% duty cycle

DIMENSIONS DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Acoustic indicator, cont.tone 2,4 kHz, compl., 24VACDC, IP65 9004840670745 MSA10005

Acoustic indicator, cont.tone 2,4 kHz, compl., 230VACDC,IP65 9004840670752 MSA1000F

Cover for buzzer (IP40) 9004840670714 MSA00000

Buzzer, cont. tone, 24VDC, (f. socket BA9s) 9004840670738 MSA00005

Bulb socket BA9s 9004840671650 MSZF0000

W SERIES MS – ILLUMINATED PUSHBUTTONS

MSL13000

W SCHRACK INFO
• IP 66

• Diameter 28.5 mm 

• Carrier included for 2 contact elements + LED 

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Push-button illum., red 9004840671193 MSL12000

Push-button illum., yellow 9004840671230 MSL13000

Push-button illum., green 9004840671254 MSL14000

Push-button illum., blue 9004840671292 MSL15000

Push-button illum., white 9004840671308 MSL16000

Push-button illum., transparent 9004840672671 MSL17000

LATCHING

Push-button illum., red, latching 9004840671209 MSL12000R

Push-button illum., yellow, latching 9004840671247 MSL13000R

Push-button illum., green, latching 9004840671261 MSL14000R

Push-button illum., blue, latching 9004840672695 MSL15000R

Push-button illum., white, latching 9004840671315 MSL16000R

Push-button illum., transparent, latching 9004840672688 MSL17000R
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – TRANSPARENT BUTTON PLATES WITH INSCRIPTION
FOR ILLUMINATED AND TRANSPARENT PUSHBUTTONS 

MSZS700128 MSZS701028

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Plate 28mm dia, transparent, "0" 9004840672299 MSZS700028

Plate 28mm dia, transparent, "I" 9004840672305 MSZS700128

Plate 28mm dia, transparent, "EIN" 9004840672312 MSZS700228

Plate 28mm dia, transparent, "AUS" 9004840672329 MSZS700328

Plate 28mm dia, transparent, "AUF" 9004840672336 MSZS700428

Plate 28mm dia, transparent, "AB" 9004840672343 MSZS700528

Plate 28mm dia, transparent, "ZU" 9004840672350 MSZS700628

Plate 28mm dia, transparent, "BETRIEB" 9004840672367 MSZS700728

Plate 28mm dia, transparent, "STÖRUNG" 9004840672374 MSZS700828

Plate 28mm dia, transparent, "START" 9004840672381 MSZS700928

Plate 28mm dia, transparent, "HALT" 9004840672398 MSZS701028

Plate 28mm dia, transparent, "STOP" 9004840672404 MSZS701128

Plate 28mm dia, transparent, "Arrow" 9004840672411 MSZS701528

Plate 28mm dia, transparent, "TEST" 9004840673050 MSZS701828

Plate 28mm dia, transparent , "RESET" 9004840673067 MSZS701928

Plate 28mm dia, transparent, "ON" 9004840673074 MSZS710228

Plate 28mm dia, transparent, "OFF" 9004840673081 MSZS710328

Plate 28mm dia, transparent, "UP" 9004840673098 MSZS710428

Plate 28mm dia, transparent, "DOWN" 9004840673128 MSZS710528

Plate 28mm dia, transparent, "CLOSE" 9004840673135 MSZS710628

Plate 28mm dia, transparent, "RUNNING" 9004840673142 MSZS710728

Plate 28mm dia, transparent, "FAULT" 9004840673104 MSZS710828

Plate 28mm dia, transparent, "OPEN" 9004840673111 MSZS730428

W SERIES MS – COLOURED BUTTONS FOR ILLUMINATED PUSHBUTTONS

MSZX60001

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Plate for push-button illum., transparent 9004840672596 MSZX7001

Plate for push-button illum., red 9004840672541 MSZX2001

Plate for push-button illum., yellow 9004840672558 MSZX3001

Plate for push-button illum., green 9004840672565 MSZX4001

Plate for push-button illum., blue 9004840672572 MSZX5001

Plate for push-button illum., white 9004840672589 MSZX6001
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

W SERIES MS – KNOBS FOR SELECTOR SWITCHES

MSK010305R

W SCHRACK INFO
• IP 66

• Diameter 28.5 mm 

• 2 or 3 positions

• Operating angle: 500, 2 x 500 or 900

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

2 POSITIONSSPRING-RETURN

Knob, 2pos., 50° 9004840670929 MSK010205T

2 POSITIONSLATCHING

Knob, 2pos., 50°, latching 9004840670912 MSK010205R

Knob, 2pos., 90°, latching 9004840670936 MSK010209R

3 POSITIONSSPRING-RETURN

Knob, 3pos., 2x50° 9004840670950 MSK010305T

3 POSITIONSLATCHING

Knob, 3pos., 2x50°, latching 9004840670943 MSK010305R

3 POSITIONSSPRING-RETURN / LATCHING

Knob 3pos., 2x50°, latching right 9004840672725 MSK01030TR

Knob 3pos., 2x50°, latching left 9004840672732 MSK01030RT

W SERIES MS – ILLUMINATED KNOBS FOR SELECTOR SWITCHES, 2 POSITIONS

MSKB2030

W SCHRACK INFO
• IP 66

• Diameter 28.5 mm 

• Operating angle: 500

• Carrier included (for 2 contact elements + LED)

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Knob illum., red, 2pos., 50° 9004840673159 MSKB2020T

Knob illum., yellow, 2pos., 50° 9004840673166 MSKB3020T

Knob illum., green, 2pos., 50° 9004840673180 MSKB4020T

Knob illum., blue, 2pos., 50° 9004840673197 MSKB5020T

Knob illum., transparent,  2pos., 50° 9004840671148 MSKB7020T

LATCHING

Knob illum., red, 2pos., 50°, latching 9004840670981 MSKB2020R

Knob illum., yellow, 2pos., 50°, latching 9004840671025 MSKB3020R

Knob illum., green, 2pos., 50°, latching 9004840671056 MSKB4020R

Knob illum., blue, 2pos., 50°, latching 9004840671100 MSKB5020R

Knob illum., transparent,  2pos., 50°, latching 9004840671131 MSKB7020R
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

Order no. blue: on stock, usually ready for delivery on the day of order!               

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

W SERIES MS – ILLUMINATED KNOBS FOR SELECTOR SWITCHES, 3 POSITIONS

MSKB3020

W SCHRACK INFO
• IP 66

• Diameter 28.5 mm 

• Operating angle: 2 x 500

• Carrier included (for 2 contact elements + LED)

DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

SPRING-RETURN

Knob illum., red, 3pos., 2x50° 9004840672749 MSKB2030T

Knob illum., yellow, 3pos., 2x50° 9004840672756 MSKB3030T

Knob illum., green, 3pos., 2x50° 9004840671070 MSKB4030T

Knob illum., blue, 3pos., 2x50° 9004840672763 MSKB5030T

Knob illum., transparent,  3pos., 2x50° 9004840671179 MSKB7030T

LATCHING

Knob illum., red, 3pos., 2x50°, latching 9004840670998 MSKB2030R

Knob illum., yellow, 3pos., 2x50°, latching 9004840673173 MSKB3030R

Knob illum., green, 3pos., 2x50°, latching 9004840671063 MSKB4030R

Knob illum., blue, 3pos., 2x50°, latching 9004840673203 MSKB5030R

Knob illum., transparent,  3pos., 2x50°, latching 9004840671155 MSKB7030R

SPRING-RETURN / LATCHING

Knob illum., red, 3pos., 2x50°, latching right 9004840671018 MSKB2030TR

Knob illum., yellow, 3pos., 2x50°, latching right 9004840671049 MSKB3030TR

Knob illum., green, 3pos., 2x50°, latching right 9004840671094 MSKB4030TR

Knob illum., blue, 3pos., 2x50°, latching right 9004840671124 MSKB5030TR

Knob illum., transparent,  3pos., 2x50°, latching right 9004840671186 MSKB7030TR

Knob illum.,  red, 3pos., 2x50°, latching left 9004840671001 MSKB2030RT

Knob illum., yellow, 3pos., 2x50°, latching left 9004840671032 MSKB3030RT

Knob illum., green, 3pos., 2x50°, latching left 9004840671087 MSKB4030RT

Knob illum., blue, 3pos., 2x50°, latching left 9004840671117 MSKB5030RT

Knob illum., transparent,  3pos., 2x50°, latching left 9004840671162 MSKB7030RT
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W SERIES MS – HOLDER AND CARRIERS

MSZH0001 MSZX0002 MSZX0003

W SCHRACK INFO
• For front mounting of switch 

and signaling elements
• Up to either 2 contact elements 

or 1 LED can be mounted 
on the holder

• Holders are included  
at all control devices

• Carriers are included
at all illuminated control devices

• Up to 3 contact elements or
1 LED + 2 contact elements 
can be fixed by use of carrier

• Use carrier with pressure plate 
for actuating the central of 
3 contact elements 
(key switch, twin push button)

DIMENSIONS DIMENSIONS DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Holder for devices 22,3mm bore (1-4mm panels) 9004840671667 MSZH0001

Carrier for 2 contact blocks + LED 9004840672473 MSZX0002

Carrier for 3 contact blocks 9004840672480 MSZX0003

W SERIES MS – CONTACT ELEMENTS

MSZK0300C MSZK0100

W SCHRACK INFO
• Available with spring-type or with screw terminals

• Breaking capacity:

AC15, 230V, 6A

DC13, 24V, 3A

DIMENSIONS DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

WITH SCREW TERMINALS

Contact block , 1 NO, screw conn. 9004840671674 MSZK0100

Contact block , 1 NC, screw conn. 9004840671698 MSZK0200

WITH SPRING-TYPE TERMINALS

Contact block , 1 NO, spring-type terminals 9004840671681 MSZK0100C

Contact block , 1 NC, spring-type terminals 9004840671704 MSZK0200C

Contact block , 2 NO, spring-type terminals 9004840671711 MSZK0300C

Contact block , 2 NC, spring-type terminals 9004840671728 MSZK0400C

Contact block , 1 NO + 1 NC, spring-type terminals 9004840671735 MSZK0500C

Contact block , 1 early make NO + 1 delayed NC, spring-type terminals 9004840671742 MSZK0600C
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W SERIES MS – LED, LAMPHOLDER AND LAMPS

MSZL6003 MSZF000 LAMP

W SCHRACK INFO
• 2 supply voltages: LED’s 24V AC/DC and lamps 230V AC

• Spring-type terminals, screw terminals or BA9s socket types

• For lamps, additional holder required

DIMENSIONS DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

LED FOR 24V AC/DC – SCREW TERMINALS

LED unit, red, 24VAC/DC  9004840671766 MSZL2005

LED unit, green, 24VAC/DC  9004840671803 MSZL4005

LED unit, blue, 24VAC/DC  9004840671834 MSZL5005

LED unit, white, 24VAC/DC  9004840671872 MSZL6005

LED FOR 230V AC – SCREW TERMINALS

LED unit, red, 230VAC  9004840671759 MSZL2003

LED unit, green, 230VAC 9004840671780 MSZL4003

LED unit, blue, 230VAC  9004840671827 MSZL5003

LED unit, white, 230VAC  9004840671858 MSZL6003

LED FOR 24V AC/DC – SPRING-TYPE TERMINALS

LED unit, red, 24VAC/DC, spring-type terminals 9004840671773 MSZL2005C

LED unit, green, 24VAC/DC, spring-type terminals 9004840671810 MSZL4005C

LED unit, blue, 24VAC/DC, spring-type terminals 9004840671841 MSZL5005C

LED unit, white, 24VAC/DC, spring-type terminals 9004840671889 MSZL6005C

LED FOR 230V AC – SPRING-TYPE TERMINALS

LED unit, red, 230VAC, spring-type terminals 9004840672794 MSZL2003C

LED unit, green, 230VAC, spring-type terminals 9004840671797 MSZL4003C

LED unit, blue, 230VAC, spring-type terminals 9004840672770 MSZL5003C

LED unit, white, 230VAC, spring-type terminals 9004840671865 MSZL6003C

HOLDER FOR LAMPS BA9s

Holder for Lamps BA9s 9004840671650 MSZF0000
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

W SERIES MS – KNOB FOR POTENTIOMETERS

MSZX1011

W SCHRACK INFO
• Scale from 1. – 10

• Potentiometers to be ordered seperatly

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Rotary knob for potentiometer, scale 0…10, axle 6mm dia 9004840672534 MSZX1011

W SERIES MS – SURFACE ENCLOSURES

MSG MSG31000 DIMENSIONS

Backside for M4

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

Box, surf. mounted, 1-hole, black/gray 9004840670769 MSG11000

Box, surf. mounted, 1-hole, black/yellow 9004840670721 MSG13000

Box, surf. mounted, 2-holes, black/gray 9004840670783 MSG21000

Box, surf. mounted,3-holes, black/gray 9004840670790 MSG31000

Box, surf. mounted, 4-holes, black/gray 9004840670806 MSG41000

Box, surf. mounted, 6-holes, black/gray 9004840670813 MSG61000

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

W SERIES MS – TAG HOLDERS AND PLATES

MSZT1210 MSZT1710 MSZT2710 MSZT122070

MSJT2740 MSJT2720 MSZS001417 MSZS308080

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

TAG HOLDERS FOR ADHESIVE PLATE 12,5x27mm

Tag holder for adhesive plate 12,5x27mm 9004840672428 MSZT1210

Tag holder f. twin PB (for adhesive plate 12,5x27mm) 9004840672435 MSZT122070

TAG HOLDER FOR SNAP-IN PLATE 17,5x28mm

Tag holder for snap-in plate 17,5x28mm 9004840672442 MSZT1710

TAG HOLDERS FOR ADHESIVE PLATE 27x27mm

Tag holder for adhesive plate 27x27mm 9004840672459 MSZT2710

Tag holder for joystick 2pos.,horizontal (f. 2 plates 27x27) 9004840670882 MSJT2720H

Tag holder for joystick 2pos., vertical (f. 2 plates 27x27) 9004840670899 MSJT2720V

Tag holder for joystick 4pos., (f. 4 plates 27x27) 9004840670905 MSJT2740

PLATES ADHESIVE 12,5x27mm

Plate 12,5x27mm, Alu, adhesive, w/o text 9004840672787 MSZS000012

Plate 12,5x27mm, Alu, adhesive, Arrow vertikal 9004840672886 MSZS001512

Plate 12,5x27mm, Alu, adhesive, Arrow horizontal 9004840672893 MSZS001612

PLATES SNAP-IN 17,5x28mm

Plate 17,5x28mm, Alu, snap-in, "EIN" 9004840671902 MSZS000217

Plate 17,5x28mm, Alu, snap-in, "AUS" 9004840671919 MSZS000317

Plate 17,5x28mm, Alu, snap-in, "AUF" 9004840671926 MSZS000417

Plate 17,5x28mm, Alu, snap-in, "AB" 9004840671933 MSZS000517

Plate 17,5x28mm, Alu, snap-in, "ZU" 9004840671940 MSZS000617

Plate 17,5x28mm, Alu, snap-in, "BETRIEB" 9004840671957 MSZS000717

Plate 17,5x28mm, Alu, snap-in, "STÖRUNG" 9004840671964 MSZS000817

Plate 17,5x28mm, Alu, snap-in, "START" 9004840671971 MSZS000917

Plate 17,5x28mm, Alu, snap-in, "HALT" 9004840671988 MSZS001017

Plate 17,5x28mm, Alu, snap-in, "STOP" 9004840671995 MSZS001117

Plate 17,5x28mm, Alu, snap-in, "STOP START" 9004840672008 MSZS001217

Plate 17,5x28mm, Alu, snap-in, "HAND AUTO" 9004840672015 MSZS001317

Plate 17,5x28mm, Alu, snap-in, "0 I" 9004840672022 MSZS001417

Plate 17,5x28mm, Alu, snap-in, symbol "Arrow vertikal" 9004840672039 MSZS001517

Plate 17,5x28mm, Alu, snap-in, symbol "Arrow horizont." 9004840672046 MSZS001617

Plate 17,5x28mm, Alu, snap-in,  w/o text 9004840672053 MSZS001717

Plate 17,5x28mm, Alu, snap-in, "ON" 9004840672909 MSZS010217

Plate 17,5x28mm, Alu, snap-in, "OFF" 9004840672916 MSZS010317

Plate 17,5x28mm, Alu, snap-in, "UP" 9004840672947 MSZS010417

Plate 17,5x28mm, Alu, snap-in, "DOWN" 9004840672948 MSZS010517
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MAIN SWITCHES, CONTROL SWITCHES, COMMAND
AND SIGNALLING DEVICES

W SERIES MS – TAG HOLDERS AND PLATES – continued

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

PLATES SNAP-IN 17,5x28mm

Plate 17,5x28mm, Alu, snap-in, "CLOSE" 9004840672985 MSZS010617

Plate 17,5x28mm, Alu, snap-in, "RUNNING" 9004840672992 MSZS010717

Plate 17,5x28mm, Alu, snap-in, "FAULT" 9004840673005 MSZS010817

Plate 17,5x28mm, Alu, snap-in, "MAN AUTO" 9004840673012 MSZS011317

Plate 17,5x28mm, Alu, snap-in, "AUS EIN" 9004840672923 MSZS020317

Plate 17,5x28mm, Alu, snap-in, "OFFEN" 9004840672954 MSZS020417

Plate 17,5x28mm, Alu, snap-in, "HAND 0 AUTO" 9004840673029 MSZS021317

Plate 17,5x28mm, Alu, snap-in, "I 0 II " 9004840673043 MSZS021417

Plate 17,5x28mm, Alu, snap-in, "OFF ON" 9004840672930 MSZS030317

Plate 17,5x28mm, Alu, snap-in, "OPEN" 9004840672961 MSZS030417

Plate 17,5x28mm, Alu, snap-in, "MAN 0 AUTO" 9004840673036 MSZS031317

PLATES ADHESIVE 27x27mm

Plate 27x27mm, Alu, adhesive, w/o text 9004840671896 MSZS000027

PLATES FOR EMERGENCY STOP PUSH-BUTTONS

Plate 60mm dia, yellow, "NOT-HALT" G, E, Ital., Spain 9004840672251 MSZS306060

Plate 80mm dia, yellow, w/o text 9004840672268 MSZS300080

Plate 80mm dia, yellow, "NOT-HALT" G, E, Ital., Spain 9004840672275 MSZS306080

Plate 80mm dia, yellow, "NOT-AUS" 9004840672282 MSZS308080

W SERIES MS – ACCESSORIES

MSZX0006 MSZX1001 MSZX0001 MSZX1002

DIMENSIONS DIMENSIONS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

PROTECTIVE COVER

Protection cover, transparent, for push-buttons (IP67) 9004840672466 MSZX0001

PROTECTIVE COLLAR

Protective collar for Emergency-stop switches, yellow 9004840672510 MSZX0006

BLIND COVER

Blind-cover black, 22,3mm bore 9004840672527 MSZX1001

DISMANTLING TOOLS

Dismantling tool for devices with cage clamp 9004840684032 MSZX1002

Dismantling tool for devices with screw connection 9004840684049 MSZX1003


	schrackcatalogue



