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“According to my idea, energy is
the first and only virtue of man.”

Wilhelm von Humboldt, German philosopher and philologist
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W FUSES – GENERAL INFORMATION

A fuse is an overcurrent protective device that interrupts a circuit in case of overcurrent through the thermal effect of the

current, thus providing protection.

W STANDARD
Characteristic curves of fuses according to IEC 60269:
NH fuses and D0 fuses have been developed in the German-spe-

aking area; therefore, the designations are German.

The 1st letter shows the switch-off area of the fuse
g = full range protection (German: Ganzbereichsschutz)

These fuses cover not only short-circuit protection, but also trip in

case of lower overcurrent after a defined time.

a = partial area fuses

These fuses cover only a partial area depending on the applicati-

on, e.g., a short-circuit release as a back-up protection for motor

circuits.

The 2nd letter indicates the characteristic of the fuse
G = cable and wire protection (previously L)

M = switchgear protection

R = semiconductor protection

W CHARACTERISTICS AND THEIR APPLICATIONS

Semiconductor aR, gR

Cable and wire 
protection gG (gL)

Switch device protection aM

Operating class application (characteristic)

gG Full range fuse for general applications, primarily cable and wire protection

aM Partial range fuse for short-circuit protection of motor circuits

gR
Full range fuse for the protection of semiconductor component 
(acting faster than gS)

gS
Full range fuses for the protection of semiconductor devices, for increased
capacity utilisation

aR Partial range fuse for short-circuit protection of semiconductor components

gTr
Full range fuses for transformer protection, rated in transformer apparent
power (kVA) instead of nominal current (A)

Obsolete designations

gL Obsolete VDE operating class replaced by gG

gT Obsolete VDE operating class (slow) replaced by gG

gF Obsolete VDE operating class (fast) replaced by gG

gl Obsolete IEC operating class (slow) replaced by gG

gll Obsolete IEC operating class (fast) replaced by gG
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W PHOTOVOLTAIC SYSTEM – GENERAL INFORMATION

Photovoltaic systems have their own characteristic line, since the photovoltaic panels cannot provide the power to trigger

(melt) a fuse having a gG characteristic. Therefore, fuses with the characteristic curve gPV have been standardised inter-

nationally.

gPV stands for full-range photovoltaic fuse

W CHARACTERISTIC

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W SCHRACK INFO
• 1 - and 3-pole

• E14 to 16 A and E18 to 63 A

• Accommodation for label

• Dual-function terminal – simultaneous connection of two wires possible

• Complete protection against contact

• Integrated cover

• Space-saving fuse base

• 45 mm standard field cut-out

• Large terminal range 1.5 to 35 mm2

• Convenient connecting conditions

W D0-FUSE BASE SERIES WR – GENERAL INFORMATION
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DESCRIPTION/NOMINAL CURRENT DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

D01/E 14/1-pole with cover/16 A 26.8x60x58.2 1 0.076 4021267313012 SI313010

D01/E 14/3-pole with cover/16 A 80.4x60x58.2 1 0.220 4021267313029 SI313020

D02/E 18/1-pole with cover/63 A 26.8x60x58.2 1 0.088 4021267313036 SI313030

D02/E 18/3-pole with cover/63 A 80.4x60x58.2 1 0.256 4021267313067 SI313060

Screw cap plastic, D01 E14/16 A - 20 0.012 9004840686739 SI310050

Screw cap plastic, D02 E18/63 A - 20 0.012 9004840686746 SI310060

W SCHRACK INFO
• DIN 49524, 1- to 3-pole

• For snap-on mounting, division 27 mm

• Including cover

• 400 V AC/250 V DC

• D01 to 16 A, D02 to 63 A

• Fuse-links DIN 49522

• Adjusting sleeves DIN 49523

• D01 two-sided dual-function terminal 

(1.5-35 mm2), Md 4 Nm

• D02 two-sided box terminal 

(1.5-35 mm2), Md 4 Nm

• Series-mountable

• Melt inserts and adjusting sleeves in

Chapters D01 and D02 – fuse-links

W D0-FUSE BASE UP TO 63 A, SERIES WR

SI313060

DESCRIPTION/MW PU CU WT. (g) EAN CODE AVAILABLE ORDER NO.

Busbar 3-pole pin 16 mm2 80 A/27 mm 10 562 4021267310127 SI310120

End cap 3-pole 16 mm2 for SI310120 50 - 9004840212891 SI310270

Busbar 3-pole pin 35 mm2 130 A/27 mm 10 1230 9004840212884 SI310560

End cap 3-pole 35 mm2 for SI310560 10 - 9004840224498 SI310840

SI310120

W BUSBAR DIVISION 27 mm FOR D0-FUSE BASE WR

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

Order no. blue: on stock, usually ready for delivery on the day of order!          
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DESCRIPTION/NOMINAL CURRENT DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

D01/1-pole/VBG 4/16 A 26.8x80x54 1 0.127 9004840186390 SI312860

D01/3-pole/VBG 4/16 A 80.4x80x54 1 0.380 9004840186406 SI312880

D02/1-pole/VBG 4/63 A 26.8x80x54 1 0.134 9004840186413 SI312910

D02/3-pole/VBG 4/63 A 80.4x80x54 1 0.402 4021267312930 SI312930

Screw cap, D01 E14/16 A - 20 0.012 9004840686739 SI310050

Screw cap, D02 E18/63 A - 20 0.012 9004840686746 SI310060

W SCHRACK INFO
• DIN 49524, 1- to 3-pole

• 400 V AC/250 V DC

• D01 to 16 A, D02 to 63 A

• Fuse-links DIN 49522

• Adjusting sleeves DIN 49523

• Output box terminal (1.5-35 mm2) Md 4 Nm, Input: dual-function terminal

• Contact protection according to DIN VDE 0106

• Serially mountable

• Melt inserts and adjusting sleeves in Chapters D01 and D02 – fuse-links

W D0-FUSE BASE IN ACCORDING TO BGV A3 (VBG 4)/TRITON UP TO 63 A

S1312930

DESCRIPTION/MW PU CU WT. (g) EAN CODE AVAILABLE ORDER NO.

Busbar 3-pole pin 16 mm2 80 A/27 mm 10 562 4021267310127 SI310120

End cap 3-pole 16 mm2 for SI310120 50 - 9004840212891 SI310270

Busbar 3-pole pin 35 mm2 130 A/27 mm 10 1230 9004840212884 SI310560

End cap 3-pole 35 mm2 for SI310560 10 - 9004840224498 SI310840

BS900134

W BUSBAR DIVISION 27 mm MW FOR TRITON

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W PROTECTION AGAINST ELECTRIC SHOCK
according to DIN VDE 0660 part 514, EN 50274

multi-pole fuse system

When replacing fuse-links in a multi-pole power supply of a consumer, reverse voltage cannot be ruled out. Hence the

threaded sleeve of the fuse base becomes live, and the mandatory “finger-safe” protective compartment is eliminated in

the necessary operating area of the fused screw cap.

W FUSE SWITCH-DISCONNECTORS – GENERAL INFORMATION

W TEMPERATURE AND POWER LOSS
High losses due to contact loosening or manual operation

of, e.g., a screw cap

W TEMPERATURE AND POWER LOSS
Minor losses through the fuse plug

°C

Druckfeder
Keramikrohr

Quarzsand

Schmelzleiter

Fußkontakt

Sand-
verschlußkappe

Doppelkontaktierung
spart 0,8 Watt pro Pol.

Handunabhängiger
konstanter Kontaktdruck

°C

W FINGER PROTECTION AGAINST HIGH TEMPERATURES
Screw caps can be overheated The connector is without any difficulty

Schraubkappen können
überhitzt sein.

Cancelled, but mandatory
"finger-safe" safety space

Hand-independent constant
contact pressure

Compression spring
Ceramic tube

Quartz sand

Melt wire

Foot contact

Sand cap

Double contacting 
saves 0.8 watts per pole.

back

back  
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W SCHRACK INFO
• 400 V∼ , 63 A, 50 kA, AC22B

with: thermal monitoring, flashing indicator, independent manual operation

Plug retaining spring, AMP cable lugs

for:   D0 fuses 2...63 A

Cylindrical fuses 1...32 A

D02 gauge-pieces 2...50 A
IS503040

W FEATURES & BENEFITS
TYTAN T Features Benefits

Thermal monitoring Thermal switch trips as auxiliary switch Operational reliability

VDE 1000 / DIN 31000 in case of dangerous overheating and equipment protection

Flashing indicator Optoelectronic Reliable fault detection on site

fuse switch-off indicator Immediate restart

Independent manual operation Clearance Personal protection and operational safety

DIN VDE 0105

Fuse connector EN 50110-1 Screw cap-less plug-in design with Finger protection, a fuse-link to be replaced 

hand-independent, constant contact pressure can be >100 °C hot!

Operational reliability and energy saving

Compact shape DIN 43880 Only 4 MWs (3- and 4-poles) = 71 mm Compatible with RCCBs 

W TECHNICAL DATA
Classification Switch-disconnector fuses

Standard/regulation DIN EN 60947-3, IEC 60947-3

Suitable for D0 fuses DIN 49522 D01: 2, 4, 6, 10, 13, 16 A with plug retaining spring

D02: 20, 25, 32, 35, 40, 50, 63 A

Suitable for fuse-links D0 special fuse-links 440 V|

Suitable for cylinder fuses IEC EN 60269-2-1 10x38 mm: 2 … 32 A with plug retaining spring

Suitable for gauge-pieces DIN 49523 D02: 2, 4, 6, 10, 16, 20, 25, 35, 50 A

Number of poles 3-pole, 3-pole+N

Insulating parts Plastic, halogen-, phosphorus-, silicone-free

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C / CTI600

Degree of protection / touch protection IP 20/40; finger and hand touch safe

Ambient temperature; storage min/max -25 °C / 60 °C

Rated operational voltage Ue 400 V∼

Rated operational current Ie 63 A

Uninterrupted current Iu 63 A

Rated short-circuit breaking capacity Icm 50 kAr.m.s

Utilization category AC 22B

Overvoltage category IV (DIN VDE 0110)

Pollution degree 3 (DIN VDE 0110)

Rated impulse withstand Uimp 6000 V

Connection type Stainless steel cage terminal 1.5 ... 25 mm2

Tightening torque MD 3.5 Nm

Thermal switch AC: 1.5 A, 250 V, cosˆ 0.6; DC 1.2 A, 48 A

W D0-FUSE SWITCH-DISCONNECTOR TYTAN T
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W TYTAN T – continued

W CIRCUIT SYMBOL

all poles

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

3-POLE VERSION

D02 switch-disconnector TYTAN T  3-pole 9004840584561 IS503030

D02 switch-disconnector TYTAN T  3-pole with auxiliary contact 9004840584578 IS503031

D02 switch-disconnector TYTAN T  3-pole with fixed 25A gauge-pieces 9004840590104 IS503034

D02 switch-disconnector TYTAN T  3-pole with fixed 50A gauge-pieces 9004840627398 IS503036

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuse-links 9004840419696 ISF90299

Solid links 63A, 3 pcs 9004840651928 IS504859

Busbar 1 metre for TYTAN T 3-pole 9004840587050 BS900145

End cap 3-pole 9004840013474 BS900116

3+N VERSION

D02 switch-disconnector TYTAN T  3 + N 9004840584585 IS503040

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuse-links 9004840419696 ISF90299

Solid links 63A, 3 pcs 9004840651928 IS504859

Busbar 1 metre 4-pole 16 mm² 9004840186123 BS990122

End cap 4-pole 9004840013481 BS900117

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

Order no. blue: on stock, usually ready for delivery on the day of order!            
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TH1

HR12

W TECHNICAL DATA
Standard/regulation DIN EN 61000 (EMC immunity), IEC/EN 61000-4-2, IEC/EN 61000-4-4, EN 60255

Rated voltage 24V DC

Power consumption per TYTAN TH1 Operation 0.4 W / Fault 1.25 W

TYTAN HR12 0.95 W

RELAY CONTACTS for blown fuse-link, overheated device

Rated operational voltage/current 250 V / 5 Aμ AC cosˆ=1

30 V / 5 A DC

300 V / 0.25 A DC 

Minimum rated operational voltage/current 100 mV / 10m A AC/DC 

Dielectric strength Coil to contacts 4 kVr.m.s

Open to contact 1 kVr.m.s

Rated impulse withstand voltage 4 kV

Overvoltage category III

GENERAL

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C / CTI 600 

Pollution degree         3

Degree of protection / touch protection IP 20 / IP 40; finger and hand touch safe 

Temperature range ambience / storage -25 to +60 °C / -40 to +60 °C

Connection style rigid 1x4 mm² / 2x1.5 mm²

flexible 1 x 2.5 mm²

Tightening torque MD 0.5 Nm

W TYTAN TH1 AND HR12 WITH FUSE MONITORING FOR COLLECTIVE ADVANCE EVALUATION

W SCHRACK INFO
• D0 switch-disconnector with advanced electronic monitoring

• Monitored functions / visualisation:

Ready                   Blow fuse-link Device overheated

• Construction:
The TYTAN main protection consists of 1 ... 12 switch-disconnector TYTAN TH1 and one

TYTAN HR12 main protective relay. The links of the main protection components 

are made with RJ10 connector wires quickly and easily.

• The 12 switch-disconnector can also be mixed TYTAN TH1 and RH1 TYTAN switches 

(see Chapter busbar fuse switch-disconnector for 60 mm busbar system).

MAIN PROTECTIVE RELAY TYTAN HR12
• Monitored functions are output to potential-free relay contacts

Ready Blow fuse-link Device overheated 
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W DIMENSIONS AND WIRING DIAGRAMS

TYTAN TH1

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

3-POLE VERSION

TYTAN TH1 main protective switch-disconnector D02 

with built-in monitoring electronics and LEDs 9004840651256 IS503038

3+N VERSION

TYTAN TH1 main protective switch-disconnector D02 

with built-in monitoring electronics and LEDs 9004840682342 IS503039

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuses 9004840419696 ISF90299

Solid links 63A, 3 pcs 9004840651928 IS504859

Busbar 1 metre for TYTAN T 3-pole 9004840587050 BS900145

End cap 3-pole 9004840013474 BS900116

TYTAN HR12 MAIN PROTECTIVE RELAY FOR COLLECTIVE FAULT EVALUATION

2 CO contacts 5A / 250 VAC 9004840651317 IS504871

TYTAN HC CONNECTOR WIRES RJ10

15 cm long 9004840651270 IS504873

100 cm long 9004840651287 IS504877

Order no. blue: on stock, usually ready for delivery on the day of order!              
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TH1

HR11

W TECHNICAL DATA
Standard/regulation DIN EN 61000 (EMC immunity), IEC/EN 61000-4-2, IEC/EN 61000-4-4, EN 60255

Rated voltage 24V DC

Power consumption per TYTAN TH1 Operation 0.4 W / Fault 1.25 W

TYTAN HR11 1.15 W

RELAY CONTACTS for blown fuse-link, overheated device, load break switched ON/OFF

Rated operational voltage/current 250 V / 5 Aμ AC cosˆ=1

30 V / 5 A DC

300 V / 0.25 A DC 

Minimum rated operational voltage/current 100 mV / 10m A AC/DC 

Dielectric strength Coil to contacts 4 kVr.m.s

Open to contact 1 kVr.m.s

Rated impulse withstand voltage 4 kV

Overvoltage category III

GENERAL

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C / CTI 600 

Pollution degree         3

Degree of protection / touch protection IP 20 / IP 40; finger and hand touch safe 

Temperature range ambience / storage -25 to +60 °C / -40 to +60 °C

Connection style rigid 1x4 mm² / 2x1.5 mm²

flexible 1 x 2.5 mm²

Tightening torque MD 0.5 Nm

W TYTAN TH1 AND HR11 WITH FUSE MONITORING – SINGLE EVALUATION

W SCHRACK INFO
• D0 switch-disconnector with advanced electronic monitoring

• Monitored functions / visualisation:

Ready       Blow fuse-link Device overheated

• Construction:
The TYTAN main protection consists of one switch-disconnector TYTAN TH1 and one

TYTAN HR11 main protective relay. The links of the main protection components 

are made with RJ10 connector wires quickly and easily.

MAIN PROTECTIVE RELAY TYTAN HR11
• Monitored functions are output to potential-free relay contacts

Ready Blow fuse-link Device overheated 

Switch-disconnector ON
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W DIMENSIONS AND WIRING DIAGRAMS

TYTAN TH1

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

3-POLE VERSION

TYTAN TH1 main protective switch-disconnector D02 

with built-in monitoring electronics and LEDs 9004840651256 IS503038

3+N VERSION

TYTAN TH1 main protective switch-disconnector D02 

with built-in monitoring electronics and LEDs 9004840682342 IS503039

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuses 9004840419696 ISF90299

Solid links 63A, 3 pcs 9004840651928 IS504859

Busbar 1 metre for TYTAN T 3-pole 9004840587050 BS900145

End cap 3-pole 9004840013474 BS900116

TYTAN HR11 MAIN PROTECTIVE RELAY FOR SINGLE EVALUATION

3 CO contacts 5A / 250 VAC 9004840651263 IS504870

TYTAN HC CONNECTOR WIRES RJ10

15 cm long 9004840651270 IS504873

100 cm long 9004840651287 IS504877

Order no. blue: on stock, usually ready for delivery on the day of order!            
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W TIPS & TRICKS
The switch-disconnector TYTAN I is unlocked in the opened state  of the switch by pressing the eject lever above the OFF

label, marked with an arrow, in the direction of the fuse-link.  When inserting the fuse holder,  the eject lever  must 

audibly lock in place and return to its  home position.

W STANDARDS
DIN VDE 0638, DIN VDE 0660, DIN EN 60947, IEC/EN 60947-3

W TECHNICAL DATA
• Number of poles 1-pole, 2-pole, 3-pole, 1-pole + N, 3-pole + N

• Handling screw cap-less plug-in style, similar to NH style

• Suitable for D0 fuses: 2, 4, 6, 10, 13*, 16, 20, 25, 32*, 35, 40*, 50, 63 A  (* - not standardised)

• Operating temperature min/max °C –25 / +60

• Temperature of receptacle for plug insert °C max +190

• Plastic insulating parts, halogen- and phosphorus-free

• Flame class V0, glow wire test 960 °C

• Leakage current resistance CTI 600

• Degree of protection / touch protection IP 20 / finger and hand touch safe

Current paths
• Rated operational voltage Ue AC 230 V 1-pole, 1-pole + N / 400 V 2-pole, 3-pole, 3-pole + N

• Overvoltage category / pollution degree IV/3 (DIN VDE 0110)

• Rated impulse Uimp 6000 V

• Rated special voltage AC 440 V only when using special fuse-links 440 V

• Power loss per current path at Ie 0.5 W

• Max. heating at Iu and room temperature °C approx 25/ handling of fuse plug approx. 30

• Connection style stainless steel cage terminal

• Clampable fixed cross-sections min. 1.5 / max. 25 mm (max. 35 mm2 Tytan II)

• Locking torque Md for Tytan I max. 2.5 Nm, for Tytan II max. 4 Nm

Breaking capacity
• Rated short-circuit breaking capacity Icm 50 kAeff

• Utilization category AC 22 B, DC 21B

Special features
• Alarm signalling reliably by optoelectronic flashing indicator

• Restart ability  immediately by reserve magazine

W D0-FUSE SWITCH-DISCONNECTORS TYTAN – GENERAL INFORMATION

TYTAN I

W SCHRACK INFO
• Installation size: 17.5 mm width per pole Tytan I, 27 mm Tytan II

• Integrated flashing indicator

• Supply possible on both ends

• Contact position indicator

• D01 fuse-links from 2 to 16 A can be used with Tytan I

• D02 fuse-links from 2 to 63 A can be used with Tytan II

• AC 400 V, AC 22B

• Breaking capacity 50 kA

• Snap-on mounting, serially installable 25 mm2 lift terminals for Tytan I, 

35 mm2 lift terminals for Tytan II

• No gauge rings needed
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TYTAN I

W SCHRACK INFO
• Up to 16 A, AC 400 V, AC 22 B

• Breaking capacity 50 kA

• Snap-on mounting, serially installable, modular device, 25 mm2 lift terminals 

• Without fuse-links

DESCRIPTION DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Tytan I/1-pole 17.5x84x68 12 0.022 9004840172980 IS503001

Tytan I/2-pole 35x84x68 6 0.043 9004840173000 IS503002

Tytan I/3-pole 52.5x84x68 4 0.075 9004840173017 IS503003

W DIMENSIONS AND WIRING DIAGRAMS

W D0-FUSE SWITCH-DISCONNECTOR TYTAN I UP TO 16 A

39
45

84 45

68
17,5

39
45

84 45

68
35

39
45

84 45

68
52,5

DESCRIPTION/MW PU CU WT. (g) EAN CODE AVAILABLE ORDER NO.

Busbar 3-pole pin 16 mm2 /18 mm 1 505 9004840013504 BS900120

End cap 3-pole for BS900120 - - 9004840013474 BS900116

BS900120

W BUSBAR DIVISION 16 mm FOR TYTAN I

W DIMENSIONS

L1L2 L3L1 L3 L1 L2 L2L1L3 L1L3 L3

17,8

1012

10
,5

17
,5

BS900120

Order no. blue: on stock, usually ready for delivery on the day of order!         
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W D0-FUSE SWITCH-DISCONNECTORS TYTAN II UP TO 63 A – GENERAL INFORMATION

IS504702

W SCHRACK INFO
• Reliable with flashing indicator
• Plug-in style without screw cap
• Full coding through gauge-pieces for each current level
• For D0 fuse-links 2... 63 A
• Breaking capacity 50 kA
• 400 V AC, AC22B, branch terminal
• DIN 49522
• 63 A, 50 kA
• Lockable, sealable, supply possible from both sides

W FEATURES
Visible separation point
Removing the fuse connector creates a visible separation point. This means maximum safety for the staff (service and repairs).

Visible gauge-pieces
The visible gauge-pieces allows verification without interrupting the operation.

Classification Fuse switch-disconnector

Standards DIN VDE 0660 part 107, EN 60947, IEC 60947-3 / DIN VDE 0636 part 41, 

IEC 60269-3 / DIN VDE 0638, DIN VDE 43880

Number of poles 1-pole, 2-pole, 3-pole, 1-pole+N, 3-pole+N

Handling plug-in style without screw cap, factory-adjusted contact pressure

Suitable for fuses gL, gG, aM D01: 2, 4, 6, 10 and 16; D02: 20, 25, 35, 50 and 63

Ambient temperature Storage min/max -25 °C / +100 °C

Operating min/max -25 °C / +60 °C

Insulating parts Plastic, halogen-, phosphorus-, silicone-free

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C / CTI 600

Degree of protection / touch protection IP 20 / finger and hand touch safe

CURRENT PATHS

Rated operational voltage Ue AC 230 / 400 V

Rated operational current Ie 63 A

Uninterrupted current IU 63 A

Overvoltage category / pollution degree IV/3 (DIN VDE 0110)

Rated impulse withstand voltage Uimp 6000 V

Rated special voltage AC 440V only when using fuse-links 440 V

Heating at IU and room temperature handling fuse connector approx. 30 °C.

Connection style Stainless steel cage clamp without galvanic surface

Connecting branch terminal suitable for a) 1 conductor solid, finely stranded or stranded 1.5 mm² ... 35 mm²

b) top: connection flags of wiring rails

underneath: finely stranded with multicore cable end from 6 mm²

c) 2-conductor finely stranded with multicore cable end

each from 2 x 1.5 mm² ... 2 x 16 mm²

Torque MD M6 Pozidriv 4 Nm

BREAKING CAPACITY

Rated short-circuit breaking capacity ICM 50 kAeff

Utilization category AC 22B, DC 21B

SPECIAL FEATURES

Lockable With system-specific connectors with key, sealable

Alarm signalling Reliably by optoelectronic flashing indicator

Supply On both sides

Quick fastening DIN rail IEC/EN 60715

W TECHNICAL DATA
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DESCRIPTION DIM. (WxHxD) mm WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

1-pole 27x96x75 0.124 9004840043341 IS504700-A

1-pole + N 54x96x75 0.244 9004840043402 IS504703-A

3-pole 80.5x96x75 0.341 9004840043389 IS504702-A

3-pole + N 108x96x75 0.471 9004840043426 IS504704-A

3-pole fixed gauge-pieces, 25 A 81x96x75 0.270 9004840173697 IS509325

3-pole fixed gauge-pieces, 35 A 81x96x75 0.270 9004840173680 IS509335

3-pole fixed gauge-pieces, 40A 81x96x75 0.270 9004840651935 IS509340

3-pole fixed gauge-pieces, 50A 81x96x75 0.270 9004840412949 IS509350

81

5 70

46

96 45

W SCHRACK INFO
• Up to 63 A, 400 V AC, AC 22 B

• Breaking capacity 50 kA

• Snap-on mounting, serially installable, modular 

device, 35 mm2 lift terminals

• Without fuse connector, without gauge-pieces, 

without fuse-link

• Sealable in ON and OFF state

W D0-FUSE SWITCH-DISCONNECTOR TYTAN II UP TO 63 A

IS504702

W SCHRACK INFO
• With flashing indicator

• Plug-in principle, without screw cap, with touch-proof gauge-pieces, D0 fuse, complete 

(1 set = 3 pieces) in mounting box

• 32 A inserts for CEE socket outlets, 40 A inserts for V-RCCB

• Characteristic gG/gL

• Rated voltage 400 V AC

W FUSE PLUG FOR TYTAN II

IS504715

DESCRIPTION DIM. (WxHxD) mm WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

2 A 54x45x75 0.127 9004840043440 IS504710-A

4 A 54x45x75 0.127 9004840043464 IS504711-A

6 A 54x45x75 0.127 9004840043488 IS504712-A

10 A 54x45x75 0.129 9004840043501 IS504713-A

16 A 54x45x75 0.130 9004840043518 IS504714-A

20 A 54x45x75 0.143 9004840043532 IS504715-A

25 A 54x45x75 0.145 9004840043556 IS504716-A

32 A 54x45x75 0.148 9004840449327 IS504726

35 A 54x45x75 0.148 9004840043570 IS504717-A

40 A 54x45x75 0.149 9004840417579 IS504740

50 A 54x45x75 0.149 9004840043594 IS504718-A

63 A 54x45x75 0.152 9004840043617 IS504719-A

Connection bridge 54x45x75 0.200 9004840388046 IS504725

Empty box 54x45x75 0.045 9004840148404 IS504741

With mounting box, plastic lock 54x45x75 0.06 9004840043631 IS504721

Order no. blue: on stock, usually ready for delivery on the day of order!          
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DESCRIPTION DIM. (WxHxD) mm PU CU WT. (g) EAN CODE AVAILABLE ORDER NO.

CONNECTION TERMINALS

Terminal block 3-pole, 3x2x35 mm2 - 1 - 9004840043648 IS504722

Supply terminal 95 mm2, 1-pole pin terminal long - 1 - 9004840153477 IS504724

THREE-PHASE CURRENT BUSBARS

Busbar 1-pole pin 16 mm2/27 mm 1 m 1 190 9004840105650 BS900133

Busbar 3-pole pin 16 mm2/27 mm 1 m 1 780 9004840013559 BS900134

End cap 3-pole for BS900134 - 1 - 9004840013474 BS900116

Busbar 2-pole pin 30 mm2/27 mm 1 m 1 9004840628562 BS900146

Busbar 3-pole pin 30 mm2/27 mm 1 m 1 1670 9004840106657 BS900143

Busbar 4-pole pin 30 mm2/27 mm 1 m 1 2450 9004840218756 BS900144

End cap 3/4-pole for BS900143 and BS900144 - 1 - 9004840276855 BS900187

W ACCESSORIES FOR TYTAN II

IS504722

BS900146

W DIMENSIONS
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W SCHRACK INFO
• D0-fuse switch-disconnector with advanced fuse monitoring

• Principle:

When the supply voltage U is applied, the green LED is lit and the two relays are activa-

ted – closed-circuit principle – monitoring is active. As a result of the short-circuit,  the

fuse insert  switches off. The energy released during the short-circuit is destroyed effi-

ciently within the fuse body. The contacts of the motor  protection are thus protected

from   burn-off by arcs. If a fuse  insert switches off, the electronic  monitoring is activated

by an optocoupler – the yellow LED flashes – both relays are deenergised.

• The double-relay system gives the user the possibility to use one relay in the control  circuit

and the other for remote data communication. The alarm signal is maintained even when

manually switching the device. Readiness  is reached only by replacing the fuse-link and

pressing  the ‘reset’ button.

• The short circuit may cause a dreaded two-phase operation. The lower the engine is run

with its rated load, the slower react the bimetals of the motor and the longer lasts this

fault condition. There is no rotation stability in this case! The main protection also closes

this vulnerability and thus completes the engine protection!

W TYTAN II WITH FUSE MONITORING

45

108

86

40,5

45,5

29

IS504705

NOMINAL CURRENT PU TYPE EAN CODE AVAILABLE ORDER NO.

TITAN II WITHOUT CONNECTABLE NEUTRAL CONDUCTOR

1 x 63 A 1 HS Tytan 9004840096934 IS504707

2 x 63 A 1 HS Tytan 9004840096927 IS504706

3 x 63 A 1 HS Tytan 9004840066791 IS504705

TITAN II WITH CONNECTABLE NEUTRAL CONDUCTOR

1 + N x 63 A 1 HS Tytan 9004840096910 IS504708

3 + N x 63 A 1 HS Tytan 9004840096903 IS504709

W DIMENSIONS AND WIRING DIAGRAMS

W TECHNICAL DATA
Signalling system: LED lights green = ready for operation

LED flashes yellow = short circuit

Auxiliary contact short-circuit: 2 CO 5 A 250 V

Auxiliary switch ON-OFF position: 1 NO 5 A 250 V

Operating voltages: Switch part AC: 1p, 1p + N 60 V - 230 V AC / 2p, 3p, 3p + N 60 - 400 V AC

DC: 1p 60 V - 110 V DC / 2p 60 - 220 V DC

Relay part 24 V - 230 V AC/DC (closed-circuit principle)

Order no. blue: on stock, usually ready for delivery on the day of order!          
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W ADVANCED TECHNICAL DATA
Rated operating voltage Ue: AC 230 V 1-pole, 1-pole + N / 400 V 2-pole, 3-pole, 3-pole + N

DC up to 110 V, 1-pole / up to 220 V, 2-pole

Rated operating voltage Ie: 63 A

Rated continuous current Iu: 63 A

Overvoltage category: IV

Pollution degree: 3 (DIN VDE 0110)

Rated surge voltage protection Uimp: 6000 V

Rated special voltage: 440 V AC, only when using fuse-links 440 V

Current heat loss per current path at Ie: 1.5 W

Max. heat-up at Iu and room temperature: Approx. 25 °C / handling fuse connector approx. 30 °C

Clampable solid cross-sections: 1.5 mm2 - 35 mm2

Locking torque Md: Max 4 Nm

Rated short-circuit breaking capacity Icm: 50 kAeff

Utilization category: AC 22 B

W D0-FUSE SWITCH-DISCONNECTORS CORON 2 – GENERAL INFORMATION

W SCHRACK INFO
• Lockable by commercially available padlock

• Immediately restartable by reserve magazine

• Easy to handle by plug-in design without screw cap

• Melt inserts and gauge-pieces in chapters D01 and D02 – fuse-links

W TECHNICAL DATA
Number of poles: 1-, 2- and 3-pole

Suitable for D01 fuses: 1*, 2, 4, 6, 10, 13*, 16 A (* - not standardised)

D02: 20, 25, 32, 35, 40, 50, 63 A

Ambient temperature: Storage min/max -50 / +100 °C

Operating min/max -25 / +60 °C

Temperature of receptacle for plug-in insert: Max +190 °C

Plastic insulating parts, halogen- and phosphorus-free

Flame class: V0, glow wire test 960 °C

Comparative tracking index: CTI 600

Degree of protection: IP 20

Touch protection: Finger and hand touch safe

Connection style: Stainless steel cage clamp terminal

W DIMENSIONS AND WIRING DIAGRAMS

W STANDARDS
DIN VDE 0638, DIN VDE 0660, DIN VDE 60947, IEC/EN 60947-3

IS503103
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W SCHRACK INFO
• New! 

Now also 1-pole + N and 3-pole + N available

DESCRIPTION DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

1-pole 27x86x70 12 0.09 9004840173031 IS503101

1-pole + N 54x86x70 6 0.22 9004840659405 IS503106

3-pole 81x86x70 4 0.36 9004840173055 IS503103

3-pole + N 108x86x70 3 0.45 9004840659412 IS503108

3-pole, 20 A with fixed gauge-pieces 81x86x70 4 0.38 9004840240511 IS503320

3-pole, 25 A with fixed gauge-pieces 81x86x70 4 0.38 9004840203981 IS503325

3-pole, 35 A with fixed gauge-pieces 81x86x70 4 0.38 9004840203998 IS503335

W D0-FUSE SWITCH-DISCONNECTOR CORON 2

W BUSBAR DIVISION 27 mm FOR CORON 2

DESCRIPTION/MW PU CU WT. (g) EAN CODE AVAILABLE ORDER NO.

Busbar 3-pole pin 16 mm2/27 mm 1 780 9004840013559 BS900134

End cap 3-pole for BS900134 1 - 9004840013474 BS900116

Busbar 3-pole pin 30 mm2/27 mm 1 1670 9004840106657 BS900143

End cap 3/4-pole for BS900143 1 - 9004840276855 BS900187

IS503103

BS900134

BS900134

BS900143

W DIMENSIONS
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DESCRIPTION DIM. (WxHxD) mm TYPE EAN CODE AVAILABLE ORDER NO.

Fuse switch-disconnector D02 27x65x85 ARROW ON 9004840418514 ISF53000

Fuse switch-disconnector 10 A, 

fixed, sealable ARROW ON 10 9004840651386 ISF53010

Plug retaining spring D01 on D02 Arrow 27x65x85 1 9004840419696 ISF90299

W D0-FUSE SWITCH-DISCONNECTOR ARROW ON UP TO 63 A

W SCHRACK INFO
• Safe operation
• Switchable D02 fuse base,1-pole up to 63 A
• No screw cap, but a connector secured against loosening
• Release via push button
• Coding by gauge-pieces in chapters D01 and D02 – fuse-links
• Supply on both sides
• Rail connection with Connect busbar
• Type ARROW ON / LED with flashing indicator
• Type 10 A sealable

W TECHNICAL DATA
Classification Fuse switch-disconnector

Standard EN 60947-3: 1999 + A1: 2001, IEC 60947-3: 2001

Number of poles 1-pole

Handling Plug-in style without screw cap

suitable for fuses gL, gG, aM D01: 2, 4, 6, 10 and 16; D02: 20, 25, 35, 50 and 63

Ambient temperature 

Storage min/max -25 °C/+100 °C 

Operating min/max -25 °C/+60 °C

Temperature of the receptacle for the connector insert Max +190 °C

Insulating parts Plastic, halogen-, phosphorus-, silicone-free

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C/ CTI 600

Degree of protection / touch protection IP 20 / finger and hand touch safe

Rated operational voltage Ue 400 V AC

Rated operational current Ie 63 A

Uninterrupted current IU 63 A

Overvoltage category / pollution degree IV/3 (DIN VDE 0110)

Rated impulse withstand voltage Uimp 4 kV

Rated insulation voltage Ui 690 V

max. heat-up at Ii and room temperature Handling approx. 25K / fuse connector approx. 30K

Connection style Stainless steel cage clamp

Clampable solid cross-sections 1.5 ... 35 mm2

Torque MD M6 Pozidriv Max. 4 Nm

Breaking capacity

Rated short-circuit breaking capacity Icm 50 kAeff

Utilization category AC 22 B

Dimensions (WxHxD) 27x65x85  mm

Weight 0.16 kg

Order no. blue: on stock, usually ready for delivery on the day of order!             
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W D0-FUSE SWITCH-DISCONNECTOR ARROW ON 

ISF53010

W SCHRACK INFO
• Special control circuit breaker for load switching devices (ripple control devices) in the 

pre-counter section
• Flashing indicator
• Fuse-plug
• Protection against unintentional disconnection
• Cage terminals 
• Recommended by the Upper Austrian distribution system operators

LED for information in case of blow fuse-link

The fuse-plug protects the operator

Sealable by pushing

W INSTALLATION EXAMPLE 
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W MODUL-CONNECT, THE UNIVERSAL BUSBAR, DIVISION 9 mm, 
18 mm, 27 mm FOR ARROW ON

DESCRIPTION LENGTH (mm) PU CU WT. (g) EAN CODE AVAILABLE ORDER NO.

Busbar 80 A, 1-pole, 16 mm2, MW = 9 mm 1000 1 220 9004840419702 ISS90916

Insulation body, 3-pole 1000 1 - 9004840419719 ISS90003

Insulation body, 4-pole 1000 1 - 9004840419726 ISS90004

Connection flag L1/N 1 9 9004840419733 ISS909G1

Connection flag L2/L3 1 9 9004840419740 ISS909G2

End cap for insulation body 3-pole 1 - 9004840419788 ISS900K3

End cap for insulation body 4-pole 1 - 9004840419795 ISS900K4

W TECHNICAL DATA
Cross-section selected according to the current load

Rail cross-section: 10 mm2, 16 mm2

Max. rail current Is: 63 A, 80 A

Max supply current Is: 125 A for centre supply

Nominal voltage Un:  400 V (415 V)

Nominal insulation voltage Ui: 3000 V

Nominal short-circuit resistance: 25 kA with back-up fuse 100 A gL for switchgear surface mounting 60439

ISS90004

W SCHRACK INFO
MW according to the devices to be rail-connected:

1/2 MW (8.9 mm): e.g., for pin busbar with free phase selection

for RCBO. 1 MW (17.8 mm): e.g., for line protection circuit

breaker, RCCB, ON-OFF switch, surge arrester, motor protection

switch. 1 MW 27 mm for NEOZED fuse bases D01 and D02

• When using switchgear combination, use thermal derating

with max. 50 A fuse.

• The first busbar with which Arrow-ON Neozed with RCCBs,

RCBOs, surge arresters and motor protection switches can be

rail-connected.W STANDARDS
VDE 0606

MODUL CONNECT

Order no. blue: on stock, usually ready for delivery on the day of order!            

IS504720

DESCRIPTION DIM. (WxHxD) mm WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Solid links Tytan R, Tytan T a. ARROW ON 54x45x75 - 9004840651928 IS504859

Cylinder lock with mounting box 54x45x75 0.080 9004840043624 IS504720

Retaining spring D01 in D02 0.001 9004840686470 IS504140

Retaining spring for ARROW ON D01 in D02 - 9004840419696 ISF90299

Gauge-piece key D01-D03 - . 0.017 4086500011186 IS504550

Screw cap plastic, D 01, E 14/16 A 26x29 0.012 9004840686739 SI310050

Screw cap porcelain, D 01, E 14/16 A 26x29 0.012 4021267011031 SI011030

Screw cap plastic, D 02, E 18/63 A 22.5x29.5 0.013 9004840686746 SI310060

Screw cap porcelain, D 02, E 18/63 A 22.5x29.5 0.013 4021267011048 SI011040

Screw cap Neozed D03 M 32 0.075 4086500011377 IS504002

W ACCESSORIES FOR D0
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W TECHNICAL DATA
Classification: Fuse system according to DIN VDE 0636 and IEC 60269

Installation size: D01, D02

Operating classes: gG (gL)

Rated current In: 2-63 A

Rated voltage Un: 250 V DC, 400 V AC

Rated frequency: 45-62 Hz

Rated insulation voltage Ui: 2500 V

Rated short circuit breaking capacity: 50 kA (AC), 8 kA (DC)

W FUSE-LINKS, GAUGE-RINGS – GENERAL INFORMATION

W STANDARDS
DIN VDE 0636 part 1, 10, 41, IEC 60269-3, IEC 60269-4

IS504030

DESCRIPTION DIM. (WxHxD) mm WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

D 01 melt insert/2 A 11x36 0.006 9004840686302 IS504030

D 01 melt insert/4 A 11x36 0.006 9004840686319 IS504031

D 01 melt insert/6 A 11x36 0.006 9004840686326 IS504032

D 01 melt insert/10 A 11x36 0.006 9004840686333 IS504033

D 01 melt insert/16 A 11x36 0.006 9004840686340 IS504034

D 02 melt insert/20 A 15x36 0.011 9004840686357 IS504035

D 02 melt insert/25 A 15x36 0.012 9004840686364 IS504036

D 02 melt insert/35 A 15x36 0.013 9004840686371 IS504037

D 02 melt insert/50 A 15x36 0.014 9004840686388 IS504038

D 02 melt insert/63 A 15x36 0.015 9004840686395 IS504039

D 03 melt insert/80 A 22x43 0.037 9004840686401 IS504040

W D0 MELT INSERTS/FUSE-LINKS

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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IS504130

DESCRIPTION DIM. (WxHxD) mm WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

D 01 gauge-ring/2 A 12x10 0.04 9004840686418 IS504130

D 01 gauge-ring/4 A 12x10 0.04 9004840686425 IS504131

D 01 gauge-ring/6 A 12x10 0.04 9004840686432 IS504132

D 01 gauge-ring/10 A 12x10 0.04 9004840686449 IS504133

D 02 gauge-ring - D01 in D02/2 A 16x10 0.06 9004840686487 IS504141

D 02 gauge-ring - D01 in D02/4 A 16x10 0.06 9004840686494 IS504142

D 02 gauge-ring - D01 in D02/6 A 16x10 0.06 9004840686500 IS504143

D 02 gauge-ring - D01 in D02/10 A 16x10 0.06 9004840686517 IS504144

D 02 gauge-ring/16 A 16x10 0.06 9004840686524 IS504145

D 02 gauge-ring/20 A 16x10 0.06 4086500010943 IS504134

D 02 gauge-ring/25 A 16x10 0.06 4086500010998 IS504135

D 02 gauge-ring/35 A 16x10 0.06 9004840686456 IS504136

D 02 gauge-ring/50 A 16x10 0.06 9004840686463 IS504137

D 03 gauge-ring/80 A 27x10 0.07 4086500011155 IS504138

W D0 GAUGE-RINGS

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily
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DESCRIPTION PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

EZII/6 mm2/clamping bracket/clamping bracket/1p 1 DIA-2 0.150 4086500005208 IP74068

Cover 45 mm for EZII for IP74068 1 DIA-2 0.010 4086500005253 IP74070

Cover for EZII OKA for IP74068 1 DIA-2 0.020 9004840042689 IP74074

EZIII/16 mm2/screw/2-screw clamp/1p 1 DIA-3 0.170 4086500005277 IP74069

Cover 45 mm for EZIII for IP74069 1 DIA-3 0.020 4086500005307 IP74071

Screw cap for base EZII without inspection hole 1 KII 0.036 9004840686531 M141802

Screw cap for base EZIII without inspection hole 1 KIII 0.056 9004840686548 M141803

W SCHRACK INFO
• DIN 49510, DIN 49511, 1-/3-pole

• DII up to 25 A, 500 V

• DIII up to 63 A 690 V AC / 600 V DC

• Fuse-links DIN 49515, DIN49367

• Screw adjusting inserts DIN49516

• DII screw M5 with clamping bracket (1.5-6 mm2)

• DII screw M6 with clamping bracket (2.5-16 mm2)

W DIAZED UP TO 63 A

DESCRIPTION/NOMINAL CURRENT DIM. (WxHxD) mm TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

DII/ E27/ 1-pole/25 A 80x40x61.2 31173 0.153 4021267311735 SI311730

DII/ E27/ 3-pole/25 A 150x80x61.2 31174 0.459 4021267311742 SI311740

DIII/ E33/ 1-pole/63 A 80x40x61.2 31175 0.176 4021267311759 SI311750

DIII/ E33/ 3-pole/63 A 150x80x61.2 31176 0.533 9004840182774 SI311760

Screw cap for base EZII without inspection hole - KII 0.036 9004840686531 M141802

Screw cap for base EZIII without inspection hole - KIII 0.056 9004840686548 M141803

W SCHRACK INFO
• DIN 49524, 1-/3-pole

• DII up to 25 A, 500 V

• DIII up to 63 A, 690 V AC, 600 V DC

• Fuse-links DIN 49515, DIN 49367

• Screw adjusting inserts DIN 49516

• Two-sided box terminal (1.5-35 mm2)

• Contact protection according to DIN VDE 0106

• Serially installable

W DIAZED ACCORDING TO BGV A2/TRITON UP TO 63 A 

SI311740

SI010050

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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M142106

M143106

DESCRIPTION PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

2 A/fuse EZ II 1 0.026 9004840192407 M142100

4 A/fuse EZ II 1 0.026 9004840192414 M142101

6 A/fuse EZ II 1 0.026 9004840686555 M142102

10 A/fuse EZ II 1 0.026 9004840686562 M142103

16 A/fuse EZ II 1 0.028 9004840686579 M142104

20 A/fuse EZ II 1 0.030 9004840686586 M142105

25 A/fuse EZ II 1 0.031 9004840686593 M142106

35 A/fuse EZ III 1 0.047 9004840686609 M142200

50 A/fuse EZ III 1 0.050 9004840686616 M142201

63 A/fuse EZ III 1 0.051 9004840686623 M142202

DESCRIPTION PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

2 A/set screw insert for base EZ II 1 0.012 9004840686630 M143000

4 A/fitting screw insert for base EZ II 1 0.012 9004840686647 M143001

6 A/fitting screw insert for base EZ II 1 0.012 9004840686654 M143002

10 A/fitting screw insert for base EZ II 1 0.012 9004840686661 M143003

16 A/fitting screw insert for base EZ II 1 0.012 9004840686678 M143004

20 A/fitting screw insert for base EZ II 1 0.012 9004840686685 M143005

25 A/fitting screw insert for base EZ II 1 0.011 9004840686692 M143006

35 A/fitting screw insert for base EZ III 1 0.022 9004840686708 M143100

50 A/fitting screw insert for base EZ III 1 0.019 9004840686715 M143101

63 A/fitting screw insert for base EZ III 1 0.018 9004840686722 M143102

2 A/gauge ring insert pink EZ II 1 0.005 9004840261707 SI015410

10 A/gauge ring insert red EZ II 1 0.006 9004840261653 SI015440

50 A/gauge ring insert white EZ III 1 0.010 9004840391435 SI015490

W DIAZED D-FUSE ADJUSTING INSERTS FOR BASES EZ II AND EZIII

W DIAZED D-FUSES FOR BASES EZ II AND EZIII



DESCRIPTION PU EAN CODE AVAILABLE ORDER NO.

10 x 38 mm

1-pole, characteristic gG, 32 A 12 9004840162219 IS506101

1-pole, characteristic gG,  32 A with LED 12 9004840614312 IS506106

2-pole, characteristic gG, 32 A 5 9004840162233 IS506102

3-pole, characteristic gG, 32 A 1 9004840162240 IS506103

3-pole, characteristic gG, 32 A with LED 1 9004840614329 IS506109

1-pole+N, characteristic gG, 32 A 1 9004840162226 IS506104

3-pole+N, characteristic gG, 32 A 1 9004840162257 IS506105

14 x 51 mm

1-pole, characteristic gG, 50 A 12 9004840162264 IS506141

2-pole, characteristic gG, 50 A 6 9004840162288 IS506142

3-pole, characteristic gG, 50 A 4 9004840162295 IS506143

3-pole, characteristic gG, 50 A with LED 4 9004840614343 IS506149

3-pole+N, characteristic gG, 50 A 4 9004840162301 IS506145

22 x 58 mm

1-pole, characteristic gG, 100 A 9004840162318 IS506221

2-pole, characteristic gG, 100 A 9004840162332 IS506222

3-pole, characteristic gG, 100 A 9004840162349 IS506223

3-pole, characteristic gG, 100 A with LED 9004840614350 IS506230

1-pole+N, characteristic gG, 100 A 9004840162325 IS506224

1-pole+N, characteristic gG, 100 A 9004840162356 IS506225
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W FUSE LOAD-BREAK DISCONNECTOR FOR CYLINDRICAL FUSES

IS506101 IS506223

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W CIRCUIT SYMBOL

all poles

W SCHRACK INFO
• 400 V~, 63 A, 50 kA, AC22B

with: Thermal monitoring, flashing indicator, independent manual operation

Plug retaining spring, AMP cable lugs

for:   Cylindrical fuses 1...32 A, size 10 x 38 mm

also suitable for D0 fuses

W FUSE SWITCH-DISCONNECTORS 10 x 38 mm TYTAN T – GENERAL INFORMATION

IS503040

W FEATURES & BENEFITS
TYTAN T Features Benefits

Thermal monitoring Thermal switch trips as auxiliary switch Operational reliability

VDE 1000 / DIN 31000 in case of dangerous overheating and equipment protection

Flashing indicator Optoelectronic Reliable fault detection on site

fuse switch-off indicator Immediate restart

Independent manual operation Clearance Personal protection and operational safety

DIN VDE 0105

Fuse plug EN 50110-1

Compact shape DIN 43880 Only 4 MWs (3- and 4-poles) Compatible with RCCBs 

W TECHNICAL DATA
Classification Switch-disconnector fuse

Standard/regulation DIN EN 60947-3, IEC 60947-3

Suitable for fuse-links D0 special fuse-links 440 V~

Suitable for cylindrical fuses IEC EN 60269-2-1 10x38 mm: 2 … 32 A with plug retaining spring

Number of poles 3-pole, 3-pole+N

Insulating parts Plastic, halogen-, phosphorus-, silicone-free

Fire classification / Leakage current resistance UL94/V0, glow wire test 960 °C / CTI600

Degree of protection / touch protection IP 20/40; finger and hand touch safe

Ambient temperature; storage min/max -25 °C / 60 °C

Rated operational voltage Ue 400 V~

Rated operational current Ie 63 A

Uninterrupted current Iu 63 A

Rated short-circuit breaking capacity Icm 50 kAr.m.s

Utilization category AC 22 B

Overvoltage category IV (DIN VDE 0110)

Pollution degree 3 (DIN VDE 0110)

Rated impulse withstand Uimp 6000 V

Connection type Stainless steel cage terminal 1.5 ... 25 mm2

Tightening torque MD 3.5 Nm

Thermal switch AC: 1.5 A, 250 V, cosˆ 0.6; DC 1.2 A, 48 A
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W FUSE SWITCH-DISCONNECTOR 10 x 38 mm TYTAN T

IS503103 ISF90299

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

3-POLE VERSION

Fuse switch-disconnector TYTAN T  3-pole 9004840584561 IS503030

Fuse switch-disconnector TYTAN T  3-pole with auxiliary contact 9004840584578 IS503031

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuses 9004840419696 ISF90299

Busbar 1 metre for TYTAN T 3-pole 9004840587050 BS900145

End cap 3-pole 9004840013474 BS900116

3+N VERSION

D02-fuse switch-disconnector TYTAN T  3 + N 9004840584585 IS503040

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuses 9004840419696 ISF90299

Busbar 1 metre 4-pole 16 mm² 9004840186123 BS990122

End cap 4-pole 9004840013481 BS900117

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

Order no. blue: on stock, usually ready for delivery on the day of order!           
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DESCRIPTION EAN CODE AVAILABLE ORDER NO.

10 x 38 mm PHOTOVOLTAIC

PV-fuse carrier 1-pole 9004840619126 IS506121

PV-fuse carrier 2-pole 9004840619133 IS506122

W FUSE CARRIER FOR CYLINDRICAL PHOTOVOLTAIC FUSES

IS506122

W SCHRACK INFO
• For the protection of PV modules

• DC rated voltage is 1.2 x the open-circuit voltage of the photovoltaic path

• The rated current of the fuse should be greater than/equal 1.5x the short-circuit current of the 

photovoltaic module

No. of poles: 1, 2

Rated current In: 20 A

Rated operating voltage Ue: 1000 V DC 

Breaking capacity: DC-20B

Own consumption: 3 W

Fuse size: 10 x 38

Fuse standard: IEC 60269, UL284-4

Disconnector standard: IEC 60947-1 Ed. 4.0 EN 60947-1:1999+A1+A2

IEC 60947-3 Ed. 2.1 EN 60947-3:1999+A1:2001

Terminal cross-section: 0.5 mm² – 10 mm²

AWG 8-20 solid

Dimensions (WxHxD): 1-pole 17.5 x 83.3 x 64 mm

2-pole 35.3 x 83.3 x 64 mm

Weight: 1-pole 58 g

2-pole 120 g

W TECHNICAL DATA

W BUSBAR CARRIER FOR PHOTOVOLTAIC FUSE

BS990066

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

2-pole busbar, 1 m 9004840651324 BS990066

ACCESSORIES

End cap 9004840651331 BS900119
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W CYLINDRICAL FUSE LINKS, CHARACTERISTIC gG

ISZ08006

W SCHRACK INFO
• Characteristic curve gG = full range fuse for general applications, mainly cable and wire

protection, according to IEC 60269

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

8 x 31 mm

Characteristic gG,   8x31,  1 A, 400 V 9004840517132 ISZ08001

Characteristic gG,   8x31,  2 A, 400 V 9004840517149 ISZ08002

Characteristic gG,   8x31,  4 A, 400 V 9004840517163 ISZ08004

Characteristic gG,   8x31,  6 A, 400 V 9004840517170 ISZ08006

Characteristic gG,   8x31,  8 A, 400 V 9004840517187 ISZ08008

Characteristic gG,   8x31, 10 A, 400 V 9004840517194 ISZ08010

Characteristic gG,   8x31, 12 A, 400 V 9004840517200 ISZ08012

Characteristic gG,   8x31, 16 A, 400 V 9004840517217 ISZ08016

Characteristic gG,   8x31, 20 A, 400 V 9004840517224 ISZ08020

Characteristic gG,   8x31, 25 A, 400 V 9004840517231 ISZ08025

10 x 38 mm

Characteristic gG, 10x38, 0.5 A, 500 V 9004840517248 ISZ100005

Characteristic gG, 10x38,  1 A, 500 V 9004840518153 ISZ10001

Characteristic gG, 10x38,  2 A, 500 V 9004840518160 ISZ10002

Characteristic gG, 10x38,  4 A, 500 V 9004840518177 ISZ10004

Characteristic gG, 10x38,  6 A, 500 V 9004840518184 ISZ10006

Characteristic gG, 10x38,  8 A, 500 V 9004840518191 ISZ10008

Characteristic gG, 10x38, 10 A, 500 V 9004840518207 ISZ10010

Characteristic gG, 10x38, 12 A, 500 V 9004840518214 ISZ10012

Characteristic gG, 10x38, 16 A, 500 V 9004840518221 ISZ10016

Characteristic gG, 10x38, 20 A, 500 V 9004840518238 ISZ10020

Characteristic gG, 10x38, 25 A, 500 V 9004840518245 ISZ10025

Characteristic gG, 10x38, 32 A, 400 V 9004840518252 ISZ10032

Characteristic gR, 10x38, 10 A, 660 V 9004840451887 SI312090

Characteristic gR, 10x38, 16 A, 660 V 9004840373844 SI312110

Characteristic gR, 10x38,, 20 A, 660 V 9004840226393 SI312120

Characteristic gR, 10x38,, 25 A, 660 V 9004840414080 SI312130

Characteristic gR, 10x38,  30 A, 660 V 9004840451757 SI312140

14 x 51 mm

Characteristic gG, 14x51,  2 A, 690 V 9004840518269 ISZ14002

Characteristic gG, 14x51,  4 A, 690 V 9004840518276 ISZ14004

Characteristic gG, 14x51,  6 A, 690 V 9004840518283 ISZ14006

Characteristic gG, 14x51,  8 A, 690 V 9004840518290 ISZ14008

Characteristic gG, 14x51, 10 A, 690 V 9004840518306 ISZ14010

Characteristic gG, 14x51, 12 A, 690 V 9004840518313 ISZ14012

Characteristic gG, 14x51, 16 A, 690 V 9004840518320 ISZ14016

Characteristic gG, 14x51, 20 A, 690 V 9004840518337 ISZ14020

Characteristic gG, 14x51, 25 A, 690 V 9004840518344 ISZ14025

Characteristic gG, 14x51, 32 A, 690 V 9004840518351 ISZ14032

Characteristic gG, 14x51, 40 A, 500 V 9004840518368 ISZ14040

Characteristic gG, 14x51, 50 A, 500 V 9004840518375 ISZ14050
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W CYLINDRICAL FUSE LINKS FOR PHOTOVOLTAIC, CHARACTERISTIC gPV

ISV10906

W SCHRACK INFO
• Characteristic curve gPV = full range fuse for photovoltaic fuse

• Voltage up to 1000 V DC, according to IEC 60269

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

22 x 58 mm

Characteristic gG, 22x58, 16 A, 690 V 9004840518382 ISZ22016

Characteristic gG, 22x58, 20 A, 690 V 9004840518399 ISZ22020

Characteristic gG, 22x58, 25 A, 690 V 9004840518412 ISZ22025

Characteristic gG, 22x58, 32 A, 690 V 9004840518429 ISZ22032

Characteristic gG, 22x58, 40 A, 690 V 9004840518436 ISZ22040

Characteristic gG, 22x58, 50 A, 500 V 9004840518405 ISZ22050

Characteristic gG, 22x58, 63 A, 500 V 9004840518443 ISZ22063

Characteristic gG, 22x58, 80 A, 500 V 9004840518450 ISZ22080

Characteristic gG, 22x58, 100 A, 500 V 9004840518467 ISZ22100

Characteristic gG, 22x58, 125 A, 400 V 9004840618129 ISZ22125

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

10 x 38 mm

Photovoltaic fuse, characteristic gPV, 10x38, 4 A, 1000 V DC 9004840655391 ISV10004

Photovoltaic fuse, characteristic gPV, 10x38, 6 A, 1000 V DC 9004840655407 ISV10006

Photovoltaic fuse, characteristic gPV, 10x38, 8 A, 1000 V DC 9004840655414 ISV10008

Photovoltaic fuse, characteristic gPV, 10x38, 10 A, 1000 V DC 9004840655421 ISV10010

Photovoltaic fuse, characteristic gPV, 10x38, 12 A, 1000 V DC 9004840655438 ISV10012

Photovoltaic fuse, characteristic gPV, 10x38, 16 A, 1000 V DC 9004840655445 ISV10016

Photovoltaic fuse, characteristic gPV, 10x38, 20 A, 1000 V DC 9004840655452 ISV10020

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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W SCHRACK INFO
• For inserts according to ÖNORM 6020 and DIN 43620
• Easy lid sealing
• Switching lid placement
• Halogen-free, non-flammable plastics
• Three standard connection variants
• Staggered ventilation slots
• Fully insulated, safe to touch
• Reliable voltage verification

W STANDARDS
IEC 408, VDE 0636, VDE 0660, SEV 1089-1.1983

W DIMENSIONS

ISA50222

W TECHNICAL DATA
• Features:

• PROTECTION (with inserted NH fuse-link)
• Of lines against overload and short circuit
• Of people and animals against dangerous touch and step voltages
• Selective isolation of defective equipment parts
• Device protection
• Safe shutdown

• DISCONNECTING
• Visible large disconnecting distance

• SWITCHING
• Safe activation on short circuit (with NH fuse-links)
• Load-switchable (AC 23, DC 23)

W LOAD-BREAK DISCONNECTOR ARROW BLOC – GENERAL INFORMATION

W TECHNICAL DATA
Installation size: C00

Nominal operating voltage: 690 V AC/440 V

Nominal current: 160 A

Power loss: 7.5 W according to EN 60947-3

AC 22 B: 400 V/160 A

AC 21 B: 690 V/100 A

DC 21 B: 440 V/100 A

Nominal breaking capacity: 50 kA with NH links

Direct connection: 1.5 - 50 mm2

DESCRIPTION PU EAN CODE AVAILABLE ORDER NO.

Size 000 up to 100 A with clips 1 9004840688924 ISA05011

W ARROW BLOC UP TO 100 A – SIZE 000 (00C), FOR SURFACE MOUNTING
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W ARROW BLOC – SIZE 00, DISCONNECTOR, FOR SURFACE MOUNTING

ISA05222

W TECHNICAL DATA
Technical data according to IEC 947 / EN 60947

Installation size 00: one- to four-pole

Conventional thermal current with NH ITH: 160 A continuous operation

Rated operating voltage: 400 V AC 500 V AC 690 V AC 220 V DC

Rated operating current: 160 A 160 A 160 A 160 A

Utilisation category: AC 23B AC22B AC21B DC22B

Rated insulation voltage: 800 V

Surge voltage: 8 kV

Frequency: 50 - 60 Hz

Standard terminal: M8, Cu max. B.: 20 mm; max 2x70 mm2 Cu or 2x95 mm2 AL

Power loss without NH: 7 W / pole

Ambient temperature TU: -25 °C to +55 °C

Degree of protection IP 20

DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

1-pole size 00 - 160 A, M8 1 37 9004840689136 ISA05224

2-pole size 00 - 160 A, M8 1 74 9004840689068 ISA05220

3-pole size 00 - 160 A, M8 + clip 1 111 9004840689075 ISA05221

3-pole size 00 - 160 A, M8  with window lock 1 111 9004840689082 ISA05221F

3-pole size 00 - 160 A, clip 1 111 9004840689099 ISA05222

3-pole size 00 - 160 A, M8  with window lock 1 111 9004840689105 ISA05222F

4-pole size 00 - 160 A, M8 1 148 9004840689143 ISA05225

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily
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W ARROW BLOC – SIZE 1, FOR SURFACE MOUNTING

ISA05226

W TECHNICAL DATA FOR SIZE 1, SIZE 2 AND SIZE 3
Technical data according to IEC 947 / EN 60947

Installation size 1: one- to four-pole

Installation size 2 and 3: three-pole

Conventional thermal current with NH ITH: 250 A continuous operation

Rated operating voltage: 400 V AC 500 V AC 690 V AC 440 V DC

Rated operating current, size 1: 250 A 250 A 200 A 200 A 50 kA

Rated operating current, size 2: 400 A 400 A 315 A 315 A 80 kA

Rated operating current, size 3: 630 A 630 A 500 A 500 A 80 kA

Utilisation category: AC 23B AC22B AC21B DC21B

Rated insulation voltage: 800 V

Rated surge voltage: 8 kV

Nominal frequency: Size 1: 50 - 60 Hz; size 2 und 3: 45 - 62 Hz

Standard terminal, size 1 and 2: M10; Cu-max. W.: 18 mm; max 2x150 mm2Cu or 2x185 mm2 AL

Standard terminal, size 3: M12; Cu-max. W.: 24 mm; max 2x185 mm2 Cu or 2x240 mm2 AL

Power los without NH1: 23 W / pole, size 2 and 3: max. 48 W per device

Ambient temperature TU: -25 °C to +55 °C

Degree of protection: IP 20

DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

1-pole size 1 - 250 A, M 10 1 220 9004840689167 ISA05227

2-pole size 1 - 250 A, M 10 1 441 9004840689174 ISA05228

3-pole size 1 - 250 A, M 10 1 661 9004840689150 ISA05226

4-pole size 1 - 250 A, M 10 1 882 9004840689181 ISA05229

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

3-pole size 2 - 400 A, M 10 1 1046 9004840689198 ISA05250

DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

3-pole size 3 - 630 A, M 12 1 1855 9004840689242 ISA05295

W ARROW BLOC – SIZE 2, FOR SURFACE MOUNTING

ISA05250

W ARROW BLOC – SIZE 3, FOR SURFACE MOUNTING

ISA05250

DESCRIPTION PU CU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

1-pole size 00, M8/Bride 1 119 9004840688887 ISA05001

1-pole size 00, V-terminal/Bride 1 119 9004840688894 ISA05003

3-pole size 00, M8/V-terminals 1 119 9004840688955 ISA05037

3-pole size 00, M8 press-in nuts on both ends 1 119 9004840688962 ISA05039

3-pole size 1, M10 hex head bolt,

washer and nut on both ends 1 454 9004840689006 ISA05060

3-pole size 2, M12 hex head bolt,

washer and nut on both ends 1 508 9004840689013 ISA05061

W SCHRACK INFO
• Dimensions according to ÖNORM E6021 and DIN 43.620

• 3-pole version with 2 phase partitions

W STANDARDS
ÖVE-SN40, IEC 269, VDE 0636, SEV 1018

W ARROW FUSE – BASE, SIZE 00 – 2, 160 A – 400 A

IS505061 IS505001
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DESCRIPTION PU TYPE EAN CODE AVAILABLE ORDER NO.

Direct connection terminal for V-shaped connection flags 

VK160 cross-section 35-70 mm2 1 VK160 9004840043877 IS505040

Connection flag 2 x M 8 - 1 x V-terminal 2 x 35-70 mm2 1 00.V5 9004840044508 IS505099

V-double terminal 2 x 35-70 mm2 1 VK160 9004840380125 IS505018

Connection lug M8 - 1 x V-terminal, VK160 1 00.SZSV1 9004840044492 IS505098

Direct connection terminal for V-shaped connection flags 

VK 400 cross-section 35-185 mm2 1 VK400 9004840045215 IS505200

Connection lug VK 400 for M 10 1 22.SZSV1 9004840045222 IS505201

Phase partition for size 00 long 1 0.TW5 9004840043952 IS505047

Phase partition for size 1 1 1.TW5 9004840044089 IS505058

Phase partition NHU-00 short 1 00SZTW5 9004840044393 IS505088

Busbar 1 m/20 x 3 mm perforated Ø 8.5 , 

hole spacing 32 mm (CU weight 540 g) 1 NH-ZU 9004840044515 IS505100

V-double terminal 1 2x35-70SM 9004840380125 IS505018

W ACCESSORIES FOR FUSE BASES

IS505040

IS505007

DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

Size 00, M8/Bride 1 90 9004840043693 IS505004

Size 00, Bride/Bride 1 88 9004840688900 ISA05005

Size 00, V-terminal/Bride 1 79 9004840688917 ISA05006

Size 00, 2p, 4 x M8 with detachable PEN link 1 200 9004840142808 IS505007

Size 00, 2p, 6 x M8 with detachable PEN link 1 192 9004840043723 IS505008

Size 00, M8 / V-terminal 1 79 9004840043853 IS505038

Size 00, 2 x M8 1 46 9004840688979 ISA05043

Size 00, 2 outputs, 3 x M8 1 115 9004840044423 IS505091

W ARROW BASE – NEUTRAL CONDUCTOR SUPPORTS, 1-POLE, SIZE 00
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DESCRIPTION                                                                        DIM. (WxHxD) mm    PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

End cap for busbar support

SI 015000, SI 014950, SI 014840 5x166x31 1 01573 0.021 4021267015732 SI015730

End cap for busbar

support SI 014850 5x226x31 1 01574 0.028 9004840529067 SI011310

W END CAP FOR BUSBAR SUPPORT, SERIES WR, FOR 60 mm BUSBAR SYSTEM

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

2-pole universal busbar support 

with external connection holes - 1 01356 0.095 4021267013561 SI013560

3-pole universal busbar support 

with internal connection holes 20x185x51 1 01495 0.2 4021267014957 SI014950

3-pole universal busbar support 

with additional external screw holes 20x220x51 1 01500 0.21 4021267015008 SI015000

PE/N busbar support, 1-pole 26x63x51 1 01601 0.059 4021267016012 SI016010

3-pole connection busbar support 

with integrated terminals 16 mm2 20x202x77 1 01484 0.285 9004840156805 SI014840

4-pole universal busbar support 

with internal terminals 20x245x51 1 01485 0.256 4021267014858 SI014850

5-pole Busbar support up to 30x10 VMS 14x264x61 1 01138 0.167 9004840156492 SI011380

Reducer for SI011380 for 5 mm Cu VMS - 1 01170 0.001 9004840156515 SI011700

Cover frame VMS - 1 01139 0.166 9004840156508 SI011390

W BUSBAR SUPPORTS, SERIES WR, FOR 60mm SYSTEM

W SCHRACK INFO
• The 60 mm busbar system offers versatile applications and high flexibility

• Universal usability of the components.

• Compact 3- or 4-pole system design

• If necessary, completely touch-protected

W 60 mm BUSBAR SYSTEM SERIES WR UP TO 630 A – GENERAL INFORMATION

60 mm COMPONENTS

SI015730
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DESCRIPTION/NOMINAL CURRENT DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE STORE ORDER NO.

20x5 blank/274 A (320 A) 2000x20x5 1 ECu 2136 9004840044188 IS505068

30x5 blank/379 A (450 A) 2000x30x5 1 ECu 3204 9004840044195 IS505069

30x10 blank/573 A (630 A) 2000x30x10 1 ECu 6408 9004840044386 IS505087

12x5 tin-plated/200 A 2400x12x5 1 01680 1282 9004840211498 SI016180

20x5 tin-plated/320 A 2400x20x5 1 01620 2136 9004840157024 SI016200

30x5 tin-plated/450 A 2400x30x5 1 01622 3204 9004840157031 SI016220

30x10 tin-plated/630 A 2400x30x10 1 01625 6408 9004840157055 SI016250

30x5 cranked, blank for NH-00 disconnector

and Neozed outlets/379 A L=355+550 1 - 1355 9004840276886 BS900198

W SCHRACK INFO
• Can be built on, high short-circuit protection, UL94-V0

• Temperature resistance: +200 °C, 960 °C glow wire

• Rated operating voltage: 690 V

• Tightening torque for top screws: 3 - 4 Nm

W SCHRACK INFO
• Blank copper busbars with 2000 mm length

• Tin-plated copper busbars with 2400 mm length

• Cranked, blank copper busbars 

W ARROW 60, BUSBAR SUPPORT, SERIES SCHRACK, FOR 60 mm SYSTEM 

W SCHRACK INFO
• Halogen-, phosphorus-, silicon-, CFC-free, recyclable

• Compact design

• Use support end cap for lateral touch protection

W ARROW 60, 60 mm BUSBAR SYSTEM – GENERAL INFORMATION

DESCRIPTION DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE STORE ORDER NO.

Busbar support 3p short 18.5x185x45/50 10 0.129 9004840396560 IS502750

Busbar support 3p long 18.5x216x45/50 10 0.134 9004840396584 IS502752

Busbar support 1p pluggable 18.5x60x45/50 20 0.065 9004840396607 IS502754

Busbar support 2p individual 18.5x116x45/50 10 0.080 9004840396614 IS502755

Support end cap 3p - 10 0.015 9004840396638 IS502757

W COPPER BUSBARS

IS502752

IS505068
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BUSBAR/CURRENT CARRYING CAPACITY LENGTHmm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

12 – 20 x 5 and 10 / 630 A 55 12 01166 0.192 9004840142433 SI011660

12 – 20 x 5 and 10 / 630 A 150 3 01193 0.524 9004840259490 SI011930

20 – 30 x 5 and 10 / 630 A 40 6 01823 0.252 9004840142440 SI018230

20 – 30 x 5 and 10 / 630 A 95 3 01141 0.544 9004840142426 SI011410

20 – 30 x 5 and 10 / 630 A 150 3 01886 0.866 9004840157239 SI018860

TT profiles / 1600 A 50 6 01827 0.494 4021267018276 SI018270

TT profiles / 1600 A 95 3 01145 0.943 9004840130300 SI011450

TT profiles / 1600 A 150 3 01829 1.461 9004840157208 SI018290

TTT profiles / 2500 A 95 3 01274 1.206 9004840259520 SI012740

TTT profiles / 2500 A 150 3 01275 1.78 9004840200195 SI012750

3-pole set for elastic longitudinal connection 

of TT profiles / 1600 A - 1 30322 5.36 9004840157796 SI303220

3-pole set for elastic corner connection 

of TT profiles / 1600 A - 1 30473 6.38 9004840186321 SI304730

W SCHRACK INFO
• For drill-free connection of equal busbars

• Für busbars 12-30x5/10, or TT profile and TTT profile

• Current carrying capacity 520 A - 2500 A

W BUSBAR CONNECTION TERMINALS FOR EXTENSION

SI018860

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily



FUSE- AND BUSBAR SYSTEMS

Order no. blue: on stock, usually ready for delivery on the day of order!             

Page

325

W SCHRACK INFO
• Connection of conductors 1.5-120 mm2

• For 5 or 10 mm thick busbars

• Integrated retaining spring

• Open terminal compartment and captive terminal screw 

allow easy mounting

• Nominal cross-section and tightening torque indicated on terminal

W TERMINALS FOR BUSBAR SYSTEMS – GENERAL INFORMATION

TERMINALS  FOR SS60

W SCHRACK INFO
• For 5 and 10 mm thick busbars, as well as special profiles

• Connection of conductors 1.5-120 mm2

• Integrated retaining spring

• Open terminal compartment and captive terminal screw allow easy mounting

• Nominal cross-section and tightening torque indicated on terminal

W UNIVERSAL CONDUCTOR TERMINALS

CONDUCTOR TERMINALS

RAIL THICKNESS/ DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

TERMINAL CAPACITY/TYPE OF CONDUCTOR

5 mm/1.5-16 mm2/re, rm, f, f+ferrule 11.5x22.5x30 1 01284 0.021 4021267012847 SI012840

5 mm/4-35 mm2/re, rm, f, f+ferrule, 

la. Cu 3/6x9x0.8 15.5x29x41 1 01285 0.044 4021267012854 SI012850

5 mm/16-70 mm2/rm, f, f+ferrule,  

2x la. Cu 3/6x9x0.8/6x13x0.5 20.5x32 1 01287 0.071 4021267012878 SI012870

5 mm/16-120 mm2/rm, f, f+ferrule,  

la. Cu 4/6/10x16x0.8 23.5x36x60 1 01068 0.108 4021267010683 SI010680

10 mm/1.5-16 mm2/re, rm, f, f+ferrule,

la. Cu 8x6x0.5 11.5x22.5x35 1 01289 0.023 4021267012892 SI012890

10 mm/4-35 mm2/re, rm, f, f+ferrule, 

la. Cu 3/6x9x0.8 15.5x29x45 1 01290 0.047 4021267012908 SI012900

10 mm, T profile/16-70 mm2/rm,

f, f+ferrule, 2x la. Cu 3/6x9x0.8 20.5x32 1 01292 0.074 4021267012922 SI012920

10 mm, T profile/16-120 mm2/rm,

f, f+ferrule, la. Cu 10x16x0.8 23.5x36x65 1 01203 0.11 4021267012038 SI012030

DESCRIPTION/TYPE OF CONDUCTOR DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

95-185 mm2/Cu und Al, rm, sm, f, f+ferrule 51x38x70 6 01318 0.237 4021267013189 SI013180

120-300 mm2/Cu und Al, rm, sm, f, f+ferrule 51x41x85.5 3 01760 0.371 4021267017606 SI017600

For lam. Cu 3x20x1-10x24x1 51x38x70 6 01319 0.250 9004840156737 SI013190

For lam. Cu 3x20x1-10x32x1 51x41x85.5 3 01759 0.402 4021267017590 SI017590

W SCHRACK INFO
• Connection of Cu and Al conductors 95-300 mm2 or flexible copper busbars up to 32x20

• Complete gripping by jaw-type terminals

• For busbars 20x5-30x10, or TT-, TTT-, TCC-profile

• Nominal cross-section and tightening torque indicated on terminal

W BRACE TERMINALS – CRITO PROFICLIP

CRITO-CLIP
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DESCRIPTION TYPE EAN CODE AVAILABLE ORDER NO.

Clamping terminal up to 10 mm2 BK10 9004840467666 IK021139

Clamping terminal up to 35 mm2 BK35 9004840022438 IK021137

W CLAMPING YOKE FOR 10x3 COPPER BUSBARS

CROSS-SECTION/TYPE OF CONDUCTOR DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

1.5-16 mm2 spring-clamp terminal for m 20x200x64 8 - 0.181 9004840537314 SI015630

6-50 mm2/rm, f, f + AE/la.Cu 

6x9x0.8 mm 54x200 1 01240 0.360 4021267012403 SI012400

35-120 mm2/rm, f, f + AE/la.Cu 

6/10x15.5x0.8 mm 81x200 1 01243 0.485 4021267012434 SI012430

95-185 mm2/Cu, Al, rm, sm, AE 135x200x117.5 1 01199 1.140 4021267011994 SI011990

120-300 mm2/Cu and Al rm, se, sm 135x200x117.5 1 01754 1.540 4021267017545 SI017540

La. Cu 3x20x1 -10x32x1

for surface busbars 135x200x117.5 1 01753 0.295 4021267017538 SI017530

W SCHRACK INFO
• 3-pole

• Including cover cap

• For conductors 6-300 mm2, or small busbars up to 32x20

• For busbars 12x5 - 30x10, TT, TTT, TCC-profile

• Terminals can be removed for connection of uncut 

conductors

W CONNECTION TERMINAL PLATES FOR 60 mm SYSTEM

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

54 mm wide cover for 

terminal compartment or spare slots 54x200x55 1 01590 0.147 9004840156942 SI015900

84 mm wide cover for 

terminal compartment or spare slots 84x200x55 1 01413 0.145 9004840156775 SI014130

135 mm wide cover for 

terminal compartment or spare slots 135x200x90 1 01756 0.295 9004840157147 SI017560

Cover profile 700 mm 700x200x63 1 01025 0.075 4021267010256 SI010250

Holder for cover profile SI01025 9x196x32 10 01026 0.039 4021267010263 SI010260

W COVER CAPS FOR 60 mm SYSTEM

COVER SHROUDS SI010250

SI012430 SI015630
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W SCHRACK INFO
• Connection of conductors 95-300 mm2/ re, rm, se, f, or small busbars up to 40x25, 

with busbars 

• Connection for small busbars and flexible copper busbars up to 41x25, 

with busbars 40x10-60x10

• Nominal cross-section and tightening torque indicated on terminal.

W CONNECTION TERMINALS FOR SMALL BUSBARS

BUSBAR/TERMINAL COMPARTMENT DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

60x10 for small busbars 40x25 or 2x40x10 60x78x100 3 01034 1.073 9004840156317 SI010340

40x10 for small busbars 40x25 or 2x40x10 60x58x100 3 01032 0.917 9004840156294 SI010320

SI010920

BUSBAR / CURRENT CARRYING DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

CAPACITY / TERMINAL COMPARTMENT

TT profile/1600 A/terminal comp. 51x5-28 103x82x39 3 01906 1.160 9004840157260 SI019060

TT profile/2000 A (for centre supply)/

Terminal space 64x20-42 118x94x63 3 01911 1.387 9004840157284 SI019110

TTT profile/2500 A (for centre supply)/

Terminal space 64x23-45 154x94x39 3 01008 1.240 9004840199581 SI010080

TTT profile/3200 A (for centre supply)/

Terminals 101x23-45 154x132x39 3 01186 1.720 9004840156546 SI011860

CritoR Power Clip profile terminal 68x28 85x50x85 3 01070 0.235 9004840561265 SI010700

W SCHRACK INFO
• Applicable for TT and TTT busbars

• Current carrying capacity up to 3200 A

• For small-busbar connection without drilling

• Parallel connection of small busbars also possible 

W PROFILE TERMINALS

SI011860

W SCHRACK INFO
• For connection without drilling of conductors with cable lugs DIN 46234 and DIN 46235

• For busbars 5 or 10 mm or TT, TTT, TCC-profile

• Tightening torque marked on the terminal.

W BOLT-TYPE-TERMINAL 

RAIL THICKNESS/SCREW/CURRENT DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

10 mm/M 8x8/490 A 32x29.5x36 20 01514 0.162 9004840156904 SI015140

10 mm/M 10x10/630 A 42x38x47 6 01047 0.362 9004840156409 SI010470

SI015140
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BUSBAR/TERMINAL COMPARTMENT DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

30 with 20/max. 20 mm high 50x20x40 10 01997 0.164 9004840157369 SI019970

30 with 30/max. 20 mm high 60x20x50 10 01586 0.198 4021267015862 SI015860

32 with 40/max. 30 mm high 60x30x50 6 01616 0.276 9004840157000 SI016160

50 with 63/max. 30 mm high 82x30x70 3 01617 0.515 9004840157017 SI016170

W SCHRACK INFO
• For overlapping connection of small busbars and flexible copper busbars longitudinally and

laterally.

• For 5 and 10 mm thick busbars.

W CONNECTION TERMINALS

SI019970

SIZE/DESCRIPTION/NOMINAL CURRENT DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Busbar support cover for

busbar 12-30 x 5 mm L=1000 mm 10 01244 0.087 4021267012441 SI012440

Busbar support cover for 

busbar 12-30 x 10 mm L=1000 mm 10 01245 0.101 4021267012458 SI012450

Busbar support cover for busbar 12x5 L=1000 mm 10 78463 0.032 9004840187120 SI784630

Bracket for empty field cover for

busbar 12-30x5/10, TT, TTT, TCC profile 9x195x32 1 01026 0.040 4021267010263 SI010260

Empty field cover 0.7 m long 700x202x16 2 01025 0.750 4021267010256 SI010250

Bracket for empty field cover 

SI010260 und SI010250 9x196x107 8 01320 0.012 4021267013202 SI013200

Name label PE, self-adhesive, 

green-yellow Ø 15 1 78442 0.001 4021267784423 SI784420

Name labels N, self-adhesive, blue Ø 15 1 78443 0.001 4021267784430 SI784430

W COVERS AND ACCESSORIES FOR BUSBARS

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily
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W BUSBAR FUSE SWITCH-DISCONNECTOR FOR 60 mm SYSTEM 

IS504851

W TECHNICAL DATA
Classification Switch-disconnector fuse

Standard  DIN VDE 0638

DIN EN 60947-3; IEC 60947-3

Suitable for D0 fuses DIN 49522 D01, 2, 4, 6, 10, 13, 16 A with plug retaining spring

D02: 20, 25, 32, 35, 40, 50, 63 A

Suitable for cylindrical fuses IEC EN 60269-1 10x38 mm: 2 ... 32 A with plug retaining spring

Suitable for gauge-pieces DIN 49523 D02: 2, 4, 6, 10, 16, 20, 25, 35, 50 A

Number of poles 3-pole, 3-pole+N

Insulating parts Plastic, halogen-, phosphorus-, silicone-free

Fire classification /Leakage current resistance UL94/V0, glow wire test 960 °C / CTI600

Degree of protection / touch protection IP 20 / finger and hand touch safe

Ambient temperature; storage min/max -25 °C / 60 °C

Rated operational voltage Ue 400 V~

Rated operational current Ie 63 A

Rated uninterrupted current Ie 63 A

Rated short-circuit breaking capacity Icm 50 kAeff

Utilzation category AC 23 B

Overvoltage category IV (DIN VDE 0110)

Pollution degree 3 (DIN VDE 0110)

Rated impulse withstand Uimp 6000 V

Connection style Stainless steel cage terminal 1.5 ... 35 mm²

Tightening torque MD 4 Nm

W SCHRACK INFO
• Including fuse-plug with flashing indicator

• Including plug retaining spring for D01 and cylindrical fuses 10x38 mm

• 400 V~, 63 A, 50 kA, AC 23 B, lockable, sealable, 27 mm wide

• for D0 fuse-links 2 ... 63 A and cylindrical fuses 10x38 mm 2 ... 32 A

• for D02 gauge-pieces 2... 50 A 

• for busbars 12, 15, 20, 25, 30 mm wide, 5 or 10 mm thick

W SPECIAL FEATURES
Flashing indicator only 27 mm wide

Removable fuse-plug reliable fuse-blown indication

Finger protection against burns independent manual operation

Safe disconnecting lockable

Securing against restarting sealable
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W BUSBAR FUSE SWITCH-DISCONNECTOR FOR 60 mm SYSTEM – continued

W FLASHING INDICATOR
The optoelectronic fuse-blown indicator provides reliable fault detection on site.

A basic requirement for immediate restarting ability.

Independent manual operation

DIN VDE 0105

The disconnection of all poles – clearance – increases the safety.

W FUSE-PLUG
EN 50110-1

The screw cap-less plug-in design with hand-independent, continuous contact pressure

means:

• Operational safety

• Energy savings

• The removable fuse-plug protects fingers against burns

W RESTART LOCK-OUT

Switching contact indicator
No-power state is indicated by visualising the isolating function.

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

D02 switch-disconnector TYTAN R 60 mm 3-pole 9004840550139 IS504851

D02 switch-disconnector TYTAN R 60 mm 3-pole + N 9004840585964 IS504852

D02 switch-disconnector TYTAN R 60 mm with fixed gauge-rings 20 A, 3-pole 9004840585971 IS504853

D02 switch-disconnector TYTAN R 60 mm with fixed gauge-rings 25 A, 3-pole 9004840585988 IS504854

D02 switch-disconnector TYTAN R 60 mm with fixed gauge-rings 35 A, 3-pole 9004840585995 IS504855

ONOFF

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service

Order no. blue: on stock, usually ready for delivery on the day of order!               
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RH1

HR12

W TECHNICAL DATA
Standards DIN EN 61000 (EMC immunity), IEC/EN 61000-4-2, IEC/EN 61000-4-4, EN 60255

Rated voltage 24V DC

Power consumption per TYTAN TH1 Operation 0.4 W / Fault 1.55 W

TYTAN HR12 0.95 W

RELAY CONTACTS for blown fuse-link, overheated device

Rated operational voltage/current 250 V / 5 Aμ AC cosˆ=1

30 V / 5 A DC

300 V / 0.25 A DC 

Minimum rated operational voltage/current 100 mV / 10m A AC/DC 

Dielectric strength Coil to contacts 4 kVr.m.s

Open to contact 1 kVr.m.s

Rated impulse withstand voltage 4 kV

Overvoltage category III

GENERAL

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C / CTI 600 

Pollution degree         3

Degree of protection / touch protection IP 20 / IP 40; finger and hand touch safe 

Temperature range ambience / storage -25 to +60 °C / -40 to +60 °C

Connection style Rigid 1x4 mm² / 2x1.5mm²

Flexible 1 x 2.5 mm²

Tightening torque MD 0.5 Nm

W BUSBAR FUSE SWITCH-DISCONNECTOR TYTAN RH1 MAIN PROTECTION – 
FOR COLLECTIVE FAULT EVALUATION FOR 60 mm SYSTEM

W SCHRACK INFO
• D0 switch-disconnector with advanced electronic monitoring

• Monitored functions / visualisation:

Ready        Blow fuse-link Device overheated

• Construction:
The TYTAN main protection consists of 1 ... 12 switch-disconnector TYTAN TH1 and one

TYTAN HR12 main protective relay. The links of the main protection components 

are made with RJ10 connector wires quickly and easily.

• The 12 switch-disconnector switches can also be mixed and consist of TYTAN TH1 and TYTAN

RH1 (see chapter TYTAN TH1 and TYTAN HR12 main protection).

MAIN PROTECTIVE RELAY TYTAN HR12

• Monitored functions are output to potential-free relay contacts

Ready Blow fuse-link Device overheated 
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W DIMENSIONS AND WIRING DIAGRAMS

TYTAN RH1

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

3-POLE VERSION

TYTAN RH1 main protection switch-disconnector D02 

with integrated monitoring electronics and LEDs 9004840651294 IS504858

3+N VERSION

TYTAN RH1 main protection switch-disconnector D02 

with integrated monitoring electronics and LEDs 9004840682359 IS504857

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuses 9004840419696 ISF90299

Solid links 63A, 3 pcs 9004840651928 IS504859

TYTAN HR12 MAIN PROTECTIVE RELAY FOR COLLECTIVE FAULT EVALUATION

2 CO contacts 5 A / 250 VAC 9004840651317 IS504871

TYTAN HC CONNECTOR WIRES RJ10

15 cm long 9004840651270 IS504873

100 cm long 9004840651287 IS504877

Order no. blue: on stock, usually ready for delivery on the day of order!               

W BUSBAR FUSE SWITCH-DISCONNECTOR TYTAN RH1 MAIN PROTECTION – 
FOR COLLECTIVE FAULT EVALUATION FOR 60 mm SYSTEM – continued 
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RH1

HR11

W TECHNICAL DATA
Standards DIN EN 61000 (EMC immunity), IEC/EN 61000-4-2, IEC/EN 61000-4-4, EN 60255

Rated voltage 24 V DC

Power consumption per TYTAN RH1 Operation 0.4 W / Fault 1.55 W

TYTAN HR11 1.15 W

RELAY CONTACTS for blown fuse-link, overheated device, load break switched ON/OFF

Rated operational voltage/current 250 V / 5 Aμ AC cosˆ=1

30 V / 5 A DC

300 V / 0.25 A DC 

Minimum rated operational voltage/current 100 mV / 10 m A AC/DC 

Dielectric strength Coil to contacts 4 kVr.m.s

Open to contact 1 kVr.m.s

Rated impulse withstand voltage 4 kV

Overvoltage category III

GENERAL

Flame class / comparative tracking index UL94/V0, glow wire test 960 °C / CTI 600 

Pollution degree         3

Degree of protection / touch protection IP 20 / IP 40; finger and hand touch safe 

Temperature range ambience / storage -25 to +60 °C / -40 to +60 °C

Connection style Rigid 1x4 mm² / 2x1.5mm²

Flexible 1 x 2.5 mm²

Tightening torque MD 0.5 Nm

W BUSBAR FUSE SWITCH-DISCONNECTOR TYTAN RH1 MAIN PROTECTION – 
SINGLE EVALUATION FOR 60 mm SYSTEM

W SCHRACK INFO
• D0 switch-disconnector with advanced electronic monitoring

• Monitored functions / visualisation:

Ready        Blow fuse-link Device overheated

• Construction:
The TYTAN main protection consists of one switch-disconnector TYTAN TH1 and one

TYTAN HR11 main protective relay. The links of the main protection components 

are with RJ10 connector wires quickly and easily.

MAIN PROTECTIVE RELAY TYTAN HR11

• Monitored functions are output to potential-free relay contacts

Ready Blow fuse-link Device overheated 

Load-break switch ON
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W DIMENSIONS AND WIRING DIAGRAMS

DESCRIPTION EAN CODE AVAILABLE ORDER NO.

3-POLE VERSION

TYTAN RH1 main protection switch-disconnector D02 

with integrated monitoring electronics and LEDs 9004840651294 IS504858

3+N VERSION

TYTAN RH1 main protection switch-disconnector D02 

with integrated monitoring electronics and LEDs 9004840682359 IS504857

ACCESSORIES

Plug retaining spring for D01 and 10x38 mm fuses 9004840419696 ISF90299

Solid links 63A, 3 pcs 9004840651928 IS504859

TYTAN HR11 MAIN PROTECTIVE RELAY FOR SINGLE EVALUATION

2 CO contacts 5 A / 250 VAC 9004840651263 IS504870

TYTAN HC CONNECTOR WIRES RJ10

15 cm long 9004840651270 IS504873

100 cm long 9004840651287 IS504877

TYTAN RH1

Order no. blue: on stock, usually ready for delivery on the day of order!              

W BUSBAR FUSE SWITCH-DISCONNECTOR TYTAN RH1 MAIN PROTECTION – 
SINGLE EVALUATION FOR 60 mm SYSTEM – continued 
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DESCRIPTION DIM. (WxHxD) mm TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

D02 bus-mounting fuse base E18 w/o cover 27x201x32/50 6010 0.147 9004840384130 IS504823

D02 busbar cover 27 mm 3p 27x201 6011 0.016 9004840384147 IS504824

D02 cover strip 36 mm + consumer 3p 36x201 6012 0.022 9004840384154 IS504825

D02 cover strip 54 mm + consumer 3p 54x201 6013 0.044 9004840396645 IS504826

D02 cover strip 36 mm, right 36x201 6018 0.022 9004840396676 IS502767

D02 screw caps - 31006 0.012 4086500011520 SI310060

W SCHRACK INFO
• Integral labelling field, loss-free stainless steel clamp

• Temperature resistance: +200 °C, 960 °C glow wire

W D02 BUSBAR FUSE BASE, SERIES SCHRACK, FOR 60 mm SYSTEM

IS507823

W SCHRACK INFO
• 3-pole Version

• Combination foot makes it suitable for 5 and 10 mm thick busbar

• For busbars 12-30x5/10, TT and TTT profile

• With box terminals from 1.5-25 mm2 (DII, D0), or 1.5-35 mm2 (DIII)

• Latching mechanism when pushed onto the busbar.

• In one operation mechanically fixed and electrically contacted

W D02 FUSE BASE FOR 60 mm SYSTEM – GENERAL INFORMATION

SI016470 + ACCESSORIES

W D02 FUSE BASE, SERIES WR, FOR 60 mm SYSTEM 

SI016470

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

NOMINAL VOLTAGE

27 mm wide, D0 base E 18, 

adjusting sleeve/63 A/400 V 27x200x35 1 01647 0.147 4021267016470 SI016470

36 mm wide, D0 base E18, 

adjusting sleeve/63 A/400 V 36x200x35 1 01498 0.155 4021267014988 SI014980
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DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

42 mm wide, for E 27 - 1x 42x200x43 10 31070 0.050 4021267310707 SI310700

57 mm wide, for E 33 - 1x 57x200x43 10 31071 0.062 4021267310714 SI310710

Touch protection on the side 

for all cover strips - 10 79663 0.013 9004840187199 SI796630

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

NOMINAL VOLTAGE

42 mm wide, D base, E27, gauge ring/25A/500V 42x169x35 1 31918 0.233 9004840186451 SI319180

42 mm wide, D base E 27, fitting screw/25A/500V 42x169x35 1 31441 0.225 4021267314415 SI314410

57 mm wide, D base E 33, gauge ring/63A/690V 57x169x35 1 31919 0.336 9004840186468 SI319190

57 mm wide, D base E 33, fitting screw/63A/690V 57x169x35 1 31442 0.306 4021267314422 SI314420

D screw cap porcelain 500V, E27/25A/500V E27 1 01098 0.010 9004840264562 SI010980

D screw cap porcelain 690V, E33/63A/690V E33 1 01100 0.015 9004840264579 SI011000

W D FUSE BASE FOR 60 mm SYSTEM 

SI314410

W D FUSE BASE FOR 60 mm SYSTEM 

SI310700

Order no. blue: on stock, usually ready for delivery on the day of order!               

W D02 FUSE BASE COVER STRIP, SERIES BR, FOR 60 mm SYSTEM 

SI019800

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

27 mm wide, for E 18 - 1x 27x200x43 1 01980 0.024 4021267019808 SI019800

36 mm wide, for E18, 1-1/3x 36x200x43 1 01424 0.032 9004840156782 SI014240

54 mm wide, for E 18 -2x (1 blind) 54x200x43 1 01981 0.040 9004840157338 SI019810

W D02 FUSE BASE WITH COVER STRIP, TOUCH-PROTECTED, SERIES WR,
FOR 60 mm SYSTEM 

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

27 mm wide, for E 18 - 1-1/3x 36x200x35 1 31936 0.161 9004840555769 SI319360
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W TECHNICAL DATA
• According to IEC/EN 60 947-3

• For HRC fuse links size 000 according to IEC/EN 60 269-2/section 1, VDE 0636 part 201

• Breaking capacity according to IEC/EN 60 947-3 AC 23 B / 400 V / 100 A, AC 21 B / 690 V / 100 A, DC 22 B / 440 V / 100 A

• Conditional rated short-circuit current for protection by fuses size 000: 80 kA / 690 V / 100 A

W ARROW BLOC HRC FUSE LOAD-BREAK DISCONNECTOR, 
SIZE 000 / 100A / 54 mm, BUS-MOUNTING, FOR 60 mm SYSTEM

W SCHRACK INFO
• For busbars with 12-30 mm width and 5-10 mm thickness

• Device width 54 mm

• Touch protection IP 3x

• Lid lock combined with sealing

• Connection box terminal up to 2.5-50 mm²

DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

Arrow Bloc 100 A, size 000, 3-pole,

box terminal 2.5-50 mm2, outlet at bottom 1 207 9004840688948 ISA05019

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily

IS505019
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W SCHRACK INFO
• Universal for 40 mm and 60 mm busbar system

• Universal for 5 mm and 10 mm busbar thickness

• Universal design: cable output at the top or bottom

• Technical performance data according to IEC 947 / EN 60947, the same as for the surface-mounting version

• Optional: fuse monitoring

W ARROW BLOC HRC FUSE LOAD-BREAK DISCONNECTOR, 
BUS-MOUNTING, FOR 60 mm SYSTEM

ISA05226

DESCRIPTION CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

ARROW BLOC – SIZE 00 DISCONNECTOR

3-pole size 00 - 160 A, M8 214 9004840689112 ISA05223

3-pole size 00 - 160 A, M8, with window lock 214 9004840689129 ISA05223F

ARROW BLOC – SIZE 1 DISCONNECTOR

3-pole size 1 - 250 A, M10 636 9004840689235 ISA05290

ARROW BLOC – SIZE 2 DISCONNECTOR

3-pole size 2 - 400 A, M10 1888 9004840689204 ISA05251

Also available with fuse monitoring

Order no. blue: on stock, usually ready for delivery on the day of order!               
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W TECHNICAL DATA
• According to IEC/EN 60 947-3

• For HRC fuse links according to IEC/EN 60 269-2/section 1, VDE 0636 part 201

• Breaking capacity according to IEC/EN 60 947-3 AC 23 B / 400 V / 160 A, AC 22 B / 500 V / 160 A, AC 21 B / 690 V / 100 A

• Conditional rated short-circuit current with fuse links: 

80 kA / 400 V / 160 A, 80 kA / 500 V / 160 A, 50 kA / 690 V / 100 A

W ARROW LINE HRC FUSE LOAD-BREAKING, SIZE 00 / 160 A, 
BUS-MOUNTING, FOR 60 mm SYSTEM

ISA05261

W SCHRACK INFO
• HRC fuse load-breaking busbar, 3-pole, size 00, 160 A, AC 690 V

• Symmetric load-breaking busbar, outlet at top/bottom selectable at installation

• For busbars with 20 - 30 mm width and 10 mm thickness

• M8 terminal

• installation on 60 mm busbar system

DESCRIPTION PU CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

Arrow Line 160 A, size 00, 3-pole 1 420 9004840689211 ISA05260

DESCRIPTION DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Size 00/70 mm2/160 A M8 screw 

max. 70 mm2, 3-pole 99x200x89 4 0.645 4021267036560 SI036560

Size 00/70 mm2/160 A clip 

max. 70 mm2, 3-pole 99x200x89 4 0.665 9004840403527 SI036540

W SCHRACK INFO
• Terminal  at top
• With touch protection
• 60 mm bus-mounting system
• Other NH bases on request

W HRC BUS-MOUNTING FUSE BASES FOR 60 mm SYSTEM

SI036560
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W SCHRACK INFO
• 3-pole, 25 - 80 A

• Adapter widths 45 mm to 81 mm, can be combined

• For busbars 12-30x5/10, TT and TTT profile

• Combination foot for 5 and 10 mm thick busbar

• Ultrasonically welded lines

• Length 200 mm or 260 mm

• Adjustable mounting busbars

• Other adapters and accessories available on request

W BUSBAR ADAPTER – EQUES EASYCONNECTOR FOR 60 mm SYSTEM

ADAPTER 60 MM WR

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

25 A, 45 mm wide, 1 mounting busbar, 

3 x 4 mm2 wires 45x200 1 32430 0.325 4021267324308 SI324300

25 A, 45 mm wide, 2 mounting busbar, 

3 x 4 mm2 wires 45x200 1 32431 0.326 9004840236316 SI324310

25 A, 45 mm wide, 2 mounting busbar, 

3 x 6 mm2 terminals 45x200 1 32436 0.322 9004840274776 SI324360

32 A, 54 mm wide, 1 mounting busbar, 

3 x 6 mm2 wires 54x200 1 32441 0.259 9004840233889 SI324410

32 A, 54 mm wide, 2 mounting busbars, 

3 x 6 mm2 wires 54x200 1 32442 0.380 4021267324421 SI324420

32 A, 63 mm wide, 1 mounting busbar, 

3 x 6 mm2 wires 63x200 1 32443 0.445 9004840236323 SI324430

32 A, 72 mm wide, 1 mounting busbar, 

3 x 6 mm2 wires 72x200 1 32444 0.443 9004840236330 SI324440

63 A, 54 mm wide, 1 mounting busbar, 

3x10 mm2 wires 54x200 1 32454 0.277 9004840233865 SI324540

63 A, 54 mm wide, 2 mounting busbars, 

3x10 mm2 wires 54x200 1 32455 0.410 4021267324551 SI324550

63 A, 63 mm wide, 1 mounting busbar, 

3 x 10 mm2 wires 63x200 1 32456 0.449 9004840236354 SI324560

63 A, 72 mm wide, 1 mounting busbar, 

3 x 10 mm2 wires 72x200 1 32457 0.340 9004840236361 SI324570

63 A, 81 mm wide, 2 mounting busbars, 

3 x 10 mm2 wires 81x200 1 32459 0.374 9004840236378 SI324590

Device support without contacting, 

45 mm wide, 1 mounting busbar 45x182x60 1 32477 0.248 9004840267693 SI324770

Device support without contacting, 

54 mm wide, 1 mounting busbar 54x182x60 1 32478 0.156 9004840236385 SI324780

W TIPS & TRICKS
For surface-mounting of line circuit breakers, motor circuit breakers, contactors, etc.

Order no. blue: on stock, usually ready for delivery on the day of order!             



FUSE- AND BUSBAR SYSTEMS

Page

341

Order no. blue: on stock, usually ready for delivery on the day of order!          

W SCHRACK INFO
• 3-pole 25-45 A

• Adapter widths 45, 54 and combinable

• For busbars 12 - 30 x 5/10, TT, and TTT profile

• Combination foot for 5 and 10 mm thick busbar

• Ultrasonically welded lines

• Length 200 and 260 mm

• Provides MCC technology

• Touch-proof busbar during device replacement

W EQUES MOTOR CONTROLLER FOR 60 mm SYSTEM

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

25 A, 2 mounting busbars 

with 3 x 4 mm2 wires 45x200x75 4 32400 9004840407402 SI324000

32 A, 2 mounting busbars 

with 3 x 6 mm2 wires 54x200x75 4 32404 9004840407419 SI324040

45 A, 2 mounting busbars 

with 3 x 100 mm2 wires 54x200x75 1 32412 0.498 9004840251531 SI324120

Side module, pluggable on both sides 9x200 1 32963 0.023 9004840382938 SI329630

SI324120 SI324120

W TIPS & TRICKS
For surface-mounting of line circuit breakers, motor circuit breakers, contactors, etc.
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W UNIVERSAL BUS-MOUNTING ADAPTER 200 A – 630 A, FOR 60 mm SYSTEM

MC291400

W SCHRACK INFO
• 3-pole for all commercially available switchgear systems

• Terminal at top or bottom

• With fastening screws M4 (M5, M6, see accessories) for adapter 200 A/250 A

• With fastening screws M6 (M8 see accessories) for adapter 630 A

• 200 A - Box terminal version for conductor 6-70 mm2 rm/f/f+ferrule or flexible copper 10x16x0.8

• 250 A - Box terminal version for conductor 35-120 mm2 rm/f/f+ferrule or flexible copper 10x20x0.8

• 630 A - Screw M12/240 mm2 or terminal lug small busbar up to 14x25 mm

• For contacting on hole-free busbar

DESCRIPTION/NOMINAL CURRENT DIM. (WxHxD) mm TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Outlet at top/200 A 108x222 32214 0.842 9004840186550 SI322140

Outlet at bottom/200 A 108x222 32215 0.860 9004840158908 SI322150

Outlet at top/250 A 110x320 32168 1.604 9004840186543 SI321680

Outlet at bottom/250 A 110x320 33216 1.640 9004840202137 SI322160

For circuit breaker Schrack MC1, 3-pole, 160 A 90x200x38 32570 9004840417722 MC195700

Phase separator, 3-pole for MC195700 - MC1-XKP 9004840560367 MC196609

For circuit breaker Schrack MC2, 3-pole, 250 A 106x200x35 32140 9004840413700 MC291400

Cover for MC291400 - MC2-XKR4V2 9004840523065 MC291666V2

For circuit breaker Schrack MC3, 3-pole, 500 A 32978 9004840413694 MC391700

Cover for MC391700 - 9004840403312 MC391668

For circuit breaker MG NS 250, 3-pole 106x192x35 32156 9004840250824 SI321560

For circuit breaker MG NS 250, 4-pole 140x270x35 32582 9004840553925 SI325820

For circuit breaker MG NS 400+630, 3-pole 140x272x35 32157 9004840241921 SI321570

Order no. blue: on stock, usually ready for delivery on the day of order!            
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W TERMINAL CLAMPING PLATE, SERIES WR, FOR 60 mm COMPACT SYSTEM

SI011650

W SCHRACK INFO
• Terminal clamping plate, 3-pole, with cap

• For round conductors 35-150 mm²

• For busbars 12 x 5 and 12 x 10 mm

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Terminal plate, 3-pole

for 60 mm compact system 90 x 160 x 115 1 01165 0.575 4021267011659 SI011650

W SCHRACK INFO
• For 5 and 10 mm thick busbars, as well as special profiles

• Connection of conductors 1.5-120 mm2

• Integrated retaining spring

• Open terminal compartment and captive terminal screw allow easy mounting

• Nominal cross-section and tightening torque indicated on terminal

W UNIVERSAL CONDUCTOR CONNECTION TERMINALS

CONDUCTOR CONNECTION TERMINALS

RAIL THICKNESS/ DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

TERMINAL CAPACITY/TYPE OF CONDUCTOR

5 mm/1.5-16 mm2/re, rm, f, f+ferrule 11.5x22.5x30 1 01284 0.021 4021267012847 SI012840

5 mm/4-35 mm2/re, rm, f, f+ferrule, 

la. Cu 3/6x9x0.8 15.5x29x41 1 01285 0.044 4021267012854 SI012850

5 mm/16-70 mm2/rm, f, f+ferrule,  

2x la. Cu 3/6x9x0.8/6x13x0.5 20.5x32 1 01287 0.071 4021267012878 SI012870

5 mm/16-120 mm2/rm, f, f+ferrule,  

la. Cu 4/6/10x16x0.8 23.5x36x60 1 01068 0.108 4021267010683 SI010680

10 mm/1.5-16 mm2/re, rm, f, f+ferrule,

la. Cu 8x6x0.5 11.5x22.5x35 1 01289 0.023 4021267012892 SI012890

10 mm/4-35 mm2/re, rm, f, f+ferrule, 

la. Cu 3/6x9x0.8 15.5x29x45 1 01290 0.047 4021267012908 SI012900

10 mm, T profile/16-70 mm2/rm,

f, f+ferrule, 2x la. Cu 3/6x9x0.8 20.5x32 1 01292 0.074 4021267012922 SI012920

10 mm, T profile/16-120 mm2/rm,

f, f+ferrule, la. Cu 10x16x0.8 23.5x36x65 1 01203 0.11 4021267012038 SI012030
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W D02 BUS-MOUNTING FUSE BASE, SERIES WR, FOR 60 mm COMPACT SYSTEM

SI315540

W SCHRACK INFO
• D02 bus-mounting fuse base, touch-proof

• 3-pole, with combination foot for 5 and 10 mm thick busbars of 60 mm compact system

• Latching mechanism when pushed onto the busbar.

• Opened box terminal 1.5 - 25 mm²

DESCRIPTION PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

D02 bus-mounting fuse base, 60 mm compact system 6 31554 0.130 4021267315542 SI315540

Plastic screw cap, D02, E 18/63 A, 400 V 20 31006 0.012 9004840686746 SI310060

W COVER PROFILE, SERIES WR, FOR 60 mm COMPACT SYSTEM

SI013140 SI013170

W SCHRACK INFO
• For covering the 60 mm compact system from the front

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Cover profile for 60 mm compact system 700 x 160 x 63 2 01314 0.420 4021267013141 SI013140

Holder for cover profiles 01314 5 x 155.5 x 54.5 10 01317 0.018 4021267013172 SI013170
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DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

3-pole busbar support for busbar 

30-40-50-60 x 10 mm, up to 1250 A 62x320x70 1 01479 0.461 4021267014797 SI014790

End cap for SI014790 22x320x42 1 01254 0.050 4021267012540 SI012540

For drilled busbars from 30x10 to 

120x10 mm in 100/185 mm system 32x412x40 1 01004 0.311 9004840148428 SI010040

W SCHRACK INFO
• High short-circuit and temperature resistance

• Silicone-free, chlorine-free

• Temperature resistance 120 °C/V0

• Leakage current resistance CTI 600

• For hole-free mounting of 30 to 60x10 mm busbars

W UNIVERSAL BUSBAR SUPPORT 1250 A, SERIES WR, FOR 100 mm SYSTEM

SI014790

W SCHRACK INFO
• High short-circuit and temperature resistance

• Silicone-free, chlorine-free

• Temperature resistance 120 °C/VO

• Leakage current resistance CTI 600

• For hole-free mounting of 30 to 120x10, TT and TTT profile busbars 

(with busbar support SI012300)

W BUSBAR SUPPORT UP TO 2100 A, SERIES WR, FOR 185 mm SYSTEM

185mm COMPONENTS

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

Drill-free mounting for 30 up to 120x10, 

TT/TTT profile in 185 mm system 30x580x65 1 01230 0.500 4021267012304 SI012300

For drilled busbars from 30x10 to 

120x10 mm in 185 mm system 32x412x40 1 01742 0.727 9004840157086 SI017420

For drilled busbars from 30x10 to 

120x10 mm in 100/185 mm system 32x412x40 1 01004 0.311 9004840148428 SI010040

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

40x10 busbar tin-plated/830 A 2400x40x10 1 01626 8544 9004840169898 SI016260

50x10 busbar tin-plated/830 A 2400x50x10 1 01627 10680 9004840173468 SI016270

60x10 busbar tin-plated/830 A 2400x60x10 1 01628 12816 9004840168327 SI016280

Other busbars on request.

W COPPER BUSBARS
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RAILS THICKNESS/

CROSS-SECTION/TYPE OF CONDUCTOR DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

10 mm/1.5-16 mm2/re, rm, f, f+ferrule 11.5x22.5x35 1 01289 0.023 4021267012892 SI012890

10 mm/4-35 mm2/re, rm, f, f+ferrule, 

la. Cu 3/6x9x0.8 15.5x29x45 1 01290 0.047 4021267012908 SI012900

10 mm, TT, TTT profiles/16-70 mm2/rm,

f, f+ferrule, 2x la. Cu 3/6x9x0.8 20.5x32 1 01292 0.074 4021267012922 SI012920

10 mm, TT, TTT profiles/16-120 mm2/rm,

f, f+ferrule, la. Cu 10x16x0.8 23.5x36x65 1 01203 0.110 4021267012038 SI012030

W SCHRACK INFO
• For 5 and 10 mm thick busbars, as well as special profiles

• Connection of conductors 1.5-120 mm2

• Integrated retaining spring

• Open terminal compartment and captive terminal screw allow easy mounting.

• Nominal cross-section and tightening torque indicated on terminal.

W UNIVERSAL CONDUCTOR CONNECTION TERMINALS

CONDUCTOR CONNECTION TERMINAL

W SCHRACK INFO
• Connection of conductors 95-300 mm2/ re, rm, se, f, or small busbars up to 40x25, 

with busbars 30x10, TT, TTT profile

• Connection for small busbars and flexible copper busbars up to 41x25, 

with busbars 40x10-60x10

• Nominal cross-section and tightening torque indicated on terminal.

W CONNECTION CLAMPS FOR SMALL BUSBARS

DESCRIPTION DIM. (WxHxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

30x10 TT, TTT profile/for 95-300 mm2 47x60x85 3 01094 0.879 4021267010942 SI010940

60x10/for small busbars41x25 60x78x100 3 01034 1.073 9004840156317 SI010340

40x10/for small busbars 41x25 60x58x100 3 01032 0.917 9004840156294 SI010320

SI010920

DESCRIPTION PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

For busbars 30-60 x 10, 1 m length 1 01251 0.093 9004840224054 SI012510

W BUSBAR COVER
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W TECHNICAL DATA
Size 00, 1, 2, 3: 3-pole

Convent. thermal current in free air: 160/250/400/630 A

Max. permissible nominal power loss of the NH fuse links: 12/32/45/48 W

Max. permissible nominal power loss of the consumption meters: 1.2/3/8/48 W

Rated operating voltage Ue: AC 400/500/690 V

Utilisation category: AC 23/22/21B

Rated insulation voltage Ui: 800/1000/1000/1000 V

Rated surge voltage protection Uimp: 8 kV

Rated frequency: 50-60 Hz

Degree of protection: IP 30

Pollution degree: 3

Rated duty: Uninterrupted

Rated short circuit making capacity: 6.1/8/8/12.6 kA per second

Conditional rated short-circuit current when protected by fuses: 80/120/120/120 kA

Power loss at 160 A without NH fuse links: 18/23/54/115 W

W ARROW LINE HRC FUSE SWITCH DISCONNECTOR BUSBARS,
FOR 100/185 mm SYSTEM

ISA05261 ISA05311

DESCRIPTION CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

ARROW LINE – SIZE 00, TYPE UP TO 160 A

Load-breaking strip 3p size 00 up to 160 A, 100 mm 

busbar system, M8 + cable cover 420 9004840689228 ISA05261

Single adapter size 00, 

100 mm to 185 mm busbar system 276 9004840689334 ISA05327

Double adapter size 00,

100 mm to 185 mm busbar system 466 9004840689327 ISA05326

Cover shroud to equalise 

different installation heights, size 00-I, II, III - 9004840689341 ISA05329

ARROW LINE – SIZE 1, TYPE UP TO 250 A

Size 1 up to 250 A, 3-pole breakable M10,

for 185 mm busbar system 1943 9,00484E+12 ISA05305-A

ARROW LINE – SIZE 2, TYPE UP TO 400 A 

Size 2 up to 400 A, 3-pole breakable M12

for 185 mm busbar system 1943 9004840519570 ISA05311-A

ARROW LINE – SIZE 3, TYPE UP TO 630 A

Size 3 up to 630 A, 3-pole breakable M12

for 185 mm busbar system 2662 9,00484E+12 ISA05320-A
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W SCHRACK INFO
These NH fuse links are used to protect cables and wires. They safely disconnect impermissible

overcurrents up to the nominal disconnect current. Size 000 (C00) up to 100 A, only 2 cm wide.

The electrical resistance of the fuse links can be reduced by special design of the fuse wires for

AC 400 V versus 500 V AC. Less power loss and heat-up – the fuses are energy-saving!

W FUSE LINKS TYPE 00.SE TO 3.SE, 400V AC

ISP01250

W TECHNICAL DATA
• Insulation body made from Stealit

• Contact blades from one piece

• Anti-magnetic cover sheets

• Top indicator

• Operating class: gG in acc. to IEC 60269

• Corrosion-resistant

W BENEFITS
• Significantly lower power loss than fuse links AC 500 V “gG”

• Lower energy consumption – cost reduction

• Reduced heating (by up to 20%)

• Longer life

• Easy replacement of the existing fuse links AC 500 V – same 

dimensions

Mixed set of fuse links AC 400 V and AC 500 V possible with

out any problems, because of identical same current/ time curve 

– gradual replacement possible

CURRENT AMPERE PU EAN CODE AVAILABLE ORDER NO. 

SIZE 000 + 00

000 + 00 4 A 3 9004840507522 ISP00004

000 + 00 6 A 3 9004840507553 ISP00006

000 + 00 0 A 3 9004840507577 ISP00010

000 + 00 16 A 3 9004840507591 ISP00016

000 + 00 20 A 3 9004840507638 ISP00020

000 + 00 25 A 3 9004840507645 ISP00025

000 + 00 32 A 3 9004840507652 ISP00032

000 + 00 35 A 3 9004840507713 ISP00035

000 + 00 40 A 3 9004840507720 ISP00040

000 + 00 50 A 3 9004840507737 ISP00050

000 + 00 63 A 3 9004840507744 ISP00063

000 + 00 80 A 3 9004840507751 ISP00080

000 + 00 100 A 3 9004840507775 ISP00100

SIZE 00

00 125 A 3 9004840507829 ISP00125

00 160 A 3 9004840507836 ISP00160

SIZE 1

1 35 A 3 9004840507843 ISP01035

1 50 A 3 9004840507850 ISP01050

1 63 A 3 9004840507898 ISP01063

1 80 A 3 9004840507904 ISP01080

1 100 A 3 9004840507911 ISP01100

1 125 A 3 9004840507959 ISP01125

1 160 A 3 9004840507966 ISP01160

1 200 A 3 9004840507973 ISP01200

1 250 A 3 9004840508017 ISP01250

Order no. blue: on stock, usually ready for delivery on the day of order!                
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W FUSE LINKS TYPE 00.SE TO 3.SE – continued

SI031610

CURRENT AMPERE PU EAN CODE AVAILABLE ORDER NO. 

SIZE 2

2 35 A 3 9004840508031 ISP02035

2 50 A 3 9004840508055 ISP02050

2 63 A 3 9004840508079 ISP02063

2 80 A 3 9004840508116 ISP02080

2 100 A 3 9004840508123 ISP02100

2 125 A 3 9004840508130 ISP02125

2 160 A 3 9004840508154 ISP02160

2 200 A 3 9004840538496 ISP02200

2 225 A 3 9004840508239 ISP02225

2 250 A 3 9004840508246 ISP02250

2 315 A 3 9004840508253 ISP02315

2 400 A 3 9004840508307 ISP02400

SIZE 3

3 200 A 3 9004840508314 ISP03200

3 250 A 3 9004840508369 ISP03250

3 315 A 3 9004840508376 ISP03315

3 400 A 3 9004840508383 ISP03400

3 500 A 3 9004840508390 ISP03500

3 630 A 3 9004840508413 ISP03630

SIZE 4

4 800 A 3 9004840553680 ISP04800

NOMINAL VOLTAGE/SIZE PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

160A/size 00 3 03161 0.06 9004840157673 SI031610

250 A/size 1 3 03162 0.14 9004840157680 SI031620

400 A/size 2 3 03163 0.19 9004840157697 SI031630

630 A/size 3 3 03164 0.26 9004840218879 SI031640

W HRC-KNIFE LINK, SIZE 00-3

Order no. blue: on stock, usually ready for delivery on the day of order!           
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W TECHNICAL DATA
Basic systems consist of
Type-tested combination of devices 
DIN EN 60439 Part 1:
• 3- or 4-pole design

• Rated operating voltage: 690 V AC

• Rated insulation voltage: 1000 V AC

• Double T busbar up to 2000 A

• Triple T busbar up to 3200 A

• TCC busbar up to 4000 A

High intrinsic safety:
• Current carrying capacity up to 4000 A

• Short-circuit resistance 120 kA

• Type-tested standard constructions

W SCHRACK-INFO
Easy installation through

• Mounting without drilling

• Clear design 

• Flexible design widths

• Universal arrangement of the busbars 

• Variable number of terminal points

• Precise adjustment of outlets

• Complete gripping by jaw-type terminals

• Substantial time and cost savings

• Other types and currents on request

W CENTER FEED UNIT, UP TO 4000 A

DESCRIPTION DIM. (WxHxD) mm PU WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

For 600 mm cabinet width up to 1250 A 540x300x300 1 14.5 9004840169904 SI350070

For 800 mm cabinet width up to 3200 A 740x300x300 1 29.4 9004840174441 SI350160

Busbar support for external central supply 300x300 1 4.58 9004840191721 SI350080

Busbar support 4-pole centre TT 300x300 1 4.58 9004840191714 SI350090

CENTRAL SUPPLY

W TIPS & TRICKS
Individual construction (e.g., system width) is possible by individual components

SI012030

W CONNECTION TERMINALS FOR CENTER FEED UNIT

DESCRIPTION PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

16-120 mm2, rm, f+AC and la. Cu 

up to max. 440 A terminal compartment 17x15 25 01203 0.109 4021267012038 SI012030

95-300 mm2, re, se, sm, f, f+AC 

up to max. 630 A terminal compartment 41x31 3 01094 0.857 4021267010942 SI010940

Cu and Al 95-185 mm2, rm, sm, f 

up to max. 500 A terminal compartment 30x25 6 01318 0.312 4021267013189 SI013180

Cu and Al 120-300 mm2, rm, sm, f 

up to max. 600 A terminal compartment 32x25 3 01760 0.425 4021267017606 SI017600

600-900 mm2 terminal compartment 64x5-28 

up to max. 1600 A double T profile 3 01907 0.84 9004840157277 SI019070

1000-2000 mm2 terminal compartment 101x20-42 

up to max. 1600 A double T profile 3 01935 1.137 9004840157307 SI019350

Order no. blue: on stock, usually ready for delivery on the day of order!             
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DESCRIPTION/NOMINAL CURRENT DIM. (LxWxD)mm FINISH CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

10 x 3

Copper busbar 1000 x 10 x 3 blank 9004840615654 IS505108

12 x 5

200 A, busbar 2400 x 12 x 5 tin-plated 1,282 9004840211498 SI016180

15 x 5

250 A, busbar 2400 x 15 x 5 tin-plated 1,602 9004840245738 SI016190

20 x 5

274 A (320 A), busbar 2000 x 20 x 5 blank 1,838 9004840044188 IS505068

320 A, busbar 2400 x 20 x 5 tin-plated 2,136 9004840157024 SI016200

20 x 10

520 A, busbar 2400 x 20 x 10 tin-plated 4,272 9004840157048 SI016240

30 x 5

379 A (450 A) busbar 2000 x 30 x 5 blank 2,818 9004840044195 IS505069

450 A, busbar 2400 x 30 x 5 tin-plated 3,204 9004840157031 SI016220

Cranked busbar 355 + 550 cranked/blank - 9004840276886 BS900198

Cranked copper busbar 957 + 75 + 953 cranked/blank 2,700 9004840589566 IS505107

30 x 10

573 A (630 A), busbar 2000 x 30 x 10 blank 5,570 9004840044386 IS505087

630 A, busbar 2400 x 30 x 10 tin-plated 6,408 9004840157055 SI016250

630 A, busbar 3600 x 30 x 10 tin-plated 9,610 9004840184723 SI012040

40 x 10

850 A, busbar 2400 x 40  x 10 tin-plated 8,544 9004840169898 SI016260

50 x 10

1000 A, busbar 2400 x 50 x 10 tin-plated 10,680 9004840173468 SI016270

60 x 10

1250 A, busbar 2400 x 60 x 10 tin-plated 12,816 9004840168327 SI016280

80 x 10

1500 A, busbar 2400 x 80 x 10 tin-plated 17,088 9004840184761 SI017650 

100 x 10

1800 A, busbar 2400 x 100 x 10 tin-plated 21,360 9004840218893 SI017660

120 x 10

2100 A, busbar 2400 x 120 x 10 tin-plated 25,630 9004840218909 SI017670

W COPPER BUSBARS BLANK AND TIN-PLATED
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DESCRIPTION/NOMINAL CURRENT DIM. (LxWxD)mm FINISH CU WEIGHT (g) EAN CODE AVAILABLE ORDER NO.

245 A, 6 x 9 x 0.8, insulated 2000 x 13 x 6 769   9004840156560 SI011940

253 A, 6 x 13 x 0.5, insulated 2000 x 17 x 7 694   9004840209617 SI010500

320 A, 4 x 16 x 0.8, insulated 2000 x 20 x 7 883   9004840156577 SI011960

360 A, 3 x 20 x 1, insulated 2000 x 24 x 7 1,068   9004840199567 SI010270

360 A, 3 x 20 x 1, insulated 2000 x 24 x 7 tin-plated 1.068   9004840222777 SI010620

462 A, 6 x 20 x 1, insulated 2000 x 24 x 10 2,136   9004840199574 SI010280

640 A, 5 x 32 x 1, insulated 2000 x 30 x 9 2,848   9004840156973 SI016120

645 A, 10 x 20 x 1, insulated 2000 x 24 x 14 3,560   9004840260755 SI010290

514 A, 5 x 24 x 1, insulated 2000 x 28 x 9 2,136   9004840214376 SI016110

800 A,10 x 24 x 1, insulated 2000 x 28 x 14 blank 4,272   9004840156539 SI011840

1040 A, 10 x 32 x 1, insulated 2000 x 36 x 14 5,696   9004840156980 SI016130

760 A, 5 x 40 x 1, insulated 2000 x 44 x 9 3,560   9004840184716 SI016140

1181 A, 10 x 40 x 1, insulated 2000 x 44 x 14 7,120   9004840156997 SI016150

930 A, 5 x 50 x 1, insulated 2000 x 54 x 9 4,450   9004840199550 SI010600

1395 A, 10 x 50 x 5, insulated 2000 x 54 x 14 8,900   9004840156874 SI015090

455 A, 10 x 15 x 0.8, insulated 2000 x 20 x 12 2,207   9004840156928 SI015830

1600 A, 10 x 63 x 1, insulated 2000 x 67 x 14 11,214   9004840156881 SI015100

1775 A, 10 x 80 x 1, insulated 2000 x 84 x 14 14,240   9004840231120 SI010610

1985 A, 10 x 100 x 1, insulated 2000 x 104 x 14 17,800   9004840259537 SI012730

W SCHRACK INFO
• Temperature resistance of insulation 105 °C

• Current data at 40 °C ambient temperature and heating of the conductor surface of 45 K

• Flexible and pliable

Other cross-sections and tin-plated versions on request

W FLEXIBLE COPPER BUSBARS

LAMINATED COPPER BUSBARS

W TIPS & TRICKS
Processing flexible copper saves approx. 25% conductor material and approx. 30% fastener material (e.g., 90° connec-

tions) compared to rigid copper

DESCRIPTION/NOMINAL CURRENT DIM. (L)mm FINISH CU WT. (g) EAN CODE AVAILABLE ORDER NO.

DOUBLE T PROFILE BUSBARS 500 mm² UP TO1250 A

1250 A, TT profile 2400 blank 10,440 9004840391220 SI012500

1250 A, TT profile 2400 tin-plated 10,440   9004840187861 SI016090

1250 A, TT profile 3600 blank 15,660   9004840261646 SI012230

1250 A, TT profile 3600 tin-plated 15,660   9004840184754 SI012240

DOUBLE T PROFILE BUSBARS 720 mm² UP TO1600 A

1600 A, TT profile 2400 blank 15,400   9004840216837 SI012490

1600 A, TT profile 2400 tin-plated 15,400   9004840156966 SI016080

1600 A, TT profile 3600 blank 23,100   9004840259049 SI012290

1600 A, TT profile 3600 tin-plated 23,100   9004840156553 SI011900

TRIPLE T PROFILE BUSBARS1140 mm² UP TO2500 A

2500 A, TTT profile 2400 tin-plated 24,360   9004840199529 SI011870

2500 A, TTT profile 3600 tin-plated 36,540   9004840230987 SI012270

W T PROFILE-BUSBARS
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DESCRIPTION PU EAN CODE AVAILABLE ORDER NO.

Carrier for copper busbars 10 x 3 50   9004840615647 IS505110

Holder for laminated copper busbars 5 - 10 mm 4   9004840406863 SI013030

W ACCESSORIES FOR COPPER BUSBARS

DESCRIPTION/CONTINUOUS CURRENT DIM. (LxWxD) mm PU TYPE WEIGHT (kg) EAN CODE AVAILABLE ORDER NO.

AT 65 °C BUSBAR TEMPERATURE

10x3/94 A 2000x10x3 1 CU 2-94 0.108 9004840017090 CU201003

20x3/168 A 2000x20x3 1 CU 2-168 0.214 9004840066401 CU202003

20x5/225 A 2000x20x5 1 CU 2-225 0.356 9004840017106 CU202005

20x5/225 A - sharp-edged 2000x20x5 1 CU 2-225S 0.363 9004840182590 CU2S2005

30x5/313 A 2000x30x5 1 CU 2-313 0.538 9004840017113 CU203005

30x5/313 A - sharp-edged 2000x30x5 1 CU 2-313S 0.545 9004840182606 CU2S3005

40x5/400 A 2000x40x5 1 CU 2-400 0.719 9004840068658 CU204005

30x10/472 A 2000x30x10 1 CU 2-472 1.0618 9004840017120 CU203010

30x10/472 A - sharp-edged 2000x30x10 1 CU 2-472S 1.098 9004840182613 CU2S3010

40x10/595 A 2000x40x10 1 CU 2-595 1.424 9004840017137 CU204010

50x10/705 A 2000x50x10 1 CU 2-705 1.787 9004840017151 CU205010

60x10/820 A 2000x60x10 1 CU 2-820 2.150 9004840017168 CU206010

80x10/1030 A 2000x80x10 1 CU 2-1030 2.876 9004840017175 CU208010

W SCHRACK INFO
Cuponal busbars are used worldwide for the following applications:

• Distributors for low-voltage applications

• Distributors for high-voltage applications

• Control cabinets

• Busbar distribution systems

W CUPONAL

CU201003

Order no. blue: on stock, usually ready for delivery on the day of order!            

I KNOW WHERE TO FIND IT!

THE SCHRACK TECHNIK WEB SHOP WITH NAVIGATOR
WWW.SCHRACK.COM

• Finding product information made easy

• Buying products around the clock

• Quick access customer service
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M6

2 x M6, 40 mm high, wrench opening 35, torque 3.5 kN Ø 32 x H40 50 9004840498059 IK011030-A

M8

2 x M8, 40 mm high, wrench opening 35, torque 4 kN Ø 32 x H40 50 9004840498097 IK011032-A

2 x M8, 50 mm high, wrench opening 35, torque 3.5 kN Ø 32 x H50 50 9004840589979 IK011036-A

M10

2 x M10, 40 mm high, wrench opening 35, torque 8 kN Ø 42 x H40 50 9004840498066 IK011031-A

2 x M10, 45 mm high, wrench opening 35, torque 8 kN Ø 42 x H45 25 9004840589986 IK011037-A

2 x M10, 60 mm high, wrench opening 35, torque 8 kN Ø 60 x H60 10 9004840589993 IK011038-A

M12

2 x M12, 50 mm high, wrench opening 35, torque 12 kN Ø 60 x H50 10 9004840498103 IK011033-A

2 x M12, 80 mm high, wrench opening 35, torque 10 kN Ø 60 x H80 10 9004840590005 IK011039-A

W TECHNICAL DATA
• Halogen-free (no corrosive, toxic gases released in the event of fire)

• Fire classification VO according to UL 94

• Maximum tightening torque: 20 / 20 / 60 / 80 Nm

• Tensile forces greater than / 6000 / 6000 / 8000 / 12000 Nm

• Complies with CTI 600-EW 60112

• Resistant to leakage current 

• Cold impact-resistant, high break, tensile and compressive forces

• HH type throughout hexagonal, RH type with hexagonal flange

W SUPPORT INSULATORS WITH FEMALE THREADS UP TO 1 kV

IK011030

W SCHRACK INFO
• Nominal voltage 1 kV, overvoltage category I-IV, surge voltage 12 kV - IEC 61 180

• Heat-stabilised, glass-fibre reinforced polyester

• Resistant to heat aging, mildew, termites, oil, grease, petrol, alcohol, 

UV light and tropical climate

I KNOW WHERE TO FIND IT!

WITH THE SCHRACK TECHNIK LiVE-PHONE APP

• Access technical product information at any time and from everywhere

• See availability and price immediately

• Order desired products easily
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DESCRIPTION DIM. (WxHxD) mm PU EAN CODE AVAILABLE ORDER NO.

M6

2 x M6, wrench opening 17, rated voltage 0.6 kV 17 x 17 x 20 100 4021267057794 SI057790

2 x M6, wrench opening 30, rated voltage 1.5 kV 30 x 30 x 30 20 9004840422955 SI057800

M8

2 x M8, wrench opening 30, rated voltage 1.5 kV 30 x 30 x 30 20 9004840506846 SI057920

2 x M8, wrench opening 30, rated voltage 1.5 kV 32 x 32 x 35 20 9004840186307 SI057820

2 x M8, wrench opening 40, rated voltage 2 kV 40 x 40 x 40 20 4021267057831 SI057830

2 x M8, wrench opening 46, rated voltage 2 kV 46 x 46 x 45 20 4021267057862 SI057860

2 x M8, wrench opening 36, rated voltage 2 kV 36 x 36 x 50 20 9004840246919 SI057900

M10

2 x M10, wrench opening 50, rated voltage 2 kV 36 x 36 x 50 20 9004840404258 SI057880

W SUPPORT INSULATORS WITH FEMALE THREADS

SI057800

W SCHRACK INFO
• Halogen-free 

• Temperature-resistant 250 °C

• Self-extinguishing according to UL 94

• Leakage current resistance CTI 600

DESCRIPTION DIM. (WxHxD) mm PU EAN CODE AVAILABLE ORDER NO.

M6

2 x M6, wrench opening 30, rated voltage 1.5 kV 30 x 30 x 30 20 4021267058005 SI058000

2 x M6, wrench opening 32, rated voltage 1.5 kV 30 x 30 x 35 20 9004840493979 SI058010

M8

2 x M8, wrench opening 32, rated voltage 1.5 kV 35 x 35 x 35 20 9004840186314 SI058020

W SUPPORT INSULATORS WITH FEMALE AND MALE THREADS

SI058000

W SCHRACK INFO
• Halogen-free 

• Temperature-resistant 250 °C

• Self-extinguishing according to UL 94

• Leakage current resistance CTI 600

Order no. blue: on stock, usually ready for delivery on the day of order!               
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