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arabic design,
british engineering
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inspired by the original decorations of the alhambra Palace in granada, spain, 
tenby have produced a range of wiring accessories that gives a unique style to any 
environment. added to the classic design is the very latest in engineering. made in 
england by tenby, only the finest materials are used, including silver switch contacts, 
to ensure a long and reliable life. the range fully complies with the relevant british 
standards and is subject to the most stringent quality control.

/// unique inspiration and expertise
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Pack 
Qty.

system 
ref.

tenby 
ref. Plate switches 10 AX - 250 VA

conform to bs en 60669-1: 2000
flush mounting back box:
min. 16 mm deep
nominal plate dimensions:
1, 2 and 3 gang - 92 x 92 mm
4 and 6 gang - 92 x 152 mm

1 7393 12 7712AG 1 gang - 2 way

1 7393 13 7713AG 1 gang - intermediate

1 7393 22 7722AG 2 gang - 2 way

1 7393 32 7732AG 3 gang - 2 way

1 7393 42 7742AG 4 gang - 2 way

1 7393 62 7762AG 6 gang - 2 way

Single pole press switch 
10 A - 250 VA
conforms to bs en 60669-1: 2000
flush mounting back box:
min. 16 mm deep
nominal plate dimensions:
92 x 92 mm

1 7393 10 7714AG 1 gang - 1 way push switch

Pack 
Qty.

system 
ref.

tenby 
ref.

Rotary dimmer - 110/240 VA 
50/60 Hz

conform to bs en 60669-2-1
rotary dimming and push on/off
flush mounting box: mini 35 mm depth
nominal plate dimension 86 x 86 mm

1 7393 35 7214AG

1 gang - 2 way
60 - 1000 W / 230 v 
or 60 - 500 W / 127 v for halogen 
and incandescent lamps

60 - 1000 va / 230 v or 
60 - 500 va / 127 v for halogen lamps 
with ferromagnetic transformers
can control electronic transformers 
with leading edge behaviour, 
max: 600 va / 230 v or 300 va / 127 v

Dimmer units - 230 V±
conform to bs en 60669-2-1:  
2000 and bs en 55015
for use with 230 v ac 
dimmers for use with tungsten filament 
lamps, mains voltage gu10 halogen 
lamps and low voltage systems using 
appropriate transformers
rotary dimming and push on/off
flush mounting back box: 
min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 031 7003AG1
1 gang - 2 way
40 W/va - 250 W 
push on/off rotary - 50 hz

1 7393 33 7103AG
1 gang - 2 way
40 W/va - 250 W 
push on/off rotary - 60 hz

1 7393 041 7004AG1
2 gang - 2 way
40 W/va - 250 W 
push on/off rotary - 50 hz

1 7393 34 7104AG
2 gang - 2 way
40 W/va - 250 W 
push on/off rotary - 60 hz

SPecificATionS

• Electroplated 
diecast plates with 
electrophoretically 
applied decorative finish 
and matching rockers
• No visible fixing screws
• Terminal screws 
captive and backed off 
ready for cabling

7762ag7003ag

7722ag 7004ag7712ag

arabic design, british engineering
alhambra
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732002.eps
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732047.eps

732049.eps

732049.eps

732047.eps

neW

1: Do not comply with the Saudi Arabian
Standards Organization (SASO)

/ 038 /



Pack 
Qty.

system 
ref.

tenby 
ref.

Double pole socket outlets 
13 A - 250 VA
conform to bs 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism
2 earth terminals
flush mounting back box: min. 25 mm deep
nominal plate dimensions: 
1 gang - 92 x 92 mm
2 gang - 92 x 152 mm

1 7393 81 7018AG 1 gang - switched

1 7393 91 7019AG
1 gang - switched +  
power indicator

1 7393 82 7028AG 2 gang - switched

1 7393 92 7029AG
2 gang - switched +  
power indicator

Socket outlet 2 A - 250 VA
conforms to bs 546: 1950
flush mounting back box: min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 50 7050AG 1 gang - unswitched

Socket outlet 5 A - 250 VA
conforms to bs 546: 1950
Patented 3 pin safety shutter mechanism
flush mounting back box: min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 51 7051AG 1 gang - unswitched

Socket outlet 15 A - 250 VA
conforms to bs 546: 1950
Patented 3 pin safety shutter mechanism
flush mounting back box: min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 551 7055AG1 1 gang - unswitched

Pack 
Qty.

system 
ref.

tenby 
ref.

international socket outlets -  
max 250 VA
flush mounting back box: 
min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 631 7012AG1 1 gang - 10/16 a euro-us 
10 aX 1 way

1 7393 161 7016AG1 1 gang - 10/16 a euro-us

1 7393 641 7026AG1 2 gang - 10/16 a euro-us

Socket outlets 15 A - 127 V±  

conform to ssa 443/444
flush mounting back box: 
min. 35 mm deep
nominal plate dimensions: 
1 gang - 92 x 92 mm
2 gang - 92 x 152 mm

1 7393 60 8001AG 1 gang - 15 a  

1 7393 61 8002AG 2 gang - 15 a  

Shaver socket

conform to bs en 61558-2-5: 1998
iP 24 
for use with european, british, american 
and australian 
2 pin plugs
screwless live and neutral terminals
double wound isolating transformer
automatic self-resetting overload feature
Plug insertion operates microswitch which 
energises transformer
flush mounting back box: 
min. 47 mm deep
nominal plate dimensions: 152 x 92 mm 

1 7393 41 7441AG
supply: 230 v 50/60 hz
output: 230/120 v - 20 va max

7029ag

7441ag7012ag7018ag

7055ag

732060.eps
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120V
230V

732090.eps

1: Do not comply with the Saudi Arabian
Standards Organization (SASO)
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7767ag 7777ag7049ag

7039ag

SPecificATionS

• Electroplated 
diecast plates with 
electrophoretically 
applied decorative finish 
and matching rockers
• No visible fixing screws
• Terminal screws 
captive and backed off 
ready for cabling

arabic design, british engineering
alhambra

Pack 
Qty.

system 
ref.

tenby 
ref.

fused connection unit 
13 A - 250 VA
conforms to bs en 1363 - Part 4: 1995
fused 13 a (fuse supplied)
locked captive fuse carrier (padlockable)
flush mounting back box: 
min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 39 7039AG
dP switched + cord outlet + 
power indicator

Double pole switches 
20 A - 250 V±
conform to bs en 60669-1: 2000
flush mounting back box: 
min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 43 7048AG 20 a dP

1 7393 44 7049AG 20 a dP + power indicator

1 7393 45 7049AGAc 20 a dP + power indicator
marked ‘air conditioner’

1 7393 46 7049AGWH 20 a dP + power indicator
marked ‘Water heater’

1 7393 84 7084AG 20 a dP + cord outlet

1 7393 94 7094AG
20 a dP + cord outlet + power 
indicator

cable outlet 20 A - 250 VA
conforms to bs 5733: 1995
flush mounting back box: 
min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 30 7330AG 20 a terminal block

Pack 
Qty.

system 
ref.

tenby 
ref.

Double pole switches 
45 A - 250 VA
conform to bs en 60669-1: 2000
red rocker
flush mounting back box: 
min. 35 mm deep
nominal plate dimensions: 
1 gang - 92 x 92 mm
2 gang - 152 x 92 mm

1 7393 21 7777AG 45 a dP + power indicator

1 7393 67 7767AG 45 a dP + power indicator

1 7393 78 7067AGAc 45 a dP + power indicator
marked ‘air conditioner’

1 7393 76 7067AGWH 45 a dP + power indicator
marked ‘Water heater’

cooker control unit

conforms to bs 4177: 1992
red rocker
45 a - 250 v dP switch with 
13 a - 250 v dP switched socket outlet
flush mounting back box: 
min. 35 mm deep
nominal plate dimensions: 92 x 152 mm

1 7393 75 7775AG
dP with dP switched socket + 
power indicator
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7771ag7754ag

7860ag7800ag

Pack 
Qty.

system 
ref.

tenby 
ref. TV, radio and satellite sockets

flush mounting back box: 
min. 25 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 71 7771AG screened tv - single

1 7393 70 7751AG screened satellite - single

1 7393 72 7772/2AG screened tv + fm

1 7393 73 7754AG screened tv + fm + satellite

Telephone sockets

flush mounting back box: 
min. 35 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 00 7800AG single master uK

1 7393 01 7801AG single secondary uK

1 7393 97 7851AG rJ 11/12 single

1 7393 98 7861AG rJ 11/12 double

Pack 
Qty.

system 
ref.

tenby 
ref. Data sockets

cat 6
rapid cable connection
flush mounting back box: 
min. 35 mm deep
nominal plate dimensions: 92 x 92 mm

1 7393 95 7850AG rJ 45 single

1 7393 96 7860AG rJ 45 double

Blank plates

nominal plate dimensions: 
1 gang - 92 x 92 mm
2 gang - 92 x 152 mm

1 7393 07 7300AG 1 gang

1 7393 08 7400AG 2 gang
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In accordance with its policy of continuous improvement, the Company reserves the right to 
change specifications and designs without notice. All illustrations, descriptions, dimensions and 
weights in this catalogue are for guidance and cannot be held binding on the Company.
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