
Contemporary style
Slim profile accessories  
with contoured rockers

STYLISH 
ACCESSORIES  
FOR MODERN, 
RELAXING  
ENVIRONMENTS

/ 012 /



/// Decorative accessories
Combining high quality components with proven reliability, Tenby’s decorative 
accessories feature slim, elegant faceplates that are manufactured from corrosion 
resistant stainless steel to ensure that each of the three stylish finishes will look  
great for years to come. The new rockers are matching the colour of the faceplates.
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Contemporary style
Brushed stainless steel

Pack 
Qty.

System 
Ref. Plate switches 10 AX - 250 V±

Conform to BS EN 60669-1: 2000
Flush mounting back box: min. 16 mm deep
Nominal plate dimensions: 1, 2 and 3 gang - 
86 x 86 mm ; 4 and 6 gang - 86 x 146 mm

1 7484 11 1 gang - 1 way

1 7484 12 1 gang - 2 way

1 7484 13 1 gang - intermediate

1 7484 22 2 gang - 2 way

1 7484 32 3 gang - 2 way

1 7484 42 4 gang - 2 way

1 7484 62 6 gang - 2 way

Single pole press switch 10 A - 250 V±
Conforms to BS EN 60669-1: 2000
Flush mounting back box: min. 16 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 10 1 gang - 1 way push switch 
with bell symbol

Rotary dimmer - 100/240 V± 50/60 Hz
Conform to BS EN 60669-2-1
Rotary dimming and push on/off
Flush mounting box: mini 35 mm depth
Nominal plate dimension 86 x 86 mm

1 7484 06

1 gang - 2 way 60 - 1000 W / 230 V 
or 60 - 500 W / 127 V for halogen and 
incandescent lamps

60 - 1000 VA / 230 V or  60 - 500 VA / 127 V 
for halogen lamps with ferromagnetic transformers
Can control electronic transformers 
with leading edge behaviour, 
max: 600 VA / 230 V or 300 VA / 127 V

Pack 
Qty.

System 
Ref. Dimmer units - 230 V±

Conform to BS EN 60669-2-1:  
2000 and BS EN 55015
For use with 230 V AC
Tungsten filament, halogen lamps and suitable 
GU10 low voltage systems using appropriate 
transformer
Rotary dimming and push on/off
Flush mounting back box: 
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 03
1 gang - 2 way
LV - 250 W push on/off rotary
50 Hz

1 7484 04
2 gang - 2 way
LV - 250 W push on/off rotary
50 Hz

Push on/off rotary universal dimmer 
5 W/300 W

1 7484 05

1 gang 
Conform to IEC 60669-2-1 
For flush-mounting back box to be min. 
40 mm deep. 
Nominal plate dimensions: 86 x 86 mm 
Equipped with overvoltage and short-circuit 
protection

Screw terminals. For all types of lamps:
- dimmable LEDs: 5 W to 75 W
- dimmable compact fluorescent lamps: 
5 W to 75 W

- halogen with ferromagnetic or electronic 
transformer: 5 VA to 300 VA
- fluorescent tube - ballast: 5 VA to 300 VA
- halogen and incandescent 230 V: 5 W to  
300 W
When switched on, gradually (2 seconds) lights up 
at level set before last switch-off

SPECIFICATIONS

• Brushed stainless steel 
plates with a clear epoxy 
finish
• Terminal screws captive 
and backed off ready for 
cabling

733000.eps

733000.eps

733003.eps

733002.eps

733000.eps

733004.eps

733006.eps

733107.eps

733049.eps

733049.eps

7484 037484 10

7484 32 7484 627484 11

733047.eps

NEW

NEW
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7484 91

7484 41

7484 82

7484 52

Pack 
Qty.

System 
Ref.

Single pole socket outlets 
13 A - 250 V±
Conform to BS 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism 
2 earth terminals 
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 
1 gang - 86 x 86 mm | 2 gang - 86 x 146 mm

1 7484 20 1 gang - switched

1 7484 21 1 gang - switched + power indicator

1 7484 23 2 gang - switched

1 7484 24 2 gang - switched +  
power indicator

Double pole socket outlets 
13 A - 250 V±
Conform to BS 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism
2 earth terminals
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 
1 gang - 86 x 86 mm | 2 gang - 86 x 146 mm

1 7484 81 1 gang - switched

1 7484 91 1 gang - switched + power indicator

1 7484 82 2 gang - switched

1 7484 92 2 gang - switched +  
power indicator

Socket outlet 15 A - 250 V±
Conforms to BS 546: 1950
Patented 3 pin safety shutter mechanism 
Flush mounting back box: min. 25 mm deep 
Nominal plate dimensions: 86 x 86 mm

1 7484 55 1 gang - switched

Pack 
Qty.

System 
Ref.

Dual USB charging socket

1 7484 52

For flush-mounting, back box to be min.  
40 mm deep 
Input voltage: 110 V/ 230 V

Comply with IEC 62684 
5 V (output) - 2400 mA 
Wiring with 1.5 mm² and 2.5 mm² (only live and 
neutral)

Shaver socket
Conforms to BS EN 61558-2-5: 1998 
IP 24 
For use with European, British, American and 
Australian 2 pin plugs 
Screwless live and neutral terminals 
Double wound isolating transformer 
Automatic self-resetting overload feature 
Plug insertion operates microswitch which 
energises transformer 
Flush mounting back box: 
min. 47 mm deep 
Nominal plate dimensions: 146 x 86 mm

1 7484 41 240 V - 115 V± 50/60 Hz 
20 VA

733060.eps

733060.eps

733063.eps

733063.eps

733070.eps

733070.eps

733073.eps

733073.eps

733069.eps

120V
230V

733090.eps

NEW

NEW
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Brushed stainless steel
Contemporary style

SPECIFICATIONS

• Brushed stainless steel 
plates with a clear epoxy 
finish
• Terminal screws captive 
and backed off ready for 
cabling

7484 67 7484 75

7484 30

7484 39

Pack 
Qty.

System 
Ref.

Fused connection unit  
13 A - 250 V±
Conforms to BS EN 1363 - Part 4: 1995	Fused 13 
A (fuse supplied)
Locked captive fuse carrier (padlockable)
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 39 DP switched + cord outlet + power indicator

Double pole switch 
20 A - 250 V±
Conform to BS EN 60669-1: 2000
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 44 20 A DP + power indicator

Cable outlet 20 A - 250 V±
Conforms to BS 5733: 1995
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 30 20 A terminal block

Cable outlet 45 A - 250 V±
Conforms to BS 5733: 1995
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 31 45 A terminal block

733037.eps

733012.eps

733019.eps

Pack 
Qty.

System 
Ref.

Double pole switches  
45 A - 250 V±
Conform to BS EN 60669-1: 2000
Flush mounting back box:  
min. 35 mm deep 
Nominal plate dimensions: 
1 gang - 86 x 86 mm
2 gang - 146 x 86 mm

1 7484 77 45 A DP + power indicator

1 7484 67 45 A DP + power indicator

Cooker control unit
Conforms to BS 4177: 1992
45 A - 250 V± DP switch with
13 A - 250 V± DP switched socket outlet
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 146 mm

1 7484 75 DP with DP switched socket + power 
indicator

733021.eps

733023.eps

733027.eps

NEW
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Pack 
Qty.

System 
Ref. TV, radio and satellite sockets

Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 71 Screened TV - single

1 7484 70 Screened satellite - single

1 7484 73 Screened TV + FM + satellite

Telephone sockets
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 00 Single master UK

1 7484 01 Single secondary UK

1 7484 99 RJ 11/12 single

1 7484 98 RJ 11/12 double

Pack 
Qty.

System 
Ref. Data sockets

CAT 6
Rapid cable connection
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7484 95 RJ 45 single

1 7484 96 RJ 45 double

Blank plates
Nominal plate dimensions: 
1 gang - 86 x 86 mm
2 gang - 86 x 146 mm

1 7484 07 1 gang

1 7484 08 2 gang
733051.eps

733051.eps

733041.eps

733040.eps

TV
Radio

SAT

733043.eps

733054.eps

733057.eps

733054.eps

733057.eps

733095.eps

7484 00

7484 71 7484 96 7484 07

7484 73

733096.eps
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Contemporary style
Polished stainless steel

7486 037486 10

7486 22 7486 427486 11

SPECIFICATIONS

• Stainless steel plates 
with a mirror finish
• Terminal screws captive 
and backed off ready for 
cabling

Pack 
Qty.

System 
Ref. Plate switches 10 AX - 250 V±

Conform to BS EN 60669-1: 2000
Flush mounting back box: min. 16 mm deep
Nominal plate dimensions: 1, 2 and 3 gang - 
86 x 86 mm
4 and 6 gang - 86 x 146 mm

1 7486 11 1 gang - 1 way

1 7486 12 1 gang - 2 way

1 7486 13 1 gang - intermediate

1 7486 22 2 gang - 2 way

1 7486 32 3 gang - 2 way

1 7486 42 4 gang - 2 way

1 7486 62 6 gang - 2 way

Single pole press switch 10 A - 250 V±
Conforms to BS EN 60669-1: 2000
Flush mounting back box: min. 16 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 10 1 gang - 1 way push switch 
with bell symbol

Rotary dimmer - 100/240 V± 50/60 Hz
Conform to BS EN 60669-2-1
Rotary dimming and push on/off
Flush mounting box: mini 35 mm depth
Nominal plate dimension 86 x 86 mm

1 7486 06

1 gang - 2 way 60 - 1000 W / 230 V 
or 60 - 500 W / 127 V for halogen and 
incandescent lamps 60 - 1000 VA / 230 V 
or 60 - 500 VA / 127 V for halogen lamps

with ferromagnetic transformers
Can control electronic transformers 
with leading edge behaviour, 
max: 600 VA / 230 V or 300 VA / 127 V

Pack 
Qty.

System 
Ref. Dimmer units - 230 V±

Conform to BS EN 60669-2-1:  
2000 and BS EN 55015
For use with 230 V AC 
Tungsten filament, halogen lamps and suitable 
GU10 low voltage systems using appropriate 
transformer
Rotary dimming and push on/off
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 03
1 gang - 2 way 
LV - 250 W push on/off rotary
50 Hz

1 7486 04
2 gang - 2 way 
LV - 250 W push on/off rotary
50 Hz

Push on/off rotary universal dimmer 
5 W/300 W

1 7486 05

1 gang 
Conform to IEC 60669-2-1 
For flush-mounting back box to be min.  
40 mm deep. Equipped with overvoltage and short-
circuit protection
Screw terminals. For all types of lamps:

- dimmable LEDs: 5 W to 75 W
- dimmable compact fluorescent lamps: 
5 W to 75 W
- halogen with ferromagnetic or electronic 
transformer: 5 VA to 300 VA

- fluorescent tube - ballast: 5 VA to 300 VA
- halogen and incandescent 230 V: 5 W to 300 W
When switched on, gradually (2 seconds) lights up 
at level set before last switch-off 
Nominal plate dimensions: 86 x 86 mm

733006.eps

733000.eps

733000.eps

733000.eps

733002.eps

733003.eps

733004.eps

733107.eps

733049.eps

733047.eps

NEW

733049.eps

NEW
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7486 41

7486 527486 55

7486 81 7486 92

Pack 
Qty.

System 
Ref. Single pole socket outlets 13 A - 250 V±

Conform to BS 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism 2 earth 
terminals
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 1 gang - 86 x 86 mm
2 gang - 86 x 146 mm

1 7486 20 1 gang - switched

1 7486 21 1 gang - switched +  
power indicator

1 7486 23 2 gang - switched

1 7486 24 2 gang - switched + power indicator

Double pole socket outlets 13 A - 250 V±
Conform to BS 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism
2 earth terminals
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 1 gang - 86 x 86 mm
2 gang - 86 x 146 mm

1 7486 81 1 gang - switched

1 7486 91 1 gang - switched +  
power indicator

1 7486 82 2 gang - switched

1 7486 92 2 gang - switched + power indicator

733070.eps

733063.eps

733073.eps

733060.eps

733060.eps

Pack 
Qty.

System 
Ref. Socket outlet 15 A - 250 V±

Conforms to BS 546: 1950
Patented 3 pin safety shutter mechanism
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 55 1 gang - switched

Dual USB charging socket

1 7486 52

For flush-mounting, back box to be min.  
40 mm deep

Input voltage: 110 V/ 230 V
Comply with IEC 62684 
5 V (output) - 2400 mA

Wiring with 1.5 mm² and 2.5 mm² (only live and 
neutral)

Shaver socket
Conforms to BS EN 61558-2-5: 1998 
IP 24 
For use with European, British, American and 
Australian 2 pin plugs 
Screwless live and neutral terminals 
Double wound isolating transformer 
Automatic self-resetting overload feature 
Plug insertion operates microswitch which 
energises transformer 
Flush mounting back box: min. 47 mm deep 
Nominal plate dimensions: 146 x 86 mm

1 7486 41 240 V - 115 V± 50/60 Hz 
20 VA

120V
230V

733090.eps

733069.eps

733070.eps

733063.eps

733073.eps

NEW

NEW
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Pack 
Qty.

System 
Ref.

Fused connection unit  
13 A - 250 V±
Conforms to BS EN 1363 - Part 4: 1995
Fused 13 A (fuse supplied)
Locked captive fuse carrier (padlockable)
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 39 DP switched + cord outlet + power indicator

Double pole switch
20 A - 250 V±
Conform to BS EN 60669-1: 2000
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 44 20 A DP + power indicator

Cable outlet 20 A - 250 V±
Conforms to BS 5733: 1995
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 30 20 A terminal block

Cable outlet 45 A - 250 V±
Conforms to BS 5733: 1995
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 31 45 A terminal block

7486 77

7486 677486 39

7486 44

SPECIFICATIONS

• Stainless steel plates 
with a mirror finish
• Terminal screws captive 
and backed off ready for 
cabling

Polished stainless steel
Contemporary style

733037.eps

Pack 
Qty.

System 
Ref.

Double pole switches 
45 A - 250 V±
Conform to BS EN 60669-1: 2000
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 
1 gang - 86 x 86 mm  
2 gang - 146 x 86 mm

1 7486 77 45 A DP + power indicator

1 7486 67 45 A DP + power indicator

Cooker control unit
Conforms to BS 4177: 1992
45 A - 250 V± DP switch with
13 A - 250 V± DP switched socket outlet
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 146 mm

1 7486 75 DP with DP switched socket + 
power indicator

733012.eps

733019.eps

733021.eps

733023.eps

733027.eps

NEW
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Pack 
Qty.

System 
Ref. TV, radio and satellite sockets

Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 71 Screened TV - single

1 7486 70 Screened satellite - single

1 7486 73 Screened TV + FM + satellite

Telephone sockets
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 00 Single master UK

1 7486 01 Single secondary UK

1 7486 99 RJ 11/12 single

1 7486 98 RJ 11/12 double

Pack 
Qty.

System 
Ref. Data sockets

CAT 6
Rapid cable connection
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7486 95 RJ 45 single

1 7486 96 RJ 45 double

Blank plates
Nominal plate dimensions:	  
1 gang - 86 x 86 mm
2 gang - 86 x 146 mm

1 7486 07 1 gang

1 7486 08 2 gang

7486 00

7486 71 7486 98 7486 08

7486 73

733041.eps

733040.eps

TV
Radio

SAT

733043.eps

733051.eps

733051.eps

733054.eps

733057.eps

733054.eps

733057.eps

733096.eps

733095.eps
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SPECIFICATIONS

• Stainless steel plates 
with a satin brass finish
• Terminal screws captive 
and backed off ready for 
cabling

7482 037482 10

7482 22 7482 627482 11

Satin brass

Pack 
Qty.

System 
Ref. Plate switches 10 AX - 250 V±

Conform to BS EN 60669-1: 2000
Flush mounting back box: min. 16 mm deep
Nominal plate dimensions: 1, 2 and 3 gang - 
86 x 86 mm
4 and 6 gang - 86 x 146 mm

1 7482 11 1 gang - 1 way

1 7482 12 1 gang - 2 way

1 7482 13 1 gang - intermediate

1 7482 22 2 gang - 2 way

1 7482 32 3 gang - 2 way

1 7482 42 4 gang - 2 way

1 7482 62 6 gang - 2 way

Single pole press switch 10 A - 250 V±
Conforms to BS EN 60669-1: 2000
Flush mounting back box: min. 16 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 10 1 gang - 1 way push switch 
with bell symbol

Rotary dimmer - 110/240 V± 50/60 Hz
Conform to BS EN 60669-2-1
Rotary dimming and push on/off
Flush mounting box: mini 35 mm depth
Nominal plate dimension 86 x 86 mm

1 7482 06

1 gang - 2 way 60 - 1000 W / 230 V or 60 - 500 W / 
127 V for halogen and incandescent lamps

60 - 1000 VA / 230 V or 60 - 500 VA / 127 V 
for halogen lamps with ferromagnetic 
transformers

Can control electronic transformers with leading edge 
behaviour, max: 600 VA / 230 V or 300 VA / 127 V

Pack 
Qty.

System 
Ref. Dimmer units - 230 V±

Conform to BS EN 60669-2-1: 
2000 and BS EN 55015
For use with 230 V AC 
Tungsten filament, halogen lamps and suitable 
GU10 low voltage systems using appropriate 
transformer
Rotary dimming and push on/off
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 03
1 gang - 2 way 
LV - 250 W push on/off rotary
50 Hz

1 7482 04
2 gang - 2 way 
LV - 250 W push on/off rotary
50 Hz

Push on/off rotary universal dimmer 
5 W/300 W

1 7482 05

1 gang 
Conform to IEC 60669-2-1 
For flush-mounting back box to be min.  
40 mm deep. Nominal plate dimensions: 86 x 86 mm 
Equipped with overvoltage and short-circuit 
protection

Screw terminals. For all types of lamps:
- dimmable LEDs: 5 W to 75 W
- dimmable compact fluorescent lamps: 
5 W to 75 W
- halogen with ferromagnetic or electronic

transformer: 5 VA to 300 VA
- fluorescent tube - ballast: 5 VA to 300 VA
- halogen and incandescent 230 V: 5 W to 300 W
When switched on, gradually (2 seconds) lights up 
at level set before last switch-off

733006.eps

733000.eps

733000.eps

733000.eps

733002.eps

733003.eps

733004.eps

733107.eps

733049.eps

Contemporary style

733047.eps

NEW

733049.eps

NEW
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Pack 
Qty.

System 
Ref.

Single pole socket outlets 
13 A - 250 V±
Conform to BS 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism 
2 earth terminals
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 
1 gang - 86 x 86 mm | 2 gang - 86 x 146 mm

1 7482 20 1 gang - switched

1 7482 21 1 gang - switched + power indicator

1 7482 23 2 gang - switched

1 7482 24 2 gang - switched + power indicator

Double pole socket outlets  
13 A - 250 V±
Conform to BS 1363 - Part 2: 1995
Patented 3 pin safety shutter mechanism
2 earth terminals
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 
1 gang - 86 x 86 mm | 2 gang - 86 x 146 mm

1 7482 81 1 gang - switched

1 7482 91 1 gang - switched +  
power indicator

1 7482 82 2 gang - switched

1 7482 92 2 gang - switched + power indicator

Socket outlet 15 A - 250 V±
Conforms to BS 546: 1950
Patented 3 pin safety shutter mechanism
Flush mounting back box: min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 55 1 gang - switched

Pack 
Qty.

System 
Ref. Dual USB charging socket

1 7482 52

For flush-mounting, back box to be min. 40 mm deep 
Input voltage: 110 V/ 230 V

Comply with IEC 62684 
5 V (output) - 2400 mA 
Wiring with 1.5 mm² and 2.5 mm²

(only live and neutral)

Shaver socket
Conforms to BS EN 61558-2-5: 1998
IP 24
For use with European, British, American and 
Australian 2 pin plugs
Screwless live and neutral terminals
Double wound isolating transformer
Automatic self-resetting overload feature
Plug insertion operates microswitch which 
energises transformer
Flush mounting back box:  
min. 47 mm deep
Nominal plate dimensions: 146 x 86 mm

1 7482 41 240 V - 115 V± 50/60 Hz 
20 VA

7482 527482 55

7482 927482 91

733070.eps

733070.eps

733063.eps

733063.eps

733073.eps

733073.eps

733060.eps

733060.eps

733069.eps

120V
230V

733090.eps

7482 41

NEW

NEW
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SPECIFICATIONS

• Stainless steel plates 
with a satin brass finish
• Terminal screws captive 
and backed off ready for 
cabling

Satin brass
Contemporary style

7482 677482 30

7482 447482 39

Pack 
Qty.

System 
Ref.

Fused connection unit  
13 A - 250 V±
Conforms to BS EN 1363 - Part 4: 1995
Fused 13 A (fuse supplied)
Locked captive fuse carrier (padlockable)
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 39 DP switched + cord outlet + power indicator

Double pole switch 
20 A - 250 V±
Conform to BS EN 60669-1: 2000
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 44 20 A DP + power indicator

Cable outlet 20 A - 250 V±
Conforms to BS 5733: 1995
Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 30 20 A terminal block

Cable outlet 45 A - 250 V±
Conforms to BS 5733: 1995
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 31 45 A terminal block

Pack 
Qty.

System 
Ref.

Double pole switches  
45 A - 250 V±
Conform to BS EN 60669-1: 2000
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 
1 gang - 86 x 86 mm
2 gang - 146 x 86 mm

1 7482 77 45 A DP + power indicator

1 7482 67 45 A DP + power indicator

Cooker control unit
Conforms to BS 4177: 1992
45 A - 250 V± DP switch with
13 A - 250 V± DP switched socket outlet
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 146 mm

1 7482 75 DP with DP switched socket + 
power indicator

733012.eps

733019.eps

733021.eps

733023.eps

733027.eps

733037.eps

7482 77

NEW
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7482 96 7482 07

7482 73

7482 08

7482 00

Pack 
Qty.

System 
Ref. TV, radio and satellite sockets

Flush mounting back box:  
min. 25 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 71 Screened TV - single

1 7482 70 Screened satellite - single

1 7482 73 Screened TV + FM + satellite

Telephone sockets
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 00 Single master UK

1 7482 01 Single secondary UK

1 7482 99 RJ 11/12 single

1 7482 98 RJ 11/12 double

Pack 
Qty.

System 
Ref. Data sockets

CAT 6
Rapid cable connection
Flush mounting back box:  
min. 35 mm deep
Nominal plate dimensions: 86 x 86 mm

1 7482 95 RJ 45 single

1 7482 96 RJ 45 double

Blank plates
Nominal plate dimensions: 
1 gang - 86 x 86 mm
2 gang - 86 x 146 mm

1 7482 07 1 gang

1 7482 08 2 gang

733054.eps

733057.eps

733096.eps

733095.eps

733051.eps

733051.eps

733041.eps

733040.eps

TV
Radio

SAT

733043.eps

733054.eps

733057.eps
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